California Regional Water Quality Control Board
Santa Ana Region

August 13, 2004

STAFF REPORT

ITEM: 13

SUBJECT:

Waste Discharge Requirements for the Orange County Sanitation District’s Reclamation Plant No.
1 and Treatment Plant No. 2, Order No. R8-2004-0062, NPDES Permit No, CA0110604

DISCUSSION:
See attached Fact Sheet.

RECOMMENDATION:

Comments were solicited through a public notice printed in the Orange County Register on July
21, 2004 and from the following agencies:

U.S. Environmental Protection Agency, Permits Issuance Section (WTR-5) — Doug Eberhardt
U.S. Army District, Los Angeles, Corps of Engineers, Regulatory Branch

U.S. Fish and Wildlife Service - Carlsbad

State Water Resources Control Board, Office of the Chief Counsel — Jorge Leon
State of California, Office of the Attorney General - Marilyn H. Levin, Deputy Attorney General
State Water Resources Control Board, Division of Water Quality - James Maughan
State Department of Health Services, Santa Ana — Cor Shaffer

Orange County Water District - Nira Yamachika

Surfrider Foundation, Huntington/Loong Beach Chapter

Orange County Coastkeeper- Garry Brown

Lawyers for Clean Water C/c San Francisco Baykeeper

Dr. Jack Skinner

Defend the Bay- Bob Caustin

Natural Resources Defense Council- David Beckman

City of Anaheim

City of Brea

City of Buena Park

Costa Mesa Sanitary District

City of Cypress

City of Fountain Valley

City of Fullerton

City of Garden Grove

City of Huntington Beach

Irvine Ranch Water District

City of La Habra
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City of La Palma .

County Sanitation Districts of Los Angeles County

City of Long Beach

Rossmoor/Los Alamitos Area Sewer District

Midway Cities Sanitation District

City of Newport Beach

City of Orange

City of Placentia

City of Santa Ana

Santa Ana Watershed Project Authority Member Agencies
City of Seal Beach

City of Stanton

Sunset Beach Sanitary District

City of Tustin

City of Villa Park

City of Westminster

Yorba Linda Water District

U. S. Marine Corps Air Station El Toro

U. S. Marine Corps Air Facility Tustin

Naval Weapons Station Seal Beach

Air Forces Reserve Center Los Alamitos

Mr. Gerhardt Van Drie-724 W. Pine Avenue, El Segundo Ca 90245
State Department of Health Services, Carpenteria — John Curphey
State Department of Health Services, Carpenteria - Jeff Stone
State Department of Water Resources - Glendale

State Department of Fish and Game - Long Beach

Santa Ana Watershed Project Authority - Joseph Grindstaff
Santa Ana River Dischargers Association — Rod Cruze
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California Regional Water Quality Control Board
Santa Ana Region
3737 Main Street, Suite 500
Riverside, CA 92501-3348

and

U.S. Environmental Protection Agency
Region IX
75 Hawthorne Street
San Francisco, CA 94105-3901

FACT SHEET
July 21, 2004

The attached pages contain information concerning draft waste discharge requirements and a
monitoring and rteporting program, collectively, a National Pollutant Discharge Elimination
System (NPDES) permit.

A. SUMMARY:

On July 21, 2004, the Regional Water Quality Control Board, Santa Ana Region (hereinafter
Regional Board) and U.S. Environmental Protection Agency, Region IX (hereinafter EPA)
jointly issued a public notice of proposed actions under Division 7 of the California Water Code
and regulations thereunder, and the Clean Water Act (CWA) and regulations thereunder. The
Regional Board and EPA are proposing to jointly reissue an NPDES permit and Waste Discharge
Requirements to Orange County Sanitation District (hereinafter discharger, permittee, or OCSD)

" for Reclamation Plant No. 1 and Treatment Plant No. 2, a combined discharge of disinfected
treated wastewater through an ocean outfall system to the Pacific Ocean.

Under California’s Porter-Cologne Water Quality Control Act, California Regional Water
Quality Control Boards issue waste discharge requirements which serve as NPDES permits. The
Regional Board intents that its joint issuance of this NPDES permit with EPA will serve as its
certification under CWA section 401 that any discharge pursuant to the permit will comply with
CWA provisions at 33 U.S.C. 1311, 1312, 1313, 1316, and 1317. A joint public workshop will
be held on August 13, 2004, in Santa Ana, California; and a joint public hearing will be held on
September 17, 2004, in Loma Linda, California. The Regional Board and EPA will respond to
public comments received through the close of the public comment period on September 17,
2004 and will issue a final NPDES permit incorporating applicable federal requirements and
State Waste Discharge Requirements.

B. FACILITY DESCRIPTION:

The OCSD presently operates Reclamation Plant No. 1, located in the City of Fountain Valley,
and Treatment Plant No. 2, located in Huntington Beach at the mouth of the Santa Ana River.
The discharge from these facilities is currently regulated by Order No. 98-5, as modified by
- Order No. R8-2002-0055 (NPDES Permit No. CA0110604). This Order and permit has an



Fact Sheet Page2 of 15
Order No. R8-2004-0062, NPDES CA(110604

expiration date of June 8, 2003. Section 122.6, Title 40 (40 CFR) and Section 2235.4, Title 23,
California Code of Regulations (CCR) state that an expired permit continues in force until the
effective date of a new permit, provided the permittee has timely submitted a complete
application for a new permit. On December 2, 2002, OCSD submitied an NPDES permit
renewal application. Thus, the discharger’s permit has been administratively extended until the
Regional Board and EPA act on the new Waste Discharge Requirements and permit.

Reclamation Plant No. 1 is currently designed to treat 108 MGD of primary treated wastewater
and 110 MGD of secondary treated effluent (30 MGD trickling filter plant under rehabilitation
and 80 MGD conventional air-activated sludge plant). A maximum of 15 MGD of secondary
treated effluent may be conveyed to the OCWD’s Water Factory 21 where it receives tertiary
treatment prior to groundwater recharge (barrier for seawater intrusion) and for direct reuse for
irrigation and industrial process water (Green Acres Project). Ferric chloride and polymer can be
added upstream of the primary sedimentation basins to provide for chemically enhanced primary
treatment. The primary treatment system at Plant No. 1 is being increased to a design capacity of
198 MGD during this permit term. Chlorination facilities at Plant No. 1 provide for disinfection
of the treated effluent with sodium hypochlorite (bleach) prior to discharge. Dechlorination
occurs at Treatment Plant No. 2. Treated effluent (primary and secondary) not reclaimed is
conveyed from Reclamation Plant No. 1 through interplant pipelines to the outfall booster pump
complex at Treatment Plant No. 2 and discharged through the ocean outfall. Raw sewage not
treated at Reclamation Plant No. 1 is conveyed to Treatment Plant No. 2 for treatment.

Treatment Plant No. 2 is currently designed to treat 168 MGD of primary treated wastewater and
90 MGD of secondary treated effluent (pure oxygen activated sludge). Various chemicals are
used to provide for chemically enhanced primary treatment. Disinfection is achieved at various
points within Plant No. 2; chlorination facilities use sodium hypochlorite (bleach) and the
dechlorination facility uses sodium bisulfite. Blended treated effluent (primary and secondary)
from Plant No. 2 is blended with primary and secondary treated effluent from Plant No. 1 and
then discharged through the ocean outfall.

The combined discharge of Reclamation Plant No. 1 and Treatment Plant No. 2 is to the Pacific
Ocean through an ocean outfall system. Discharge points are described as follows:

Discharge | North West

Serial No. | Latitude | Longitude | D c>"PHo"

120" Qutfall: Primary discharge point to the Pacific
QOcean terminating in a multi-port diffuser,

001 33°34'36" | 118°00'36" approximately 4.5 miles (7,250 m) offshore from the
mouth of the Santa Ana River, at a depth of 195 feet
(60 m). The capacity at high tide is 480 MGD.
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Discharge | North West

Serial No. | Latitude | Longitude Description

78" Outfall: Emergency discharge point (deactivated
ocean outfall) to the Pacific Ocean, approximately 1
mile {2,100 m) offshore from the mouth of the Santa
Ana River, at a depth of 65 feet (20 m).

002 33°36'56" | 17°58'13"

Two extreme emergency discharge points
003 33°38'06" | 117°57'20" (overflow) to the Pacific Ocean at the Santa Ana
River. The capacity is approximately 130 MGD.

Reclamation Plant No. 1 and Treatment Plant No. 2 receive domestic, commercial, and industrial
wastewaters from 32 sewage collection agencies. The discharger has contractual agreements
with Irvine Ranch Water District, County Sanitation Districts of Los Angeles County, Orange
County Water District (OCWD), and the Santa Ana Watershed Project Authority and Member
Agencies. The contractual agreements give the discharger the authority to implement and
enforce the approved pretreatment program.

The discharger’s wastewater treatment processes currently consist of the following:

RECLAMATION PLANT NO. 1
Primary Treatment Secondary Treatment | Disinfection Solids Handling
Bar screens High-rate trickling Chlorination Dissolved air floatation
Aerated grit chambers | filters (under thickening
Sedimentation basins | rehabilitation to be Anacerobic digestion
completed by 2006) Dewatering
Activated sludge Land application and
Secondary clarifiers municipal solid waste
landfill
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TREATMENT PLANT NO. 2

Primary Treatment Secondary Treatment | Disinfection Solids Handling

Bar screens Activated sludge Chlorination/ | Dissolved air floatation

Aerated grit chambers | Secondary clarifiers | Dechlorination | thickening

Sedimentation basins Anaerobic digestion
Dewatering

Land application and
municipal solid waste
landfill

C. BASIS FOR EFFLUENT REQUIREMENTS:

Secondary Treatment Standards and Technology Based Effluent Limitations

Prior to this permit reissuance, the discharger has operated under an NPDES permit which
incorporated a variance from federal secondary treatment standards for five-day biochemical
oxygen demand (BODs) and suspended solids (SS), authorized under CWA section 301(h). On
December 2, 2002, the discharger submitted a timely NPDES permit renewal application
reflecting the OCSD Board of Directors’ July 17, 2002 decision to withdraw the discharger’s
CWA section 301(h) variance and achieve federal secondary treatment standards at the earliest
possible date. The application states that end-of-permit design BODs and SS removal rates are
76 percent and 85 percent, respectively, and that the effluent is chlorinated and dechlonnated
prior to discharge through the ocean outfall. End-of-permit design flow rates are 316 MGD of
primary treated wastewater and 200 MGD of secondary treated wastewater. This application
was updated by the discharger’s 2003 supplemental permit renewal application (July 2003) and
correspondence of May 13, 2004 from B. Anderson, OCSD General Manager, to W. Nastri, EPA
Regional Administrator.

On May 13, 2004, the discharger requested the inclusion of effluent limitations for five-day
carbonaceous biochemical oxygen demand (CBODs), as allowed by secondary treatment
regulations at 40 CFR 133.102(a)(4), for the period following the completion of expanded
secondary treatment facilities. CBODs limitations will apply to the final effluent during partial
or full nitrification at OCSD’s secondary treatment facilities, where effluent nitrification is being
planned to reduce ammonia toxicity associated with wastewater treatment and brine reject flow
from the Groundwater Replenishment System (a major regional water reclamation project). As
nitrifying bacteria use oxygen to degrade nitrogenous compounds otherwise not significantly
removed in the secondary treatment process, higher oxygen demand values for the final effluent
will result. Consequently, the use of CBODs effluent limits will ensure that federal secondary
treatment standards for POTWs are achieved while allowing the discharger to use the treatment
process of nitrification to reduce ammonia toxicity in the discharged effluent and comply with
Ocean Plan requirements for acute and chronic toxicity.
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The draft Order and permit contain the following effluent limitations based on federal secondary
treatment standards pursuant to Section 301(b) of the CWA and its implementing regulations:

Constituent Units -~ | 30-day Average |7-day Average
mg/] 30. 45.
Biochemical Oxygen Demand Ibs/day | 69,555 104,333

1
(5-day) (BODs) The 30-day average percent removal

shall not be less than 85 percent.

mg/l 25. 40.
Carbonaceous Biochemical Oxygen | lbs/day | 57,963 92,740
Demand (5-day) (CBODs)

The 30-day average percent removal
shall not be less than 85 percent.

mg/l | 30. 45,
) los/d. 69,555 104,333
Suspended Solids (SS) saay
The 30-day average percent removal
shall not be less than 85 percent.
pH pH units | Within limit of 6.0 to 9.0 at all times.

The discharger’s end-of-permit (i.., 2009) effluent mass emission rates are calculated using an
end-of-permit annual average influent flow of 278 MGD. As described in the application, OCSD
cannot meet these effluent quality requirements with existing treatment facilities, and full
compliance with secondary treatment requirements for all of the flow is not anticipated to occur
until 2013. Appendix Q of the application summarizes projected changes in effluent quality and
flows associated with the ramping-up of secondary treatment facilities to achieve maximum
performance from both existing and new treatment facilities during this permit term.

As described, above, this Order and permit contain effluent limitations based upon federal
secondary treatment standards, as required by 40 CFR 125.3 and 40 CFR 133. EPA and the
Regional Board also expect that compliance with secondary treatment requirements governing
the OCSD discharge will be addressed by a complaint to be filed and a consent decree to be
lodged shortly after the effective date of this Order and permit. EPA and the Regional Board
expect that the consent decree will cstablish a schedule by which OCSD will complete the
planning, design, construction, and operation of facilities necessary to attain compliance with
secondary treatment requirements in this Order and permit, and will establish interim effluent

In lieu of the parameter BOD;s and the BOD; levels specified for effluent quality in this table, the parameter

CBOD; and the CBOD; levels specified for effluent quality in this table may be substituted and reported by
the discharger.
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limits for BODs and TSS. Pursuant to 28 CFR 50.7, the public will be given notice and an
opportunity to comment upon the consent decree before it becomes effective.

In 1999, the OCSD adopted a comprehensive 20-year master plan of capital facilities, including
expansion and rehabilitation, entitled “OCSD Strategic Plan”. Four years later, in conjunction
with the OCSD Board of Directors’ 2002 decision to achieve federal secondary treatment
standards, OCSD adopted “Interim Strategic Plan Update”, a comprehensive revision to the
strategic plan. This strategic plan update addressed the additional needs for refurbishing,
rehabilitation, and new construction, in order to provide adequate facilities to upgrade the
effiuent treatment level to secondary treatment standards, and is the basis for the discharger’s .
December 2002 NPDES permit renewal application.

Water Quality Standards and Water Quality Based Effluent Limitations

A revised Water Quality Control Plan for Ocean Waters of California, California Ocean Plan
(Ocean Plan) became effective on December 3, 2001. The Ocean Plan contains beneficial uses
and water quality objectives for ocean waters of the State. Ocean waters of the State are the
territorial marine waters of the State as defined by California law to the extent that these waters
are outside of enclosed bays, estuaries, and coastal lagoons. If a discharge outside of the
territorial waters of the State could affect the quality of waters of the State, the discharge may be
regulated to assure no violation of the Ocean Plan will occur in ocean waters. The requirements
contained in the Order and permit are necessary to assure no violation of the Ocean Plan will
occur in ocean waters of the State.

A revised Water Quality Control Plan, Santa Ana River Basin (Basin Plan) became effective on
January 24, 1995. Subsequently, the Basin Plan has been amended by Regional Board
Resolution Nos. 97-20, 98-100, 98-101, 99-10, 00-27, and R8-2004-0001. The Basin Plan
contains beneficial uses and water quality objectives for waters in the Santa Ana Region. The
existing or potential beneficial uses of the Tidal Prism of the Santa Ana River (to within 1,000
feet of Victoria Street) include: water contact recreation; non-contact water recreation;
commercial and sportfishing; wildlife habitat; rare, threatened or endangered species; and marine
habitat. The Nearshore Zone of the Pacific Ocean is within a zone bounded by the shoreline and
a distance of 1,000 feet from the shoreline or the 30-foot depth contour, whichever 1s further
from the shoreline. The existing or potential beneficial uses of the Nearshore Zone include:
industrial service supply; navigation; water contact recreation; non-contact water recreation;
commercial and sportfishing; preservation of biological habitats of special significance; wildlife
habitat; rare, threatened or endangered species; spawning, reproduction, and development,
marine habitat; and shellfish harvesting. The Offshore Zone consists of waters between the
Nearshore Zone and the limit of ocean waters of the State. The existing or potential beneficial
uses of the Offshore Zone of the Pacific Ocean include: industrial service supply; navigation;
water contact recreation; non-contact water recreation; commercial and sportfishing; wildlife
habitat; rare, threatened or endangered species; spawning, reproduction, and development; and
marine habitat. The requirements contained in this Order and permit are necessary to implement
the Basin Plan.
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On July 19, 2002, the Regional Board determined, and EPA agreed, that it is appropriate to apply
water quality standards for bacterial indicators throughout the water column in the Offshore
Zone to assure that the OCSD discharge does not pose a threat to water contact recreational uses
in both nearshore and offshore waters. The discharger’s NPDES permit and Waste Discharge
Requirements were amended accordingly by the Regional Board and EPA (Order No. R8-2002-
0055). To meet this requirement, OCSD has operated temporary chlorination/dechlorination
facilities, using sodium hypochlorite (chlorine bleach) and sodium bisulfite, since August 2002.
OCSD is conducting an investigation of alternative long-term disinfection methods for the
discharge as part of its Effluent Pathogen Reduction Alternative Plan Study.

Effluent limitations for conventional, non-conventional, and toxic pollutant parameters are
established based on Table A effluent limitations (technology based) and Table B water quality
objectives in the Ocean Plan. Mass emission rate effluent limitations for these pollutant
parameters are based on a projected end-of-permit influent flow of 278 MGD. The minimum
probable initial dilution (Dm) used to calculate water quality based effluent limitations for non-
conventional and toxic pollutant parameters based on Table B water quality objectives is 180:1.
Dm is expressed as parts scawater per part wastewater.

The 1998 permit, as modified in 2002, contains effluent limitations for the following non-
conventional and toxic pollutant parameters in Table B of the Ocean Plan: total chlorine residual,
acute toxicity, chronic toxicity, aldrin, chlordane, bis(2-ethylhexyl)phthalate, DDT, heptachlor,
hexachlorobenzene, PAHs, and toxaphene. For the draft permit, the need for effluent limitations
based on water quality objectives in Table B of the Ocean Plan was re-evaluated in accordance
with 40 CFR 122.44(d) and EPA guidance for statistically determining the “reasonable potential”
for a discharged pollutant to exceed an objective, as outlined in the revised Technical Support
Document for Water Quality-based Toxics Control (TSD; EPA/505/2-90-001, 1991). This
statistical approach combines knowledge of effluent variability (as estimated by a coefficient of
variation) with the uncertainty due to a limited number of effluent data to estimate a maximum
effluent value at a high level of confidence. This estimated maximum effluent value is
calculated as the 99 percent confidence level of the 99™ percentile based on a lognormal
distribution of daily effluent values. Projected receiving water values (based on the estimated
maximum effluent value or the reported maximum effluent value and Dm), can then be
compared to the appropriate objective to determine the potential for an exceedance of that
objective and the need for a water quality based effluent limitation.

The Regional Board and EPA examined effluent data provided by the discharger for years 1998 -
2003. A reported maximum effluent value and reported maximum MDL (minimum detection
limit) were identified for each pollutant. These data were then used to calculate pollutant-
specific reasonable potential multipliers. After considering Dm, projected receiving water
concentrations were used to determine that: acute toxicity, chronic toxicity, and 12 organic
pollutants2 (i.e., aldrin, benzidine, chlordane, 3,3’-dichlorobenzidine, dieldrin, heptachlor,

2 Although 1998 - 2003 effluent concentrations for these organic constituents are at non-detect levels, their

projected receiving water values based on OCSD’s repotted maximum MDLs are higher than Table B
water quality objectives in the Ocean Plan. These constituents are known to occur in POTW effluents.
Consequently, WQBELS are prescribed as conservative safeguards for protecting water quality.
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heptachlor epoxide, hexachlorobenzene, PAHs, PCBs, TCDD equivalents, and toxaphene)
showed the potential to exceed their respective objective, and required effluent limitations.

Water quality based effluent limitations for these pollutants were calculated using procedures
outlined in the Ocean Plan.

As previously described, OCSD has operated temporary chlorination/dechlorination facilities,
adding sodium hypochlorite (chlorine bleach) and sodium bisulfite to wastestreams, since August
2002. Because wastewater disinfection with chlorine usually produces a chlorine residual, and
because chlorine and its reaction byproducts are highly toxic to aquatic life, water quality based
effluent limits for total chlorine residual based on Ocean Plan requirements are included in this
permit.

The effluent limitations for constituents based on objectives for the protection of aquatic life and
human health specified in Table B of the Ocean Plan are calculated using a Dm of 180:1 and the
following Ocean Plan equation: Ce = Co + Dm (Co - Cs). “Ce” is the effluent limitation (mg/1);
“Co™ is the water quality objective to be met at the completion of initial dilution (mg/l); and “Cs”
is the background seawater concentration (mg/1).

The draft Order and permit contain the following technology based effluent limitations based on
Table A of the Ocean Plan:

. . Maximum at

Constituent Units 30-day Average 7-day Average any time

. mg/ 25. 40. 75.
Grease and Oil lbs/day | 57,963 92,740 173,889

. As 30-day average, 75 percent removal from

Suspended Solids n/a influent stream or 60 mg/1, whichever rate is higher.
Settleable Solids Ml 1.0 1.5 3.0
Turbidity NTU 75. 100. 225.
pH pH units | Within limit of 6.0 to 9.0 at all times.

The draft Order and permit contain the following water quality based effluent limitations for
protection of marine aquatic life based on Table B of the Ocean Plan:
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Constituent Units 6-month Median Dall)f Insta.ntaneous
Maximum Maximum
Total Chlorine mg/1 0.36 1.45 10.86
Residual Ihs/day 834 3,361 25,179
Acute Toxicity TUa n/a 5.7 n/a
Chronic Toxicity TUc n/a 181 n/a
Not to exceed limits specified in Title 17, Division 1, Chapter 5,

Radioactivity

Subchapter 4, Group 3, Article 3, Section 30253 of the California
Code of Regulations. Reference to Section 30253 is prospective,
including future changes to any incorporated provisions of federal law,

as the changes take effect.

The draft Order and permit contain the following water quality based effluent limitations for
protection of human health based on Table B of the Ocean Plan:

Constituent Units 30-day Average
Aldnn ?\fs/;}day 888328
Benzidine ;]bgs/}day 835339

o S50
3,3’-dichlorobenzidine ilbgs//lday ;ggg;

Dieldrin ?bgsf/lday 8'.8(1)2;4
Heptachlor ;lbgs/}day 88251?(1)
Heptachior epoxide ;lbgs//lday 888-;2
Hexachlorobenzene ;l};gs//lday ggég?
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Constituent Units 30-day Average

PAHS sy | 36929

pcBs | Ioddsy | 00080

TCDD cquivlents oddzy | 000000167
ug/1 0.03801

Toxaphene Ibs/day | 0.0881

As described above, the draft permit proposes effluent limits for 12 organic constituents: aldrin,
benzidine, chlordane, 3,3’-dichlorobenzidine, dieldrin, heptachlor, heptachlor epoxide,
hexachlorobenzene, PAHs, PCBs, TCDD equivalents, and toxaphene. The discharger has
proposed and the draft permit requires the discharger to conduct a strategic process study
evaluating currently available information and collecting additional data to determine the
occurrence of these constituents in the OCSD effluent and ocean environment. The results from
this study will be used to evaluate the need for pollutant management plans. The Regional Board
and EPA may use this information to re-evaluate the need for effluent limitations for the 12
organic constituents during the permit term. Please note that during the public comment period
for the draft permit, the Regional Board and EPA may receive and review information related to
these constituents. Based on their review and consideration of the administrative record for final
permit issuance, the Regional Board and EPA may continue to conclude that a constituent shows
the potential to exceed a water quality objective and the water quality based effluent limitation,
proposed in the above table, is required in the final permit. Alternatively, the Regional Board
and EPA may conclude that a constituent does not show the potential to exceed a water quality
objective, and, consequently, no water quality based effluent limitation for that constituent will
be required in the final permit. The rational for such decisions will be explained and
documented by the Regional Board and EPA in the response to comments for the final permit.

The mass emission effluent limitations (in Ibs/day) for all constituents were determined using a
projected end-of-permit annual average influent flow of 278 MGD and the following Ocean Plan

equation: Ibs/day = (8.34) (Ce) (Q). “Ce” 1s the concentration effluent limitation in mg/l and “Q”
is the flow rate in MGD.

D. BIOSOLIDS/SLUDGE AND PRETREATMENT REQUIREMENTS:

The draft permit contains biosolids/sludge management requirements consistent with CWA
requirements and 40 CFR 257, 258, and 503. On February 19, 1993, the EPA issued a final rule
for the use and disposal of sewage sludge (40 CFR 503). This rule requires that producers of
sewage sludge meet certain reporting, handling, and disposal requirements. The State has not
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been delegated the authority to implement this program, therefore, EPA is the implementing
agency.

The draft permit contains pretreatment requirements consistent with applicable effluent
limitations, national standards of performance, and toxic and pretreatment effluent standards
established pursuant to Sections 208(b), 301, 302, 303(d), 304, 306, 307, 403, 404, 405, and 501
of the CWA, and amendments thereto. This permit contains requirements for the
implementation of an effective pretreatment program pursuant to Section 307 of the CWA; 40
CFR 35 and 403; and/or Section 2233, Title 23, California Code of Regulations. The permit
application states that 126 significant industrial users and 243 categorical industrial users
discharge to the treatment works; OCSD also receives treated waste from remedial activities at
the Stringfellow Superfund Site. Under this permit, the discharger will continue to implement its
existing nonindustrial source control program and public education program that have been in
effect since 1986.

E. INDUSTRIAL STORMWATER REQUIREMENTS:

In accordance with Section 402(p) of the CWA, the EPA has published regulations for
stormwater runoff (see also 40 CFR 122, 123, and 124). Under these regulations, industrial
facilities, including POTW sites, are required to obtain NPDES permits for stormwater
discharges. According to the discharger, stormwater runoff is managed by internal drainage
systems at Reclamation Plant No. 1 and Treatment Plant No. 2. Stormwater runoff is captured,
treated, and discharged to the Pacific Ocean with the treated wastewater. Accordingly, storm
water runoff at Reclamation Plant No. 1 and Treatment Plant No. 2 will be regulated under this
permit, and a separate NPDES permit for stormwater discharges from these sites is not required.

F. OCEAN DISCHARGE CRITERIA:

The OCSD discharge is subject to the requirements of Section 403(c) of the CWA and its
implementing regulations at 40 CFR 125, Subpart M. These requirements apply to point source
discharges to territorial seas, the contiguous zone and oceans, and allow for more stringent
effluent limitations or permit conditions when necessary to protect the marine environment. The
Regional Board and EPA have considered the impact of the discharge pursuant to Section 403(c)
and find that the discharge will not cause unreasonable degradation of the marine environment.

G. MONITORING AND REPORTING PROGRAM:

The draft permit requires frequent influent and effluent monitoring for conventional, non-
conventional, and priority toxic pollutants. Biosolids/sludge monitoring, record keeping, and
reporting requirements are consistent with federal and State requirements. Pretreatment
monitoring, record keeping, and reporting requirements are consistent with applicable NPDES
requirements.
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Pursuant to 40 CFR 125.123(d)(2), the drafl permit includes a monitoring and reporting program
which is sufficient to assess the impact of the discharge on water, sediment, and biological
quality, including analyses of the bicaccumulation and/or persistent impact on aquatic life due to
the discharge. In 1998, the receiving water monitoring program was revised to reallocate the
discharger’s monitoring effort into three components to address crucial physical, chemical, and
biological processes not addressed by earlier monitoring programs, and provide a regional
framework for interpreting discharge-related effects. These three components are retained from
the 1998 permit and are described as follows:

. Core Monitoring. Shoreline monitoring and offshore water quality, sediment, fish
community, and bioaccumulation monitoring are conducted to evaluate compliance with
this permit, State water quality standards, and federal criteria.

. Strategic Process Studies. FEach year, the discharger will conduct strategic process
studies that address specific receiving water quality, discharge impacts, and ocean
processes in the area of the discharge. The scope of these studies will be determined by
the discharger, in coordination with the Regional Board and EPA. Studies will be
approved by the Regional Board and EPA prior to implementation by the discharger.

) Regional Monitoring Activities. The discharger will participate in regional scale
projects in association with groups such as the Southern California Coastal Water
Research Project, the Coastal Conservancy, and the Southern California Coastal Ocean
Observing System. These projects are designed to provide regional perspectives for the
evaluation of wastewater discharges and other sources of contaminants to the Southern
California Bight.

H. ANTIDEGRADATION ANALYSIS:

The Regional Board and EPA have considered antidegradation pursuant to 40 CFR 131.12 and
State Board Resolution No. 68-16, Statement of Policy with Respect to Maintaining High Quality
of Waters in California, (known collectively as “antidegradation” policies) and find that the
discharge is consistent with those provisions.

Moreover, to address the uncertainty due to potential increases in toxic pollutant loadings from
the discharge to the marine environment during the five-year permit term, and to establish a
framework for evaluating the need for an antidegradation analysis to determine compliance with
State and federal antidegradation requirements at the time of permit reissuance, 12-month
average mass cmission benchmarks have been established for effluent discharged through
Discharge Serial No. 001 [see Monitoring and Reporting Program (M&RP) No. R8-2004-0062.].
The mass emission benchmarks (in metric tons per year; MT/yr) for the OCSD discharge were
determined based on 1990 through 1994 cffluent concentrations, using the concentration
associated with the 95" percentile of the 4-day average distribution of daily effluent
concentrations (Ce), the discharger’s projected end-of-permit flow of 278 MGD (Q), and the
following equation: MT/yr = (Ce ug/l) (Q 10° gal/day) (3.785 1/gal) (365 days/yr) (1 MT/10"
ug). These mass emission benchmarks are not enforceable water quality based effluent
limitations. They may be re-evaluated and revised during the five-year permit term.
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L MAGNUSON-STEVENS AND ENDANGERED SPECIES ACTS:

The EPA’s reissuance of the OCSD permit is subject to requirements of the Magnuson-Stevens
Fishery Conservation and Management Act (MSA) and Section 7 of the Endangered Species Act
(ESA). The EPA is reviewing information related to: (1) essential fish habitat and managed and
associated species, and (2) threatened and endangered species and their designated critical
habitats, in the vicinity of the OCSD outfails). Based on this and other relevant information,
EPA is evaluating whether there are effects on essential fish habitat and managed and associated
species protected under the MSA, or on threatened and endangered species and their designated
critical habitats protected under the ESA. (Previous determinations by the National Marine
Fisheries Service and U.S. Fish and Wildlife Service (collectively, the Services) have found the
discharge consistent with ESA requirements.) Based on the outcome of this analysis, EPA may
engage in consultation with the Services during, and subsequent to, this permit reissuance. The
EPA may decide that changes to the permit are warranted based on the results of the completed
consultation, and a reopener provision to this effect has been included in the permit.

J. INFORMATION AND COPYING:

The Administrative Record, which includes the draft permit, fact sheet, comments received,
permit application, and other relevant documents, is available for inspection and copying at the
Regional Board and EPA addresses below, Monday through Friday (excluding holidays),
between 9:00 am. and 3:00 p.m., beginning July 21, 2004 through the close of the public
comment period on September 17, 2004. The draft permit can also be viewed at and/or

downloaded from the Regional Board’s website at www.swrcb.ca.gov/irwgeb8, beginning July
21, 2004.

K. PUBLIC WORKSHOP AND PUBLIC HEARING:

Interested persons are invited by the Regional Board and EPA to attend a public workshop and
public hearing and express their views on the draft permit. The joint public workshop regarding
the draft permit will be held as follows:

DATE: August 13, 2004

TIME: 9:00 am.

PLACE: City of Santa Ana
City Council Chamber
22 Civic Center Plaza

Santa Ana, California
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The joint public hearing regarding the draft permit will be held as follows:

DATE: September 17, 2004
TIME: 9:00 am.
PLACE: City Council Chambers of Loma Linda

25541 Barton Road
Loma Linda, California

To assure the accuracy of the record, all oral statements should be submitted also in writing.
Please note that time limitations of 15 minutes or less will be imposed on presentations, unless
otherwise determined by the Regional Board Chair and EPA Hearing Officer. Although the
public comment period will remain open through the close of the public hearing on September
17, 2004, persons wishing to comment upon the draft permit are strongly encouraged to submit
their comments in writing by August 20, 2004 to facilitate consideration of the comments by the
Regional Board and EPA. The Regional Board will consider adoption of State Waste Discharge
Requirements at the public hearing on September 17", If adopted by the Regional Board, State
Waste Discharge Requirements will become effective upon issuance of a final determination on
the NPDES permit by EPA.

L. WRITTEN COMMENTS:

Interested persons are invited to submit written comments on the draft permit and fact sheet.
Written comments should be submitted either in person or by mail to the attention of Jun
Martirez at the Regional Board and Robyn Stuber at the EPA, at the following addresses:

Mr. Jun Martirez
California Regional Water Quality Control Board
Santa Ana Region
3737 Main Street, Suite 500
Riverside, CA 92501-3348
Telephone: (951) 782-4130

Ms. Robyn Stuber
U.S. Environmental Protection Agency
Region IX, WTR-5
75 Hawthorne Street
San Francisco, CA 94105-3901

Telephone: (415) 972-3524
All timely comments received through the close of the public comment period on September 17,

2004, will be retained and considered in the formulation of the final determination regarding the
draft permit.
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M. FEDERAL PROCEDURES FOR FINAL PERMIT DECISION:

When a final NPDES permit is issued by EPA, it will become effective 33 days following the
date it is mailed to the discharger, unless a request for review is filed. If a request for review of
the federal NPDES permit is filed, only those permit conditions that are uncontested will go nto
effect pending disposition of the request for review. Requests for review of the federal permit
must be filed within 33 days following the date the final permit is mailed and must meet the
requirements of 40 CFR 124.19. All requests for review of the federal permit should be
addressed to the Environmental Appeals Board, as directed in the draft permit findings. Those
persons filing a request for review must have filed comments on the draft permit, or participated
in the public workshop or hearing. Otherwise, any such request for review may be filed only to
the extent of changes from the draft to the final permit decision.

N. REGISTER OF INTERESTED PERSONS:

Any person interested in a particular application or group of applications may leave his name,
address, and phone number as part of the file for an application.
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NPDES Permit No. CA0110604 is comprised of two documents, Order No. R8-2004-0062

(Waste Discharge Requirements and Authorization to Discharge under the NPDES) and- "
Monitoring and Reporting Program (M&RP) No. R8-2004-0062. The followin; seqi“ﬁ"afn, of ..
Order No. R8-2004-0062 are incorporated into this M&RP; Cempliance Determirtation].—
Required Notices and Reports; Provisions; Speciafle{ovi'swiﬂons; _and | Permit RefOpening,
Revision, Revocation, and Reissuagge.,m.uM&R'I"’jN : R8‘\2(§9410062 supersedes and entirely .,
replaces M&RP No. 98-5, as modified by Order No. ﬁs-g__oozl-oos‘s. e
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1. }\ll %inﬂuientj,..efﬂubnt, $luﬁg¢ﬂaiosoii&§f and pretreatment sampling, preservation, and
inalyses %halﬂlwbe,,.éerfdﬁned in accordance with the most recent edition of 40 CFR 136
zfnwdi 40 CFR 503, or alternative test procedures approved by EPA under 40 CFR 136,
unless otherwise specified in this permit. In addition, the Regional Board and EPA may
specify test methods which are more sensitive than those specified under 40 CFR 136 or
40 CFR 503. All receiving water monitoring sampling, preservation, and analyses shall
be performed in accordance with methods specified in this permit, or by methods

specified and/or approved by the Regional Board and EPA.

2. Chemical, bacteriological, and bioassay analyses shall be conducted at a laboratory
certified for such analyses by the California Department of Health Services, or at
laboratories approved by the Regional Board Executive Officer.

3. In conformance with federal regulations at 40 CFR 122.45(c), monitoring for all permit
effluent limitations, standards, or prohibitions for metals shall be conducted using the
total recoverable method, except for Chromium VI where the dissolved method may be
used. For effluent and receiving water monitoring:
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a. The discharger shall require its testing laboratory to calibrate the analytical
system down to the minimum level (ML) specified in Attachment “A” for
priority pollutants with effluent limitations in this permit, unless an alternative
ML is approved by the Regional Board Executive Officer and EPA. When there
is more than one ML value for a given chemical, the discharger shall use an ML
value and associated analytical method, listed in Attachment “A”, that is below
the effluent limitation. If no ML value is below the effluent limitation, then the
lowest ML value and associated analytical method shall be used. Any internal
quality control data associated with the sample must be reported when requested
by the Regional Board Executive Officer or EPA. The Regional Board and EPA
will reject laboratory data if quality control data is unavailable or unacceptable.

b. The discharger must report with each sample result the reported ML and the
laboratory’s current Method Detection Limit (MDL)". The discharger must report
the resulis of analytical determinations for the presence of chemical constituents
in a sample using the following reporting protocols:

1) Sample results greater than or equal to the reported ML shall be reported
“3s measured” by the laboratory (i.e., the measured chemical
concentration in the sample).

2) Sample results less than the reported ML, but greater than or equal to the
laboratory’s MDL, must be reported as “Detected, but Not Quantified” or
“DNQ”. The laboratory must write the estimated chemical concentration
of the sample next to “DNQ”, as weil as the words “Estimated
Concentration” (may be shortened to “Est. Conc.”).

3) Sample results less than the laboratory’s MDL must be reported as “Not
Detected” or “ND”.

c. The discharger shall submit to the Regional Board and EPA all reports necessary
to determine compliance with priority toxic pollutant effluent imitations and shall
follow the chemical nomenclature and sequential order of constituents shown in
Attachment “B”. The discharger shall report with each sample result:

1) The ML or PQL! listed in Attachment “A” or “C”, respectively, achicved
by the laboratory; and

2) The laboratory’s current MDL, as determined by procedures found in the
most recent edition of 40 CFR 136.
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d. For receiving water monitoring and for priority pollutants without effluent
limitations, the discharger shall require its testing laboratory to quantify
constituent concentrations to the lowest achievable MDL as determined by the
procedure found in the most recent edition of 40 CFR 136. In situations where
the most stringent applicable receiving water objective, as specified in the Ocean
Plan, is below the ML value specified in Attachment “A” and the discharger
cannot achieve an MDL value for that pollutant below the ML value, the
discharger shall submit justification why a lower MDL value cannot be achieved.
Justification shall be submitted together with monthly monitoring reports.

4. For non-priority pollutant monitoring, analytical data shall be reported with identification
of quantitation levels and method detection limits, as determined by procedures found in
the most recent edition of 40 CFR 136.

5. The discharger shall have and implement an acceptable written quality assurance (QA)
plan for laboratory analyses. Duplicate chemical analyses must be conducted on a
minimum of ten percent (10%) of the samples, or at least one sample per month,
whichever is greater. A similar frequency shall be maintained for analyzing spiked
samples. When requested by the Regional Board or EPA, the discharger will participate
in the NPDES discharge monitoring report QA performance study.

6. The results of all monitoring required by this permit shall be reported to the Regional
Board and EPA, and shall be submitted in a format acceptable by the Regional Board and
EPA that allows direct comparison with the limitations and requirements of this permit.
Specific reporting formats may include preprinted forms and/or electronic media.
Electronic receiving water monitoring data should be in STORET format, or in an
alternative format specified by the Regional Board and EPA. A CD-ROM accompanied
with a signed cover letter may serve as the official receiving water monitoring data
submittal.

7. The discharger shall tabulate the monitoring data to clearly illustrate compliance and/or
noncompliance with the requirements of this permit.

8. For 2,3,7,8-TCDD monitoring, the discharger shall multiply each measured or estimated
congener concentration by its respective toxic equivalency factor (TEF), as shown below,
and report the sum of these values. The discharger shall use EPA’s Method 1613 for
dioxin and furans. The discharger shall report the analytical results of the monitoring for
each congener, including the quantifiable limit (approved reporting limit) and the method
detection limit, and the measured or estimated concentration.
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10.

Toxic Equivalency Factors for 2,3,7,8-TCDD Equivalents
Congener TEF
2,3,7,8-TetraCDD 1
1,2,3,7,8-PentaCDD 1.0
1,2,3,4,7,8-HexaCDD 0.1
1,2,3,6,7,8-HexaCDD 0.1
1,2,3,7,8,9-HexaCDD 0.1
1,2,3,4,6,7,8-HeptaCDD 0.01
OctaCDD 0.0001
2,3,7,8-TetraCDF 0.1
1,2,3,7,8-PentaCDF 0.05
2,3,4,7,8-PentaCDF 0.5
1,2,3,4,7,8-HexaCDF 0.1
1,2,3,6,7,8-HexaCDF 0.1
1,2,3,7.8,9-HexaCDF 0.1
2,3,4,6,7,8-HexaCDF 0.1
1,2,3,4,6,7,8-HeptaCDF 0.01
1,2,3,4,7,8,9-HeptaCDF 0.01
OctaCDF 0.0001

For every item of monitoring data where the requirements are not met, the monitoring
report shall include a statement discussing the reasons for noncompliance, and of the
actions undertaken or proposed which will bring the discharge into full compliance with
requircments at the earliest time, and an estimate of the date when the discharger will be
in compliance. The discharger shall notify the Regional Board and EPA by letter when
compliance with the time schedule has been achieved.

By March 1 of each year, the discharger shall submit an annual receiving water
monitoring report to the Regional Board and EPA. The report shall contain both tabular
and graphical summaries of the monitoring data obtained during the previous year. In
addition, the discharger shall discuss the compliance record and the corrective actions
taken or planned which may be needed to bring the discharge into full compliance with
the permit. The annual report shall include a summary of the quality assurance (QA)
activities for the previous year.
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11.  [40 CFR 122.41(j)] Monitoring and records. Samples and measurements taken for the
purpose of monitoring shall be representative of the monitored activity. The discharger
shall retain records of all monitoring information, including all calibration and
maintenance records and all original strip chart recordings for continuous monitoring
instrumentation;, copies of all reports required by this permit, and records of all data used
to complete the application for this permit, for a period of at least 5 years (or longer, as
required by 40 CFR part 503), from the date of the sample, measurement, report, or
application. This period may be extended by request of the Regional Board Executive
Officer or EPA at any time. Records of monitoring information shall include:

a. The date, exact place, and time of sampling or measurements;
b. The individual(s) who performed the sampling or measurements;
c. The laboratory which performed the analyses;
d. The date(s) analyses were performed;
€. The individual(s) who performed the analyses;
f. The analytical techniques or methods used, including any modifications; and
g. The results of such analyses, including:
1) Units of measurement,
2) Minimum reporting limit for the analysis (minimum level, practical
quantitation level);
3) Results less than the reporting limit but above the method detection limit;
4) Data qualifiers and a description of the qualifiers;
5) Quality control test results (and a written copy of the laboratory quality
assurance plan);
6) Dilution factors, if used; and
7 Sample matrix type; and
h. Electronic data and information generated by the Supervisory Control And Data

Acquisition (SCADA) System.

12.  The flow measurement system shall be calibrated at least once per year, or morc
frequently, to ensure continued accuracy.
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13.

14,

All monitoring instruments and devices used by the discharger to fulfill the prescribed
monitoring program shall be properly maintained and calibrated as necessary to ensure
their continued accuracy. In the event that continuous monitoring equipment is out of
service for greater than a 24-hour period, the discharger shall obtain a representative grab
sample each day the equipment is out of service. The discharger shall correct the
cause(s) of failure of the continuous monitoring equipment as soon as practicable. In its
monitoring report, the discharger shall specify the period(s) during which the equipment
was out of service and if the problem has not been corrected, identify the steps which the
discharger is taking or proposes to take to bring the equipment back into service and the
schedule for these actions.

Monitoring and reporting shall be in accordance with the following:

a. Monitoring and reporting of influent, effluent, biosolids/sludge, and pretreatment
shall be done, at a minimum, on an annual basis, or more frequently, depending
on the nature and effect of the sewage sludge use or disposal practice, or as
specified in this permit.

b. The results of any sample analysis taken more frequently than required at the
locations specified in this permit shall be reported to the Regional Board and
EPA.

c. A “grab” sample is defined as any individual sample collected in less than 15
minutes.

d. A “‘composite” sample is defined as a combination of no fewer than eight

individual samples obtained over the specified sampling period. The volume of
each individual sample shall be proportional to the discharge flow rate at the time
of sampling. The compositing period shall equal the specific sampling period, or
24 hours, if no period is specified.

€. Daily samples shall be collected on each day of the week.

f. 7-days/month sampling shall be arranged so that each day of the week 1s
represented and that every week is represented each month.

g. Monthly samples shall be collected on any representative day of each month,
unless other schedules are specified in this permit.

h. Quarterly, semi-annual, and annual samples shall be collected in accordance with
the schedules specified in this permit.
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During the term of this permit, certified analytical standards for individual
chemicals used to determine the concentration of a constituent defined as the sum
of a group of chemicals (e.g., chlordane) may become unavailable. When such a
standard becomes unavailable, the discharger shall notify the Regional Board, the
State Board’s Quality Assurance Program, and EPA and shall report sample
results for that constituent based on the sum of analytical results for the remaining
chemicals with available certified standards.

15.  All reports shall be signed by either a principal executive officer or ranking elected or
appointed official or a duly authorized representative of a principal executive officer or
ranking elected or appointed official. A duly authorized representative of a principal
executive officer or ranking elected or appointed official may sign the reports only if:

C.

The authorization is made in writing by a principal executive officer or ranking
elected or appointed official;

The authorization specifies either an individual or a position having responsibility
for the overall operation of the regulated facility or activity, such as the position
of plant manager, superintendent, or position of equivalent responsibility. (A duly
authorized representative may thus be cither a named individual or any individual
occupying a named position); and

The written authorization is submitted to the Regional Board and EPA.

Each person signing a report required by this permit or other information requested by the
Regional Board or EPA shall make the following certification:

“I certify under penalty of law that this document and all attachments were prepared under my
direction or supervision in accordance with a system designed to assure that qualified personnel
properly gather and evaluate the information submitted. Based on my inquiry of the person or
persons who manage the system, or those persons directly responsible for gathering the
information, the information submitted is, to the best of my knowledge and belief, true, accurate,
and complete. I am aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment for knowing violations. ”

16.  The discharger, unless otherwise specified elsewhere in this permit, shall deliver a copy
of each monitoring report in the appropriate format to:

California Regional Water Quality Control Board
Santa Ana Region

3737 Main Street, Suite 500

Riverside, CA 92501-3348
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b. U.S. Environmental Protection Agency
CWA Compliance Office, WTR-7
ATT: NPDES/DMR
75 Hawthorne Street
San Francisco, CA 94105-3901
B. INFLUENT AND EFFLUENT MONITORING:
1. Influent samples shall be taken at each point of inflow to the reclamation/treatment

plants, upstream of any in-plant retun flows, and shall be representative of influent to
Reclamation Plant No. 1 and Treatment Plant No. 2. The date and time of sampling (as
appropriate) shall be reported with the analytical values determined.

2, Effluent samples shall be taken downstream of the last addition of waste to the treatment
or discharge works where a representative sample may be obtained prior to mixing with
the receiving waters. The date and time of sampling (as appropriate) shall be reported
with the analytical values determined.

3. The following shall constitute the influent and effluent monitoring programs, except for
settleable solids, turbidity, pH, acute toxicity, chronic toxicity, total chlorine residual, and
TCDD equivalents which shall be monitored only in the effluent:

Table B-1. Influent and effluent monitoring.

Minimum Frequency of

Constituent Units | Type of Sample Sampling and Analysis
Flow rate MGD | Record/Totalizer Continuous
](5‘5i_o£:$mical oxygen demand mg/l | 24-hr Composite Daily
ggzzﬁaé::;iizlg"g?;; cal mg/l | 24-hr Composite Daily
Grease and oil mg/l | Grab" Monthly
Total suspended solids mg/l | 24-hr Composite Daily
Settleable solids ml/l Grab Daily
Turbidity NTU | 24-br Composite Monthly
PH units | Grab Monthly
Arsenic ug/l 24-hr Composite Monthly
Cadmium (see A.3) ug/l 24-hr Composite Monthly
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Reclamation Plant No. I and Treatment Plant No. 2
Constituent Units | Type of Sample g{::;:?:;’; i’:g":zl;?;;f
Chromium (V)" ug/l | 24-hr Composite Monthly
Copper (sce A.3) ug/l 24-hr Composite Monthly
Lead (see A.3) ug/l 24-hr Composite Monthly
Mercury (see A.3) ug/1 24-hr Composite Monthly
Nickel (see A.3) ug/1 24-hr Composite Monthly
Selenium (see A.3) ug/1 24-hr Composite Monthly
Silver (see A.3) ug/l 24-hr Composite Monthly
Zinc (see A.3) ug/1 24-hr Composite Monthly
Cyanide" ug/l 24-hr Composite Monthly
Total chlorine residual mg/l | Grab Every 12 hours
Ammonia (as N) mg/l | 24-hr Composite - 7-days/month
Acute toxicity - TUa | 24-hr Composite Quarterly
Chronic toxicity TUc | 24-hr Composite Monthly
frlll:;il}i:l:o?g?eﬂ;nds ug/l 24-hr Composite Monthly
Chlorinated Phenolics ug/l 24-hr Composite Monthly
Endosulfan"" ug/l 24-hr Composite Monthly
Endrin ug/l 24-hr Composite Monthly
HCH*" ug/l | 24-hr Composite Monthly
Radioactivity pei/l | 24-hr Composite Monthly
Acrolein ug/l Grab Quarterly
Antimony ug/l 24-hr Composite Monthly
Bis(2-chloroethoxy) methane | ug/l 24-hr Composite Monthly
Bis(2-chloroisopropyl) ether | ug/l 24-hr Composite Monthly
Chlorobenzene ug/l Grab Quarterly
Di-n-buty] phthalate ug/l 24-hr Composite Monthly
Dichlorobenzenes™ ug/l 24-hr Composite Monthly
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Minimum Frequency of

Constituent Units | Type of Sample Sampling and Analysis
Diethyl phthalate ug/l 24-hr Composite Monthly
Dimethyl phthalate ug/l 24-hr Composite Monthly
4,6-dinitro-2-methylphenol ug/l 24-hr Composite Monthly
2,4-dinitrophenol ug/l 24-hr Composite Monthly
Ethylbenzene ug/1 Grab Quarterly
Fluoranthene ug/l 24-hr Composite Monthly
Hexachlorocyclopentadiene | ug/l 24-hr Composite Monthly
Nitrobenzene ug/1 24-hr Composite Monthly
Thallium ug/1 24-hr Composite Monthly
Toluene ug/l Grab Quarterly
1,1,1-trichloroethane ug/l Grab Quarterly
Acrylonitrile ug/l Grab Quarterly
Aldrin ug/1 24-hr Composite Monthly
Benzene ug/l Grab Quarterly
Benzidine ug/l 24-hr Composite Monthly
Beryllium ug/1 24-hr Composite Monthly
Bis(2-chloroethyl) ether ug/l 24-hr Composite Monthly
Bis(2-ethylhexyl) phthalate ug/l 24-hr Composite Monthly
Carbon tetrachloride ug/l Grab Quarterly
Chlordane® ug/l | 24-hr Composite Monthlyr
Chlorodibromomethane ug/t Grab Quarterly
Chloroform ug/l Grab Quarterly
DDT™ ug/l | 24-hr Composite Monthly
1,4-dichlorobenzene ug/1 24-hr Composite Monthly
3,3-dichlorobenzidine ug/1 24-hr Composite Monthly
1,2-dichloroethane ug/l Grab Quarterly
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Constituent Units | Type of Sample gﬁ;;’;;’; i"r;au:;l;)s; ifv’f
1,1-dichloroethylene ug/1 Grab Quarterly
Dichlorobromomethane ug/l Grab Quarterly
Dichloromethane ug/1 Grab Quarterly
1,3-dichloropropene ug/1 Grab Quarterly
Dieldrin ug/l 24-hr Composite Monthly
2,4-dinitrotoluene ug/l 24-hr Composite Monthly
1,2-diphenylhydrazine ug/l 24-hr Composite Monthly
Halomethanes™" ug/l Grab Monthly
Heptachlor ug/l 24-hr Composite Monthly
Heptachlor epoxide ug/l 24-hr Composite Monthly
Hexachlorobenzene ug/l 24-hr Composite Monthly
Hexachlorobutadiene ug/1 24-hr Composite Monthly
Hexachloroethane ug/l 24-hr Composite Monthly
Isophorone ug/l 24-hr Composite Monthly
N-nitrosodimethylamine ug/1 24-hr Composite Monthly
N-nitrosodi-N-propylamine ug/l 24-hr Composite Monthly
N-nitrosodiphenylamine ug/1 24-hr Composite Monthly
PAHs™ ug/l 24-hr Composite Monthly
PCBs™" ug/l 24-hr Composite Monthly
TCDD equivalents ug/l 24-hr Composite Quarterly
1,1,2,2-tetrachloroethane ug/l Grab Quarterly
Tetrachloroethylene ug/l Grab Quarterly
Toxaphene ug/l | 24-hr Composite Monthly
Trichloroethylene ug/l Grab Quarterly
1,1,2-trichloroethane ug/l Grab Quarterly
2,4,6-trichlorophenol ug/l 24-hr Composite Monthly
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. , Minimum Frequency of
t

Constituen Units | Type of Sample Sampling and Analysis
Vinyl chloride ug/l Grab Quarterly

Remaining priority pollutants 24-hr Composite,

(See Attachment “A”) ug/l unless otherwise Quarterly

specified in 40 CFR 136
4, The following Mass Emission Benchmarks, in metric tons per year (MT/yr), have been

established for the discharge. The discharger shall monitor and report the mass emission
rate for all constituents that have mass emission benchmarks. For each constituent, the
12-month average mass emission rate and the concentration and flow used to calculate
that mass emission rate shall be reported in the annual pretreatment report and the annual

receiving water monitoring report.

TABLE B-2. 12-Month Avera

¢ Effluent Mass Emission Benchmarks.

12-month 12-month
Ocean Plan Constituent Average Ocean Plan Constituent Average

(MT/yr) (MT/yr)
Aquatic Life Objectives Human Health Objectives (Noncarcinogens)
Arsentc 1.92 Acrolein 24.96
Cadmium 0.55 Antimony 19.20
ﬂChromium (VD) 2.94 Bis(2-chloroethoxy) methane | 15.4
||Copper 31.52 Bis(2-chloroisopropyl) ether | 15.4
|tLead 1.29 Chlorobenzene 1.91
IMercury 0.08 Di-n-butyl phthatate 15.39
INickel 10.55 Dichlorobenzenes 15.4
Selenium 1.92 Diethyl phthalate 13.65
Silver 2.67 Dimethyl phthalate 7.68
Zinc 40.70 4,6-dinitro-2-methylphenol | 76.81
Cyanide 7.75 2,4-diitrophenol 76.81
f}?:;]_‘lgfo‘;?gf;‘;nds 218 Ethylbenzene 1.92
Chlorinated phenolics 27.6 Fluoranthene 7.68
Endosulfan 0.23 Hexachlorocyclopentadiene | 15.4
Endrin 0.04 Nitrobenzene 7.68
HCH 0.30 Thallium 3.84
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12-month 12-month
Ocean Plan Constituent Average Ocean Plan Constituent Average
(MT/yr) (MT/yr)
Toluene 3.98
1,1,1-trichloroethane 7.13
Human Health Objectives (Carcinogens)
Acrylonitrile 18.06 1,2-diphenylhydrazine 154
Aldrin 0.08 Halomethanes 13.44
Benzene 3.23 g:gtzgﬁigi :poxide 0.08
enzidine 76.81 Hexachlorobenzene 7.68
Beryllium 1.92 Hexachlorobutadiene 15.4
Bis(2-chloroethyl) ether 15.4 Hexachloroethane 7.68
Bis(2-ethylhexyl) phthalate 36.67 Isophorone 7.68
‘Carbon tetrachloride 1.92 N-nitrosodimethylamine 4.61
“Chlordane 0.76 N-nitrosodiphenylamine 7.68
Chloroform 2.74 PAHs 99.854
DDT 0.26 PCBs 13.44
1,4-dichlorobenzene 7.68 TCDD equivalents 19.21
3,3-dichlorobenzidine 4,989 1,1,2,2-tetrachloroethane 1.92
1,2-dichloroethane 1.92 Tetrachloroethylene 1.92
1,1-dichloroethylene 1.92 Toxaphene 1.92
IDichloromethane 19.2 Trichloroethylene 1.92
1,3-dichloropropene 1.92 1,1,2-trichoroethane 1.92
Dieldrin 0.08 2,4,6-trichlorophenol 7.68
2,4-dinitrotoluene 7.68 Vinyl chloride 3.84
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C. RECEIVING WATER MONITORING:
The following three components shall constitute the receiving water monitoring program:

. Core Monitoring: Shoreline momitoring and offshore water quality, sediment, fish
community, and bioaccumulation monitoring are conducted to evaluate compliance with
this permit, State water quality standards, and federal criteria;

* Strategic Process Studies: Each year, the discharger will conduct strategic process
studies that address specific receiving water quality, discharge impacts, and ocean
processes in the area of the discharge. The scope of these studies will be determined by
the discharger, in coordination with the Regional Board and EPA. Studies will be
approved by the Regional Board and EPA prior to implementation by the discharger.

. Regional Monitoring Activities: The discharger will participate in regional scale
projects in association with groups such as the Southern California Coastal Water
Research Project (SCCWRP), the Coastal Conservancy, and the Southern California
Coastal Ocean Observing System (SCCOOS). These projects are designed to provide
regional perspectives for the evaluation of wastewater discharges and other sources of
contaminants to the Southern California Bight.

1. Core Monitoring - Water Quality. The water quality monitoring program is designed
to answer two principle questions: Are water column physical and chemical parameters
within the ranges that ensure ecosystem protection? and What is the fate of the discharge
plume?

Offshore water quality monitoring data are used to determine compliance with receiving
water limitations, State water quality standards, and to assist in the interpretation of
biological data. The Ocean Plan establishes quantitative water quality objectives for
bacterial indicators, light transmittance, dissolved oxygen, pH, etc., as well as qualitative
objectives for floating particulates, grease and oil, discoloration of the ocean surface, etc.
Ammonia measurements are intended primarily to evaluate nutrient criteria, but will also
be used to track the submerged wastewater plume. Coliform bacteria (total and £. coli)
measurements are used to determine compliance with offshore water contact standards.

The primary sampling approach for water quality shall be multiple-day studies carried out
over a large grid of 29 stations centered on the outfall (Figure 1). The station grid covers
approximately 72 km? (12 km x 6 km) adjacent to the coastline of Huntington Beach and
Newport Beach. The 29 stations (Table D-1) shall be sampled three days per quarter.
The stations shall be located and numbered as listed below.



07/21/04 Draft Monitoring and Reporting Program No. R8-2004-0062, NPDES Permit No. CA0110604
COrange County Sanitation District Page 15 of 39
Reclamation Plant No. | and Treatment Plant No. 2

Table C-1. Offshore Water Quality Monitoring Stations.

Station Latitude Longitude Depth | Discrete depths (m)
2403* 33° 38.765' 118° 03.072' 21 1,5,10, 15,19

2404 33° 37.875 118° 03.808' 29 1,5, 10,15, 27

2405 33°736.986 118° 04.544' 37 1, 5,10, 15, 30, 35
2406 33° 36.096' 118° 05.280 60 1, 5,10, 15, 30, 45, 58
2303* 33° 37.537 118° 00.936' 21 1,5,10,15,19

2304 33° 36.649' 118° 01.674' 29 1, 5,10, 15, 27

2305 33° 35.760' 118° 02.412' 38 1,5,10, 15,30, 36
2306 33° 34871 118° 03.149 114 1, 5, 10, 15, 30, 45, 60
2203% 33° 36.313 117° 58.810' 25 1, 5,10, 15,23

2204 33° 35.423' 117° 59.54¢6' 39 1,5, 10, 15, 30, 37
2205 33° 34534 118° 00.282' 57 1,5,10, 15, 30, 45, 55
2206 33° 33.644' 118° 01.018 185 1, 5, 10, 15, 30, 45, 60
2103* 33° 35.089 117° 56.678 110 1, 5, 10, 15, 30, 45, 60
2104* 33° 34.199 117° 57.414 143 1, 5,10, 15, 30, 45, 60
2105 33° 33.309 117° 58.150' 280 1, 5,10, 15, 30, 45, 60
2106 33° 32,420 117° 58.885' 309 1,5, 10, 15, 30, 45, 60
C2* 33° 36.125' 117° 56.014' 56 1, 5,10, 15, 30, 45, 54
2351* 33° 38.151' 118° 02.001" 21 1,5,10,15,19

2352 33° 37.262' 118° 02.739' 29 CTD only

2353 33° 36.373' 118° 03.477 37 CTD only

2354 33° 35.484' 118° 04.214' 123 CTD only

2223% 33° 36.934 117° 59.871" 22 1,5, 10, 15,20

2224 33° 36.035' 118° 00.608' 31 CTD only

2225 33° 35.14¢6 118° 01.346' 47 CTD only

2226 33° 34.257 118° 02.083' 135 CTD only

2183* 33° 35.701" 117° 57.744' 36 1, 5,10, 15, 30, 34
2184 33° 34811 117° 58.480' 51 CTD only

2185 33° 33.922 117° .59.21%' 114 CTD only

2186 33° 33.032 117° 59.951" 247 CTD only
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Station 2205 is the nominal Zone of Initial Dilution (ZID) boundary station. Reference
stations are determined using either current direction or the presence/absence of plume
indicators (e.g., ammonia). The nominal inshore reference stations are 2404 and 2104.
The nominal offshore reference stations are 2406 and 2105. Reference conditions shall
be confirmed during each survey.

At each station, a secchi disk shall be used to assess transparency and visual observations
of surface waters shall be noted. Dissolved oxygen (DO), temperature, salinity, light
transmittance, photosynthetic active radiation (PAR), chlorophyll-a, and pH shall be
measured at 1 m intervals throughout the entire water column to 2 m above the bottom at
cach station using a CTD with attached meters (for DO, light transmittance, PAR,
chlorophyll-a, pH). All station depths shall be surveyed for actual bottom depth. At
stattons greater than 75 m, profiles shall be sampled to a maximum depth of 75 m. Grab
samples for ammonia-nitrogen will be collected at 17 of the 29 offshore stations at
discrete depths from 1 m below surface, 5 m, 10 m, 15 m, etc., to 2 m above the bottom
or to a maximum depth of 60 m. Sampling for bacteriological indicators is discussed in
the next section.

Table C-2. Offshore Water Quality Monitoring.

Constituent Units Sample Sample Depth Sample
Type Frequency

Surface observations n/a Visual Surface 3x / quarter

Transparency meters Secchi disc iurface o extinction 3x / quarter

epth

Dissolved oxygen mg/l

Temperature °C

Salinity psu .

Water 1 m interval,

Light transmittance o 1 from 1 m below surface 3% / quarter
transmittance C(r)olfl.lr?:l to 2 m above bottom, q
nEinsteins P (75 m maximum depth)

PAR q 2
sec cm

Chlorophyll-a ug/1

PH pH units

5 m intervals;
.. from 1 m below surface

Ammonia-nitrogen mg/l Grab t0 2 m above bottom 3x / quarter

(60 m maximum depth)
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Constituent Units Sample Sample Depth Sample
Type Frequency
Total coliform organisms MPN Grab 5 m intervals; 5x / quarter
. . from 1 m below surface
Escherichia coli MPN Grab to 2 m above bottom, 5x / quarter
Enterococci MPN Grab (60 m maximum depth) | 5y / quarter

Core Monitoring — Microbiological. The microbiological monitoring program is
designed fo answer two basic questions: Does sewage effluent reach water contact
recreation zones? and Are densities of bacteria in water contact recreation zones below
levels that will ensure public safety?

The Regional Board has determined that the surface waters of the Offshore Zone, are
used for water contact recreation. However the Regional Board and EPA have
determined that it is appropriate to apply bacterial standards throughout the water column
in the Offshore Zone to assure that the discharge does not pose a threat to water contact
recreational uses.

For the purposes of determining compliance with Receiving Water Limitation C.2.a.1,
five samples for total coliform organisms and Escherichia coli shall be collected at nine
offshore water quality stations (2403, 2351, 2303, 2223, 2203, 2183, 2103, 2104, and
C2). Seven of these nine stations form a row parallel to the coast and perpendicular to
the outfall alignment (Figure 1). Stations 2104 and C2 are located downcoast near
Newport Canyon. On a quarterly basis, bacterial samples shall be collected five times
within a 30-day period at discrete depths from 1 m, 5 m, 10 m, 15 m below the surface,
etc., to 2 m above the bottom, or a maximum depth of 60 m. Consistent with Ocean Plan
requirements, enterococci samples shall also be collected at all stations where total and
fecal coliform are required.

Shoreline bacterial monitoring assesses bacteriological conditions in areas used for water
contact recreation (e.g., swimming, etc.) and where shellfish may be harvested for human
consumption. Monitoring results are used to assess compliance with water quality
standards. Total coliform organisms, fecal coliform organisms, and enterococci shall be
sampled at 17 shoreline stations (Table C-3) according to the following schedule.
Beginning Memorial Day to Labor Day, samples shall be collected five times per week.
Beginning Labor Day through October 31, and beginning April 1 to Memorial Day,
samples shall be collected three times per week. Beginning November 1 through March
31, samples shall be collected twice per week. Twice per week, grease observations and
counts for grease particles shall be made along the previous high tide line at ali shoreline
stations.
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Shoreline stations, located at approximately 3,000 and 6,000 ft intervals along the beach,
extend from Station “0” at the mouth of the Santa Ana River 39,000 ft to the north (Bolsa
Chica) and 39,000 fi to the south (Crystal Cove). The station designation indicates its
approximate distance (in thousands of ft) and direction (north or south) from the mouth of

the Santa Ana River (Figure 1). Shoreline stations shall be located and numbered as
follows:

Table C-3. Shoreline Water Quality Monitoring Stations.

Station Latitude Longitude Depth
39N 33° 42114 118° 03.321 Surf
33N 33° 41.281" 118° 02.495' Surf
27N 33° 40.587 118° 01.712' Surf
21N 33° 39.843' 118° 00.785' Surf
15N 33° 39.114 117° 59.846' Surf
ON 33° 38.565' 117° 58.924' ' Surf
6N 33° 38.331" 117° 58.573' Surf
3N 33° 38.018 117° 58.032' Surf
0 33° 37.764' 117° 57.598' Surf
38 33° 37.619 117° 57.264' Surf
6S 33° 37.337' 117° 56.704' Surf
9s 33° 37.004' 117° 56.207' Surf
158 33° 36.342' 117° 55.459' Surf
218 33° 36.059 117° 54213 Surf
278 33° 35.64¢' 117° 52.910 Surf
298 33° 35.559 117° 52.508' Surf
398 33° 34.700' 117° 50.947 Surf

Wind direction and speed, ocean temperature, weather, sea and tidal condition shall be
recorded for each day of sampling, with the source(s) of the data documented. Tidal
condition at 0800 hours obtained from the Southern California Tidelog shall also be
recorded daily. At all shoreline stations, unusual water color, turbidity, odor, or other
physical evidence of waste discharge at shall be noted on the log sheet, prepared at the
time of sample collection.
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Core Monitoring ~ Sediment. The sediment monitoring program is designed to answer
two questions: What is the spatial extent of the outfall effect on sediment conditions? and
Are sediment conditions changing over time?

The purpose of sediment monitoring is to map the area of impact and detect spatial and
temporal trends in sediment pollutants and benthic infauna in the area of the discharge;
and to assess compliance with State water quality standards and federal criteria. Stations
2B (located 60 m measured inshore from the midpoint of the long leg of the diffuser) and
ZB2 (located 60 m northwest of the end of the diffuser) are the nominal ZID boundary
stations. Sediment samples shall be collected on a quarterly basis from 10 stations (ZB,
ZB2,0,1,4,5,9, 12, C, and Control 1) and annually at an additional 39 stations using a
0.1 m? grab sampler (either Van Veen or box core). The locations of the benthic stations
(Figure 2) are listed below:

Table C-4. Benthic Monitoring Station Locations.

| Quarterly Stations Latitude Longitude Depth (m)
0 33° 34.573' 118° 00.598' 56

1 33° 34.657 118° 00.968' 56

4 33° 34.498' 117° 59.761' 56

5 33° 34.749' 118° 01.612' 59

9 33° 34.363 117° 59.510' 59

12 33° 34.38% 117° 59.054' 58

C 33° 35.799 118° 03.855' 56
Control 1 33° 36.037' 118° 05.387 59

ZB 33° 34.545' 118° 00.274' 56

ZB2 33° 34.590 118° 00.611' 56
Annual Stations Latitude Longitude Depth (m)
3 33° 34.434 118° 00.660' 60

7 33° 35.325' 118° 00.367' 41

8 33° 35.164' 117° 59.555' 44

10 33° 34.902' 118° 02.081"' 62

13 33° 35.307 118° 02.944' 59

17 33° 33.961 118° 00.187' 01

18 33° 34.064' 118° 00.75(¢' 91

20 33° 34.599' 118° 02.229' 100
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Annual Stations Latitude Longitude Depth (m)
21 33° 35313 118° 01.891 44
22 33° 35.204' 117° 59.028' 45
23 33° 33.968' 117° 59.147 100
24 33° 33.563' 118° 01.140 200
25 33° 33.924' 118° 02.176' 200
27 33° 33.326' 117° 59.708' 200
29 33° 35.033' 118° 03.113 100
30 33° 35.493' 118° 02.899' 46
33 33° 34.349 117° 57.866' 100
36 33° 35.308' 117° 57.495' 45
37 33° 34.832 117° 57.369' 56
38 33° 34.634' 117° 57.317 100
39 33° 33.283" 117° 58.531 200
40 33° 32.49¢' 117° 59.775' 303
41 33° 32.690 118° 01.149' 303
42 33° 33.098' 118° 02.598' 303
44 33° 34.586' 118° 05.422' 241
C2 33° 36.125' 117° 56.014' 56
C4 33° 35.056' 117° 55.833 187
C5 33° 33.920' 117° 55.620' 296
55 33° 36.739' 118° 05.41% 40
56 33° 35.665' 118° 05.417 100
57 33° 34.970' 118° 05.418' 200
58 33° 33.36% 118° 05.347 300
59 33° 36.070 118° 03.701' 40
60 33° 35.532 118° 04.017' 100
61 33° 35.011 118° 04.326' 200
62 33° 34.069' 118° 04.568' 300
63 33° 34.173' 118° 03.407' 200
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Annual Stations Latitude Longitude Depth (m)
64 33° 33.484' 118° 03.663' 300
65 33° 33.859' 117° 57.230' 200

Sediment samples for chemical analyses shall be taken from the top 2 cm of the grab
sample. The majority of the samples for physical and chemical measurements will be
single samples (i.e., without replication). However three replicates are required for
samples taken from the ten 60-meter stations in the summer. All samples shall be
analyzed for the constituents listed below. For sediment chemistry, ambient monitoring
may be conducted using EPA approved methods or methods developed by NOAA’s
National Status and Trends Program for Marine Environmental Quality. For chemical
analysis of sediment, samples shall be reported on a dry weight basis.

Sediments shall be analyzed for grain size (phi), total organic carbon (%), and soluble
sulfides (mg/kg). Sediments shall be analyzed for the following metals: aluminum,
arsenic, beryllium, cadmium, chromium, copper, iron, lead, mercury, nickel, selenium,
silver, and zinc. These metals shall be reported in units of mg/kg. Sediments shall be
analyzed for the following PCBs and chlorinated pesticides (ug/kg):

Table C-5. Chlorinated pesticides and PCBs measured in sediments and tissues.

Chlorinated Pesticides

2,4-DDT 4,4-DDT

2,4-DDD 4,4-DDD

2,4'-DDE 4,4-DDE

Aldrin : Heptachlor epoxide
Alpha-Chlordane Hexachlorobenzene
Trans-Nonachlor Lindane {gamma-BHC)
Dieldrin Mirex

Heptachlor Endrin

PCEB Congeners (PCB No.)

8 81 128 177
18 87 138 180
28 99 149 183
37 101 1151 187
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Chlorinated Pesticides

44 105 153/168 189
49 110 156 194
52 114 157 195
66 118 158 201
70 119 167 206
74 123 169 209
77 126 170

Sediments shall be analyzed for the following polycyclic aromatic hydrocarbons (ug/kg):

Table C-6. PAHSs measured in sediments.

Polycyclic Aromatic Hydrocarbons (PAHs)

Cqs-
Acenaphthene 2-methylnaphthalene | C,-Chrysene Phenanthrene/ Anthracene
Anthracene 1-methylnaphthalene | C,-Chrysene C,-Pyrene
1-
Benz(a)anthracene methylphenanthrene C;3-Chrysene Perylene
Benzo(e)pyrene Naphthalene C4-Chrysene Phenanthrene
Biphenyl C;-Naphthalene Dibenzothiophene Benzo(a)pyrene
Chrysene (C;-Naphthalene C,-Dibenzothiophene Benzo(b)fluoranthene
Dibenzo(a,h)anthracene | Ci-Naphthalene C2-Dibenzothiophene Acenaphthlylene
2,6-dimethylnaphthalene | Cs;-Naphthalene C;-Dibenzothiophene Benzo(k)fluoranthene
Ci- :
Fluoranthene Cl-Fluorene Phenanthrene/ Anthracene Benzo(g,h,i)perylene
Cs-
C1-Fluoranthene C,-Fluorene Phenanthrene/Anthracene Indeno(1,2,3-¢,d)pyrene
Cs- 2,3,5-
Fluorene Cs-Fluorene Phenanthrene/Anthracene | trimethylnaphthalene
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For analyses of benthic infauna, three replicate sediment samples shall be collected,
combined and analyzed as a single sample at each of the ten quarterly stations. Single
samples shall be collected for benthic infauna at each of the 39 annual stations in the
summer. The benthic infaunal samples shall be collected using a 0.1 m” grab (Van Veen
grab or box core). These sample grabs shall be separate from those collected for
sediment analyses. The samples shall be sieved using a 1.0 mm mesh screen.

Benthic organisms retained on the sieve shall be fixed in 15% buffered formalin, and
transferred to 70% ethanol within two to seven days for storage. These organisms may
be stained using Rose Bengal to facilitate sorting. All organisms, including infauna
organisms, obtained during benthic monitoring shall be counted and identified to as low a
taxon as possible. This enumeration and identification of organisms continuecs the
historical database developed by the discharger. Biomass shall be estimated from wet
weight measurements for each of the following taxa: molluscs, echinoderms, polychaetes,
crustaceans, and other taxa.

Community analyses shall consist of number of species, number of individuals per
species and total numerical abundance, and biomass. Community analyses shall include,
but not be limited to, the following: number of species per 0.1 m?, total number of species
per station, total numerical abundance, biomass, infaunal trophic index, Swartz’ 75%
dominance index, Shannon-Weiner’s diversity index (H'), and Pielou evenness (I).

Annual reports shall include community parameters along with more detailed statistical
comparisons including community, temporal, and spatial analyses. Methods may
include, but are not limited to, various multivariate analyses such as cluster analysis,
ordination, and regression. The discharger should also conduct additional analyses, as
appropriate, to elucidate temporal and spatial trends in the data.

Core Monitoring - Fish and Macroinvertebrates. Trawls shall be conducted to assess
the community structure of demersal fish and macro-invertebrates, and the presence of
priority pollutants in fish. Trawling shall be conducted semi-annually with triplicate
trawls taken at four stations (T1, T11, T12, T13), and duplicate trawls taken at five
stations (T2, T3, T6, T10, T14). Trawls shall be conducted using a Marinovich 7.62 m
(25 ft) head rope otter trawl, and guidance specified in the most recent field manual
developed for regional monitoring in the Southern California Bight. Trawl stations
(Figure 3) shall be located and numbered as follows:

Table C-7. Trawl Station Locations.

Station Latitude Longitude : Depth (m)
T1 33° 34.641' 118° 00.567' 55
T2 33° 35.688' 117° 59.561 35
T3 33° 34.856' 117° 57.345' 55
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Station Latitude Longitude Depth (m)
T6 33° 35.946' 118° 02.785' 36
T10 33° 33.771 118° 00.250' 137
T11 33° 36.055' 118° 05.199' 60
T12 33°34.868' 118° 01.670' 57
T13 33° 35.535 118° 03.637' 60
T14 33° 34.672' 118° 03.200' 137

Fish and macroinvertebrates collected by trawls should be identified to as low a taxon as
possible. At all stations, community structure analysis should be conducted. Community
structure analysis consists of: the wet weight of each species, number of individuals per
species, total numerical abundance, species richness, species diversity (i.e., Shannon-
Wiener), and multivariate pattern analyses (e.g., ordination and classification analyses).
Abnormalities and disease symptoms shall be recorded and itemized (e.g., fin erosion,
internal and external lesions, tumors).

Chemical analyses of fish tissue shall be performed annually on three fish species from
two sites representing outfall and reference areas (T1 and T11, respectively; T12 and T13
may also be sampled if additional specimens are needed). The fish targeted for analyses
are hornyhead turbot, English sole, bigmouth sole, and the sanddab guild. Chemical
analyses are to be performed on at least 10 individuals for each species. For the sanddab
guild, chemical analyses will be performed on 10 composite samples. Chemical analyses
shall include mercury, chlorinated pesticides and PCBs, and total lipids. Samples shall be
prepared from each trawl station for both liver and muscle tissue.

In addition, histopathological analyses shall be performed on liver tissues of 80
individuals per species from outfall and reference locations once every five years. A
reasonable level of effort (five trawls per location) shall be applied to reach the target
number of individuals. The purpose is to determine whether fish near the outfall have
higher prevalence of pathology than fish sampled away from the outfall. Target species
include white croaker, hornyhead turbot, English sole, and bigmouth sole. The frequency
of histopathological analyses in this permit cycle (once every five years) is reduced from
what the discharger has been doing since 1985 (annually). The effort is being redirected
toward special studies to address the relationship in observed liver pathologies to other
cellular biomarkers.

Strategic Process Studies. The discharger will propose strategic process studies (SPS)
that address specific receiving water quality, discharge impacts, and ocean processes in
the area of the discharge. The scope of these studies will be determined by the discharger,
in coordination with the Regional Board and EPA. Studies will be approved by the
Regional Board Executive Officer and EPA prior to implementation.
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The discharger shall report on the status of on-going and completed strategic process
studies on .at least an annual basis. Proposals for new strategic process studies will be
presented to the Regional Board and EPA as they are developed. A scope of work for
each proposal shall be provided by the discharger in order to obtain Regional Board and
EPA approval, and to inform the public. Upon approval by the Regional Board and EPA,
the discharger shall implement its strategic process study(ies).

Strategic process studies to begin in year one of the permit include the following:

Physical Oceanography and Hydrography: The goal of this study is to measure and
describe the spatial and temporal variability of current velocity fields on the San Pedro
Shelf in the vicinity of the discharger’s ocean outfalls. This information will improve
evaluations of core monitoring and other strategic process studies, and provide a better
understanding of the physical processes that control the movement and dilution of the
wastewater plume. This study will incorporate a long-term telemetry mooring located
near the 120-inch ocean outfall, multiple short-term (e.g., 90 days) moorings located to
study areas of interest (such as the Newport submarine canyon and the shelf/slope area
south of the canyon), and a vessel mounted current profiler used to create quasi-synoptic
spatial maps of the current velocity and direction. It is anticipated that the telemetry
mooring will be incorporated into the proposed California Coastal Ocean Observations
System (CCOOS) via Proposition 40 funding.

The discharger shall also continue to support the co-operative, multi-agency Central
Bight Water Quality Program. This project includes quarterly hydrographic sampling
from Ventura to Crystal Cove State Beach. Included in this effort will be an in-depth
analysis of data collected since 1998 and developing standardized methods of evaluating
data of this type. Partners in this effort include the City of Oxnard, City of Los Angeles,
and County Sanitation Districts of Los Angeles County.

Modeling: In addition to measuring and describing current velocity fields, the discharger
has proposed to work collaboratively with other partners in developing and/or evaluating,
calibrating, and verifying coastal circulation models for the San Pedro. Shelf and local
environs. The general scope of work will include incorporating very large-scale (e.g.,
eastern Pacific) models with much smaller (e.g., 1-km scale) circulation and fate and
transport models. Work will be done in collaboration with federal, State and local
agencies, and research institutions, including, but not limited to, U.S. Geological Survey,
U.S. Army Corps of Engineers, and Southern California Coastal Water Research Project.

Biologic Effects: Organisms are integrators of chemical exposures and have been used in
pollution studies to determine potential effects, especially for unmeasured contaminants.
The prevalence of certain types of liver lesions in fish has been shown to be positively
correlated with exposure to chemical contaminants and has been used as a bioindicator of
exposure and environmental stress. The discharger has conducted histopathological
studies on selected fish since 1985. Results to date indicate that only about 3% of the fish
analyzed had significant liver pathologies, less than the 8% incidence rate reported from a
regional reference area (Dana Point). For the three primary target species (white croaker,
bigmouth sole, and hornyhead turbot), the most significant correlative was age; that is
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older (larger) fish had more liver lesions. For these three species, the outfall had either a
lower incidence of pathology or there were no differences seen in fish from the outfall
and farfield collection sites.

While OCSD’s histopathology work has demonstrated the absence of significant biologic
impacts of the discharge, there have been recent advances in studying cellular level
impacts of chemical exposures using biomarkers such as stress proteins and the level of
endocrine disruption within an organism. The discharger proposes evaluating several of
these cellular biomarkers and their correlation with liver pathologies.

Evaluation of Trace Organic Constituents: The discharger’s NPDES permit contains
effluent limitations for 12 organic constituents for which there is limited information on
whether they occur in the effluent at levels above the calculated effluent limitations. The
constituents are: aldrin, benzidine, chlordane, 3,3'-dichlorobenzidine, dieldrin,
heptachlor, heptachlor epoxide, hexachlorobenzene, PAHs, PCBs, TCDD equivalents,
and toxaphene. The goals of this study are to: (1) gather additional information to
determine whether these constituents are found in the effluent and at what levels; (2)
determine the levels found in the environment (e.g., water column, sediment, fish tissue);
and, if found, (3) determine the environmental and human health impacts of those
measured constituents. It should be noted that the occurrence of these compounds in the
environment may not be reflective of the present OCSD discharge as several of these
pollutants may be “legacy” contaminants whose occurrence is due to historical inputs to
the San Pedro shelf.

The project would use methods more sensitive than methods included in the permit where
the concentration of the pollutant is reported as DNQ and the effluent limitation is less
than the MDL, and/or other method(s) developed by OCSD. Samples will be taken from:
(1) the final effluent; (2) water column (using collection methods such as SPME and/or
caged mussels); (3) sediment; and (4) tissue (e.g., fish and/or mussel} from sites near to
and removed from the OCSD ocean outfall. Results from this study will be used to
evaluate the need for pollutant management plans. The Regional Board and EPA may
use this information to re-evaluate the need for effluent limitations for the 12 organic
constituents,

6. Regional Monitoring Activities. The discharger shall participate in regional monitoring
activities coordinated by the SCCWRP. The procedures and time lines for Regional
Board and EPA approval shall be the same as detailed above for Strategic Process
Studies. The level of detail shall be similar to that in the summers of 1994, 1998, and
2003 which involved the following:
a. Participation in the regional microbiological studies;

b. Collection and analyses of water quality data;

c. Collection and analyses of sediment grab samples for chemistry and benthos;
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d. Collection and analyses of fish and macroinvertebrate community structure at
approximately 20 trawl stations; and

€. Collection and analyses of fish tissue from approximately 20 stations for
contaminants (organics and mercury), and analyses of selected biomarkers at a
subset of stations.

D. GENERAL REPORTING:

1. Monitoring reports shall be submitted by the dates in the following schedule:

Report Frequency Due Date

By the 45" day following the end
the monitoring period

Receiving Water Monitoring Annually March 1, each year

By the 45" day following the end

Influent and effluent constituents Monthly

Offshore Water Quality | Quarterly the monitoring period

Shoreline Monitoring Annually™ March 1, each year

Biosolids Monitoring Annually February 19, cach year

SIU Compliance Semi-annually xzdl 31 and September 1, each
Annual Pretreatment Report Annually September 1, each year

Quality Assurance Project Plan Annually July 15, each year

I, Gerard J. Thibeault, Exccutive Officer, do hereby certify that the foregoing is a full, true, and
correct copy of Monitoring and Reporting Program No. R8-2004-0062, of NPDES Permit No.
CA0110604, adopted by the California Regional Water Quality Control Board, Santa Ana
Region, on , 2004.

Gerard J. Thibeault, Executive Officer
California Regional Water Quality Control Board
Santa Ana Region
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I, Alexis Strauss, Director, do hereby certify that the foregoing is a full, true, and correct copy of
Monitoring and Reporting Program No. R8-2004-0062, of NPDES Permit No. CA01 10604,
issued by the U.S. Environmental Protection Agency Region IX, on , 2004,

Alexis Strauss, Director

Water Division

U.S. Environmental Protection Agency
Region IX

For the Regional Administrator
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FIGURE 1

Water Quality Monitoring Stations
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FIGURE 2

Benthic Monitoring Stations
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FIGURE 3

Trawl Stations
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APPENDIX A

MINIMUM* LEVELS

The Minimum* Levels identified in this appendix represent the lowest concentration of a pollutant that can be
quantitatively measured in a sample given the current state of performance in analytical chemistry methods in
California. These Minimum* Levels were derived from data provided by State-certified analytical laboratories in
1997 and 1998 for pollutants regulated by the Ocean Plan and shall be used until new values are adopted by the
SWRCB. There are four major chemical groupings: volatile chemicals, semi-volatile chemicals, inorganics,
pesticides and PCB’s. “No Data” is indicated by “—*.

TABLE 1
MINIMUM™* LEVELS - VOLATILE CHEMICALS
Minimum* Level {ug/)
Volatile Chemicals . GCMS
CAS Number GC Method Method ®
Acrolein 107028 2. 5
Acrylonitrile 107131 2. 2
Benzene 71432 (.5 2
Bromoform 75252 0.5 2
Carbon Tetrachloride 56235 0.5 2
Chlorobenzene 108907 0.5 2
Chlorodibromomethane 124481 0.5 2
Chloroform 67663 0.5 2
1,2-Dichlorobenzene (volatile) 95501 0.5 2
1,3-Dichlorobenzene (volatile) 541731 0.5 2
1,4-Dichlorobenzene (volatile) 106467 0.5 2
Dichlorobromomethane 75274 0.5 2
1,1-Dichlorocthane 75343 0.5 1
1,2-Dichloroethane 107062 0.5 2
1,1-Dichloroethylene 75354 0.5 2
Dichloromethane 75092 (3.5 2
1,3-Dichloropropene (volatile) 542756 0.5 2
Ethyl benzene 100414 0.5 2
Methyl Bromide 74839 1. 2
Methyl Chloride 74873 0.5 2
1,1,2,2-Tetrachloroethane 79345 0.5 2
Tetrachloroethylene 127184 0.5 2
Toluene 108883 0.5 2
1,1,1-Trichloroethane 71556 0.5 2
1,1,2-Trichloroethane 79005 0.5 2
Ttichloroethylene 79016 0.5 2
Vinyl Chloride 75014 0.5 2
Table | Notes:
a}  GC Method = Gas Chromatography.
b) GCMS Method = Gas Chromatography / Mass Spectrometry.
* To determine the lowest standard concentration in an instrument calibration curve for these techniques, use the given
ML (see Chapter [1I of Ocean Plan, “Use of Minimum®* Levels”).
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TABLE 2
MINIMUM?* LEVELS - SEMI VOLATILE CHEMICALS
Minimum* Level (ug/L)
Semi-Volatile Chemicals CAS Number GCMS HPLC COLOR
GC Method ? Method ° Method © Method ¢

Acenapthylene 208968 -- 10 0.2 -
Anthracene 120127 - 10 2 -
Benzidine 92875 -- 5 -- -
Benzo(a)anthracene 56553 - 10 -
Benzo(a)pyrene 50328 -- 10 -
Benzo(b)fluoranthene 205992 -- 10 10 -
Benzo(g,h.i)perylene - 191242 - 5 0.1 -
Benzo(k)floranthene 207089 -~ 10 2 -
Bis 2-(1-Chloroethoxy) methane 111911 - 5 - --
Bis(2-Chloroethyl)ether 111444 10 1 - -
Bis(2-Chloroisopropyl)ether 39638329 10 2 -- --
Bis(2-Ethylhexyl) phthalate 117817 10 5 -- -
2-Chlorophenol 95578 2 5 - --
Chrysene 218019 - 10 5 --
Di-n-butyl phthalate 84742 - 10 - -
Dibenzo(a,h)anthracene 53703 -- 10 0.1 -
1,2-Dichlorobenzene {semivolatile) 95504 2 2 - -
1,3-Dichlorobenzene {semivolatile) 541731 | - -
1,4-Dichlorobenzene (semivolatile) 106467 2 1 - -
3,3-Dichlorobenzidine 91941 - 5 - -
2.4-Dichlorophenol 120832 1 5 - --
1,3-Dichloropropene 542756 -- 5 - -
Diethyl phthalate 84662 10 2 - --
Dimethyl phthalate 131113 10 2 -- --
2,4-Dimethylphenol 105679 1 2 -- -
2,4-Dinitrophenol 51285 5 5 -- --
2,4-Dinitrotoluenc 121142 10 5 - --
1,2-Diphenylhydrazine (as Azobenzene) 122667 - | - --
Fluoranthene 206440 10 | 0.05 --
Fluorene 86737 - 10 0.1 -
Hexachlorobenzene 118741 1 -- -
Hexachlorobutadiene 87683 1 -- --
Hexachlorocyclopentadiene 77474 5 3 -- -
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TABLE 2 (CONTINUED)
MINIMUM* LEVELS - SEMI VOLATILE CHEMICALS
Minimum* Level (ug/L)
Semi-Volatile Chemicals CAS Number GC GCMS HPLC COLOR
Method * Method ® Method © Method ¢

Hexachloroethane 67721 5 1 - --
Indeno(1,2,3-cd)pyrene 193395 - 10 0.05 -
Isophorone 78591 i0 1 -- -
2-methyl-4,6-dinitrophenol 534521 10 5 -- --
3-methyl-4-chlorophenol 59507 5 1 - --
N-nitrosodi-n-propylamine 621647 10 5 - --
N-nitrosodimethylarmine 62759 10 5 -- -
N-nitrosodiphenylamine 86306 10 1 -- --
Nitrobenzene 98953 10 1 -- -
2-Nitrophenol 88755 -- 10 - -
4-Nitrophenol 100027 5 10 - -
Pentachlorophenol 87865 1 - -
Phenanthrene 85018 - 0.05 -
Phenol 108952 | 1 - 50
Pyrene 129000 -- 10 0.05 -
2,4,6-Trichlorophenol 88062 10 10 - -
Table 2 Notes:

a)  GC Method = Gas Chromatography

b}  GCMS Method = Gas Chroraatography / Mass Spectrometry

¢) HPLC Method = High Pressure Liquid Chromatography

d) COLOR Method = Colorimetric

* To determine the lowest standard concentration in an instrument calibration curve for this technique, multiply the given
ML by 1000 {(see Chapter 111 of Ocean Plan, “Use of Minimum®* Levels™).
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TABLE 4
MINIMUM* LEVELS - PESTICIDES AND PCBs
Minimum* Level
Pesticides and PCBs CAS Number (ug/L)
GC Method ®

Aldrin 309002 0.005
Chlordane 57749 0.1
44-DDD 72548 0.05
4,4'-DDE 72559 0.05
4,4-DDT 50293 0.01
Dieldrin 60571 0.01
a-Endosuifan 959988 0.02
b-Endosulfan 33213659 0.01
Endosulfan Sulfate 1031078 0.05
Endrin 72208 0.01
Heptachlor 76448 0.01
Heptachlor Epoxide 1024573 0.01
a-Hexachlorocyclohexane 319846 0.01
b-Hexachlorocyclohexane 319857 0.005
d-Hexachlorocyclohexane 319868 0.005
g-Hexachlorocyclohexane (Lindane) 58899 0.02
PCB 1016 - 0.5
PCB 122] -- 0.5
PCB 1232 -- 0.5
PCB 1242 - 0.5
PCB 1248 -- 0.5
PCB 1254 - 0.5
PCB 1260 -- 0.5
Toxaphene 8001352 0.5
Table 4 Notes:
a)  Method = Gas Chromatography
* To determine the lowest standard concentration in an instrument calibration curve for this technique,
multiply the given ML by 100 (see Chapter Il of Ocean Plan, “Use of Minimum* Levels™).




07/21/04 Draft Monitoring and Reporting Program No. R8-2004-0062, NPDES Permit No. CA0] 10604

Orange County Sanitation District

Reclamartion Plant No. | and Treatment Plant No. 2

Page 37 of 39

APPENDIX B

A. EPA PRIORITY POLLUTANT LIST
B. Metals Acid Extractibles Base/Neutral Extractibles {continuation)
1. Antimony 45, 2-Chlorophenol o1. Hexachloroethane
2. Arsenic 46. 2,4-Dichlorophenol 92, Indeno (1,2,3-¢d) Pyrene
3, Beryllium 47. 2,4-Dimethylphenol 93. Tsophorone
4. Cadmium 48. 2-Methyl-4,6-Dinitrophenol 94 Naphthalene
Sa. Chromium (111) 49, 2,4-Dinitropheno] 95. Nitrobenzene
Sh. Chromium (V) 50. 2-Nitrophenol 96. N-Nitrosodimethytamine
6. Copper 51. 4-Nitrophenol 97, N-Nitrosodi-N-Propylamine
7. Lead 52.  3-Methyl4-Chlorophenol 98.  N-Nitrosodiphenylamine
8. Mercury 53. Pentachlorophenol 99, Phenanthrene
9. Nickel 54.  Phenol 100. _ Pyrene
10.  Selenium 55. 2,4, 6-Trichlorophenol 101 1,2 4-Trichlorobenzene
11. Silver Base/Neutral Extractibles Pesticides
12. Thaltium 56. Acenaphthene 102, Aldrin
13. Zinc 57. Acenaphthylene 103. Alpha BHC
C. Miscellaneous 58.  Anthracene 104.  Beta BHC
14. Cyanide 59 Benzidine 105. Delta BHC
15. Asbestos (not required unless requested) 60 Benzo (a) Anthracene 1006. Gamma BHC
16. 2,3,7,8-Tetrachlorodibenzo-P-Dioxin (TCDD) || 61- Benzo (a) Pyrene 107.  Chlordane

Volatile Organics 62, Benzo (b) Fluoranthene 108. 4,4'-DDT
17. Acrolein 63. Benzo (g,h,i) Perylene 109, 4,4' - DDE
18. Acrylonitrile 64. Benzo (k) Fluoranthene 110, 4,4 -DDD
19. Benzene 65. Bis (2-Chloroethoxy) Methane 111. Dieldrin
20. Bromoform 66. Bis {2-Chloroethyl) Ether 112, Alpha Endosulfan
21. Carbon Tetrachloride a7. Bis (2-Chloroisopropyl) Ether 113. Beta Endosulfan
22, Chlorobenzene 68. Bis (2-Ethylhexyl} Phthalate 114, Endosulfan Sulfate
23, Chloredibromomethane 69. 4-Bromopheny! Phenyl Ether 1185 Endrin
24, Chloroethane 70. Butylbenzyl Phthalate 116. Endrin Aldehyde
25. 2-Chloroethyl Vinyl Ether 71 2-Chloronaphthalene 117 Heptachlor
26. Chloroform 72. 4-Chlorophenyl Phenyt Ether 118. Heptachlor Epoxide
27. Dichlerobromomethane 73. Chrysene 119, PCB 1016
28. 1,1-Dichloroethane 74. Dibenzo (a,h) Anthracene 120. PCB 1221
29, 1,2-Dichloreethane 75. 1,2-Dichlorobenzene 121. PCB 1232
30. 1,1-Dichloreethylene 76. 1,3-Dichlorobenzene 122, PCB 1242
31. 1,2-Dichloropropane 77. 1.4-Dichlorobenzene 123. PCB 1248
3z 1,3-Dichloropropylene 78. 3,3’-Dichlorobenzidine 124, PCB 1254
a3 Ethylbenzene 79. Diethy] Phthalate 125, PCB 1260
34, Methyl Bromide 80. Dimethyl Phthalate 126. Toxaphene
35. Methyl Chloride 81. Di-n-Butyl Phthalate
36. Methylene Chloride 82, 2,4-Dinitrotoluene
37. 1,1,2,2-Tetrachlorocthane 83. 2-6-Dinitrotoluene
38. Tetrachloroethylene 84. Di-n-Octyl Phthalate
39. Toluene 83. 1,2-Diphenylhydrazine
40, I,2-Trans-Dichloroethylene 86. Fluoranthene
41. 1,1,i-Trichloroethane 87. Fluorene
42, 1,1,2-Trichleroethane 88. Hexachlorobenzene
43. Trichloroethylene 89. Hexachlorobutadiene
44, Vinyl Chloride 90. Hexachlorocyclopentadiene Revised: 7/7/2000
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PRACTICAL QUANTITATION LEVELS
FOR COMPLIANCE DETERMINATION
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36
37
38
39
40
41
42
43
44

Constituent

Arsenic

Barium

Cadmium

Chromium (VI)
Cobalt

Copper

Cyanide

[ron

Lead

Manganese

Mercury

Nickel

Selenium

Silver

Zinc

1,2 - Dichlorobenzene
1,3 - Dichlorobenzene
1,4 - Dichlorobenzene
2.4 - Dichlorophenol

4 - Chloro -3- methylphenol

Aldrin
Benzene
Chlordane
Chloroform
DDT
Dichloromethane
Dieldrin
Fluoranthene
Endosulfan
Endrin
Halomethanes
Heptachlor
Hepthachlor Epoxide
Hexachlorobenzene
Hexachlorocyclohexane
Alpha
Beta
Gamma
PAHs
PCBs
Pentachlorophenol
Phenol
TCDD Equivalent
Toluene
Toxaphene
Tributyltin
2,4,6-Trichlorophenol

RL
ng/l

7.5
20
15
15.0
10.0
19.0
50.0
100.0
26.0
20.0
0.5
50.0
14.0
16.0
20
5.0
5.0
5.0
10.0
10.0
0.04
1.0
0.30
3.0
0.10
5.0
0.10

10.0 -

0.50
0.10
50
0.03
0.05
10.0

0.03
0.03
0.03
10.0
1.0
10.0
14.0
0.05
1.0
2.0
0.02
10.0

Analysis
Method

GF/AA/ICPMS
ICP/GFAA/ICPMS
ICP/ICPMS
ICP/ICPMS
GF/AA/ICPMS
GF/ICP/ICPMS
335.2/3353
ICP/ICPMS
GF/AA/ICPMS
ICP/ICPMS
CV/AA
ICPICPMS

GF/HYDRIDE GENERATION/ICPMS

ICP/ICPMS
ICE/ICPMS
001/602/624/625
601/624/625
601/624/625
625/604
625/604

608

602/624

608

601/624

608

601/624

608

625/610

608

608

601/624

608

608

625

608

608

608
625/610
608
625/604
625/604
8280
624

608

GC
625/604
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Minimum Level (ML) is the concentration at which the entire analytical system must give a recognizabie
signal and acceptable calibration point. The ML is the concentration in a sample that is equivalent to the
concentration of the lowest calibration standard analyzed by a specific analytical procedure, assuming that
all the method-specified sample weights, volumes, and processing steps have been followed.

MDL (Method Detection Limit) is the minimum concentration of a substance that can be measured and

reported with 99 percent confidence that the analyte concentration is greater than zero, as defined in 40
CFR 136, Appendix B.

POL is the lowest concentration of a substance which can be determined within + 20 percent of the true
concentration by 75 percent of the analytical laboratories tested in a performance evaluation study.

Alternatively, if performance data are not available, the POL is the MDL x 5 Jor carcinogens and MDL x
{0 for noncarcinogens. '

Grease and oil monitoring in the influent/effluent shall consist of three grab samples taken over a 24-hour
period at approximately equal intervals. One sample shall be taken during peak flow. Each sample shall
be extracted separately and the weight of residue from each extract shall be mathematically combined
according to the flow to produce a single composite sample result. All other grab samples shall consist of
a single grab at peak flow or multiple grabs taken at approximately equal intervals including one taken
during peak flow.

The discharger may at their option meet this objective as a total chromium objective.

If a discharger can demonstrate to the satisfaction of the Regional Board and EPA that an analytical
method is available to reliably distinguish between strongly and weakly complexed cyanide, effluent
limitations for cyanide may be met by the combined measurement of free cyanide, simple alkali metal
cyanides, and weakly complexed organometallic cyanide complexes. In order for the analytical method to
be acceptable, the recovery of free cyanide from metal complexes must be comparable to that achieved by
the approved method in the most recent edition of 40 CFR 136.

Endosulfan shall mean the sum of endosulfan-alpha and -beta and endosulfan sulfate.

HCH shall mean the sum of the alpha, beta, gamma (lindane), and delta isomers of
hexachlorocyclohexane.

Dichlorobenzenes shall mean the sum of 1,2- and 1,3-dichlorobenzene.

Chlordane shall mean the sum of chlordane-alpha, chlordane-gamma, chlordene-alpha, chlordene-gamma,
nonachlor-alpha, nonachlor-gamma, and oxychlordane.

DDT shall mean the sum of 4,4'DDT, 2,4'DDT, 4,4'DDE, 2,4'DDE, 4,4'DDD, and 2,4'DDD.

Halomethanes shall mean the sum of bromoform, bromomethane (methyl bromide), chloromethane (methyl
chloride).

PAHs (polynuclear aromatic hydrocarbons) shall mean the sum of acenaphthylene, anthracene, 1,2-
benzanthracene, 3,4-benzofluoranthene, benzofkfluoroanthene, 1,12-benzoperylene, benzofafpyrene,
chrysene, dibenzofahfanthracene, fluorene, indenof1,2,3-cdpyrene, phenanthrene, and pyrene.

PCBs (polychlorinated biphenyls) shall mean the sum of chlorinated biphenyls whose analytical
characteristics resemble those of Aroclor-1016, Aroclor-1221, Aroclor-1232, Aroclor-1242, Aroclor-1248,
Aroclor-1254, and Aroclor-1260.

Shoreline microbiological results shall be reported annually to the Regional Board and EPA, except that
the discharger shall continue to report the results on a timely basis (approximately daily) to the County of
Orange Health Care Agency, Environmental Health, and shall place such data on the Internet each month.
During any month that the effluent disinfection system does not operate continuously for a 24-hour period

or longer, the discharger shall report shoreline microbiological monitoring results monthly to the Regional
Board and EPA.
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The California Regional Water Quality Control Board, Santa Ana Region (hereinafter Regional
Board), and the U.S. Environmental Protection Agency, Region IX (hereinafter EPA) find that:

L.

e

The Orange County Sanitation District (OCSD; hereinafter discharger, pen;nittee or.)
OCSD) presently operates Reclamation Plant No. 1, located-ifi the Clty’ of ouptaln
Valley, and Treatment Plant No. 2, located i 1n Huntrngton Be#c at them ufh qf the San}fgj
Ana River (see Attachment “AZ).— he dLS(\,hat frofii these fac111t1es js unéﬁly
regulated by Ord,eg Niﬁ” 8-5, as_mod y Order No.| R§- 20\’02 0055 (Natiofial
Pollutant“Dlscharge Ehml aﬁon] Sy, tem DE )Pe it No. CAOI](‘{604); Th;s  Order
~and | permit-has an exp iration date 0 June 8‘~"2003‘ Section 122.6, T1tle\40‘”(40 CFR) and
sec’tlon 2354, Title 2 a11f¢m1 Code of-Regul tions (CCR) state that an expired

permlt continues in! fqrce til the ffeétlve dateof a new permit, provided the permittec

it

'has tlmély ,submltted a co plete apphcatlon for a new permit. On December 2, 2002

|has beeti admmlstratlvely extended until the Regional Board and EPA act on the new

WDR and permit. This Order is the reissuance of a WDR and NPDES permit for OCSD.

The discharger provides regional treatment and disposal of domestic, commercial, and
industrial wastewater for the northern portion of Orange County, California. The OCSD
services an area of over 450 square miles and serves approximately 85 percent of the
County’s estimated population of about 2.4 million people. The discharger’s current
facilities consist of approximately 620 miles of trunk sewer system and force mains, 17
pump stations, two wastewater treatment plants treating approximately 234 million
gallons per day (MGD) of wastewater, and two ocean outfall pipes.

Reclamation Plant No. 1 and Treatment Plant No. 2 receive domestic, commercial, and
ndustrial wastewaters from the following sewage collection agencies:

a. City of Anaheim,
b. City of Brea,
c. City of Buena Park,
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Costa Mesa Sanitary District,

City of Cypress,

City of Fountain Valley,

City of Fullerton,

City of Garden Grove,

City of Huntington Beach,

Irvine Ranch Water District,

City of La Habra,

City of La Palma,

County Sanitation Districts of Los Angeles County,
City of Long Beach,

Rossmoor/Los Alamitos Area Sewer District,
Midway Cities Sanitation District,

City of Newport Beach,

City of Orange,

City of Placentia,

City of Santa Ana,

Santa Ana Watershed Project Authority and Member Agencies,
City of Seal Beach,

City of Stanton,

Sunset Beach Sanitary District,

City of Tustin,

City of Villa Park,

City of Westminster,

Yorba Linda Water District,

U.S. Marine Corps Air Station El Toro,

U.S. Marine Corps Air Facility Tustin,
Naval Weapons Station Seal Beach, and

Air Forces Reserve Center Los Alamitos.

CHERECRNOTOBE-CRTSDE DO A

(¢} o N
My a8 SE

4. The discharger has contractual agreements with Irvine Ranch Water District, County
Sanitation Districts of Los Angeles County, Orange County Water District (OQCWD), and
the Santa Ana Watershed Project Authority and Member Agencies. The contractual
agreements give the discharger the authority to implement and enforce the approved
pretreatment program.

5. The discharger’s wastewater treatment processes (see Attachment “B”’) currently consist
of the following: :

RECLAMATION PLANT NO. 1

Primary Treatment Secondary Treatment | Disinfection Solids Handling

Bar screens High-rate trickling Chlorination Dissolved air floatation
Aerated grit chambers | filters (under thickening
Sedimentation basins | rehabilitation to be Anaerobic digestion
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RECIAMATION PLANT NO. [
completed by 2006) Dewatering
Activated sludge Land application and
Secondary clarifiers municipal solid waste
landfill
TREATMENT PLANT NO. 2
Primary Treatment Secondary Treatment | Disinfection Seolids Handling
Bar screens Activated sludge Chlorination/ | Dissolved air floatation
Aerated grit chambers | Secondary clarifiers | dechlorination | thickening
Sedimentation basins Anaerobic digestion
Dewatering
Land application and
municipal solid waste
landfill

6. Reclamation Plant No. 1 is currently designed to treat 108 MGD of primary treated
wastewater and 110 MGD of secondary treated effluent (30 MGD trickling filter plant
under rehabilitation and 80 MGD conventional air-activated sludge plant). A maximum
of 15 MGD of secondary treated effluent may be conveyed to the OCWD’s Water
Factory 21 where 1t receives tertiary treatment prior to groundwater recharge (barrier for
seawater intrusion) and for direct reuse for irrigation and industrial process water (Green
Acres Project). Ferric chloride and polymer can be added upstream of the primary
sedimentation basins to provide for chemically enhanced primary treatment. The primary
treatment system at Plant No. 1 is being increased to a design capacity of 198 MGD
during this permit term. Chlorination facilities at Plant No. 1 provide for disinfection of
the treated effluent with sodium hypochlorite (bleach) prior to discharge. Dechlorination
occurs at Treatment Plant No. 2. Treated effluent (primary and secondary) not reclaimed
is conveyed from Reclamation Plant No. 1 through interplant pipelines to the outfall
booster pump complex at Treatment Plant No. 2 and discharged through the ocean
outfall. Raw sewage not treated at Reclamation Plant No. 1 is conveyed to Treatment
Plant No. 2 for treatment,

7. Treatment Plant No. 2 is currently designed to treat 168 MGD of primary treated
wastewater and 90 MGD of secondary treated effluent (pure oxygen activated sludge).
Various chemicals are used to provide for chemically enhanced primary treatment.
Disinfection is achieved at various points within Plant No. 2; chlorination facilities use
sodium hypochlorite (bleach) and the dechlorination facility uses sodium bisulfite.
Blended treated effluent (primary and secondary) from Plant No. 2 is blended with
primary and secondary treated effluent from Plant No. 1 and then discharged through the
ocean outfall.
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8. The combined discharge of Reclamation Plant No. 1 and Treatment Plant No. 2 is to the
Pacific Ocean through an ocean outfall system. Discharge points are described as
follows:

Discharge | North West

Serial No. | Latitude | Longitude

Description

001

120" Outfall: Primary discharge point to the Pacific
Ocean terminating in a multi-port diffuser,
33°34'36" | 118°00'36" approximately 4.5 miles (7,250 m) offshore from the
mouth of the Santa Ana River, at a depth of 195 feet
(60 m). The capacity at high tide is 480 MGD.

002

78" Qutfall: Emergency discharge point (deactivated
ocean outfall) to the Pacific Ocean, approximately 1

mile (2,100 m) offshore from the mouth of the Santa
Ana River, at a depth of 65 feet (20 m).

33°36'56" | 17°58'13"

003

Two extreme emergency discharge points
33°38'06" | 117°5720" (overflow) to the Pacific Ocean at the Santa Ana
River. The capacity is approximately 130 MGD.

10.

On December 2, 2002, the discharger submitted an NPDES permit renewal application
reflecting the OCSD Board of Directors’ July 17, 2002 decision to withdraw the
discharger’s Clean Water Act (CWA) section 301(h) variance and achieve federal
secondary treatment standards at the earliest possible date. The application states that
end-of-permit design five-day biochemical oxygen demand (BODs) and suspended solids
(SS) removal rates are 76 percent and 85 percent, respectively, and that the effluent is
chlorinated and dechlorinated prior to discharge through the ocean outfall. End-of-permit
design flow rates are 316 MGD of primary treated wastewater and 200 MGD of
secondary treated wastewater. This application was updated by the discharger’s 2003
supplemental permit renewal application (July 2003) and correspondence of May 13,
2004 from B. Anderson, OCSD General Manager, to W. Nastri, EPA Regional
Administrator.

On May 13, 2004, the discharger requested the inclusion of effluent limitations for five-
day carbonaceous biochemical oxygen demand (CBODs), as allowed by secondary
treatment regulations at 40 CFR 133.102(a)(4), for the period following the completion of
expanded secondary treatment facilities. CBODs limitations will apply to the final
effluent during partial or full nitrification at OCSD’s secondary treatment facilities,
where effluent nitrification is being planned to reduce ammonia toxicity associated with
wastewater treatment and brine reject flow from the Groundwater Replenishment System.
As nitrifying bacteria use oxygen to degrade nitrogenous compounds otherwise not
significantly removed in the secondary treatment process, higher oxygen demand values
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for the final effluent will result. Consequently, the use of CBODs effluent limits will
cnsure that federal secondary treatment standards for POTWs are achieved while
allowing the discharger to use the treatment process of nitrification to reduce ammonia
toxicity in the discharged effluent and comply with Ocean Plan requirements for acute
and chronic toxicity.

11.  The draft Order and permit contain the following effluent limitations based on federal
secondary treatment standards pursuant to Section 301(b) of the CWA and its
implementing regulations:

Constituent : Units JO0-day Average | 7-day Average

mg/l 30. 45,

Biochemical Oxygen Demand lbs/day | 69,555 104,333

(5-day) (BODs)'

The 30-day average percent removal
Shall not be less than 85 percent.

Carbonaceous Biochemical Oxygen | lbs/day | 57,963 92,740
Demand (5-day) (CBODs)

mg/l 25. 40,

The 30-day average percent removal
shall not be less than 85 percent.

mg/1 30. 45,
Ibs/d 69,555 104,333
Suspended Solids (SS) e
The 30-day average percent removal
shall not be less than 85 percent.
pH pH units | Within limit of 6.0 to 9.0 at all times.
12, The discharger’s end-of-permit (i.e., 2009) effluent mass emission rates are calculated

using an end-of-permit annual average influent flow of 278 MGD. As described in the
application, OCSD cannot meet these effluent quality requirements with existing
treatment facilities, and full compliance with secondary treatment requirements for all of
the flow is not anticipated to occur until 2013. Appendix Q of the application
summarizes projected changes in effluent quality and flows associated with the ramping-
up of secondary treatment facilities to achieve maximum performance from both existing
and new treatment facilities during this permit term.

In lieu of the parameter BOD; and the BOD; levels specified for effluent quality in this table, the parameter
CBOD; and the CBOD; levels specified for effluent quality in this table may be substituted and reported by
the discharger.
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13.

14,

15.

As described, above, this Order and permit contain effluent limitations based upon
federal secondary treatment standards, as required by 40 CFR 125.3 and 40 CFR 133.
EPA and the Regional Board also expect that compliance with secondary treatment
requirements governing the OCSD discharge will be addressed by a complaint to be filed
and a consent decree to be lodged shortly afier the effective date of this Order and permit.
EPA and the Regional Board expect that the consent decree will establish a schedule by
which OCSD will complete the planning, design, construction, and operation of facilities
necessary to attain compliance with secondary treatment requirements in this Order and
permit, and will establish interim effluent limits for BODs and TSS. Pursuant to 28 CFR
50.7, the public will be given notice and an opportunity to comment upon the consent
decree before it becomes effective.

In 1999, the OCSD adopted a comprehensive 20-year master plan of capital facilities,
including expansion and rehabilitation, entitled “OCSD Strategic Plan”. Four years later,
in conjunction with the OCSD Board of Directors’ 2002 decision to achieve federal
secondary (reatment standards, OCSD adopted “Interim Strategic Plan Update”, a
comprehensive revision to the strategic plan. This strategic plan update addressed the
additional needs for refurbishing, rehabilitation, and new construction, in order to provide
adequate facilities to upgrade the effluent treatment level to secondary treatment
standards, and is the basis for the discharger’s December 2002 NPDES permit rencwal
application.

The Groundwater Replenishment System (GWRS), a major regional wastewater
reclamation project, is in its construction phase and is scheduled to come online by 2007.
At that time, up to approximately 100 MGD of the discharger’s secondary treated effluent
will be diverted to newly constructed advanced treatment facilities on OCWD’s adjoining
property. Part of OCWD’s advanced treatment process (which includes microfiltration
and reverse osmosis) will generate filter backwash and concentrates high in salts,
ammonia nitrogen, and trace metals. These wastestreams will be returned to OCSD for
treatment and ocean disposal. To facilitate implementation of this major regional water
reclamation project and minimize the effects of the resulting ocean discharge on the
marine environment, the permit contains a reopener provision (see Permit Re-opening,
Revision, Revocation and Re-issuance). In addition to the GWRS, the discharger
continues to implement programs designed to reduce wastewater flows into its treatment
systems. These include ongoing water conservation efforts focusing on permanent
installation of water saving plumbing fixtures and programs designed to reduce/eliminate
inflow and infiltration to the OCSD sewer collection system. These efforts have the
added benefit of ultimately reducing both average dry-weather and peak wet weather
flows, delaying (or eliminating) the need to construct a new ocean outfall for disposal of
peak flows.
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16.

17.

18.

19.

20.

As part of a regional policy to control dry weather urban runoff to Huntington State
Beach, the discharger reroutes runoff from stormwater pump stations and storm channels
in the City of Huntington Beach and other Orange County coastal citics, into its sanitary
sewer system for treatment and disposal, on days when it does not rain. Currently, the
discharger accepts 2.5 MGD of dry weather urban runoff from diversion systems
operated/managed by the Cities of Huntington Beach and Newport Beach, Orange
County Flood Control District, and Irvine Ranch Water District. Due to its limited
collection and treatment capacity and designated jurisdictional responsibilities, the
discharger is working with State and local agencies in Orange County to establish criteria
to prioritize chronic storm drains that warrant a diversion system.

A revised Water Quality Control Plan for Ocean Waters of California, California Ocean
Plan (Ocean Plan) became effective on December 3, 2001. The Ocean Plan contains
beneficial uses and water quality objectives for ocean waters of the State. Ocean waters
of the State are the territorial marine waters of the State as defined by California law to
the extent that these waters are outside of enclosed bays, estuaries, and coastal lagoons.
If a discharge outside of the territorial waters of the State could affect the quality of
waters of the State, the discharge may be regulated to assure no violation of the Ocean
Plan will occur in ocean waters. The requirements contained in this Order and permit are
necessary to assure no violation of the Ocean Plan will occur in ocean waters of the State.

A revised Water Quality Control Plan, Santa Ana River Basin (Basin Plan) became
effective on January 24, 1995. Subsequently, the Basin Plan has been amended by
Regional Board Resolution Nos. 97-20, 98-100, 98-101, 99-10, 00-27, and R8-2004-
0001. The Basin Plan contains beneficial uses and water quality objectives for waters in
the Santa Ana Region.

The existing or potential beneficial uses of the Tidal Prism of the Santa Ana River (to
within 1,000 feet of Victoria Street) include:

a. Water contact recreation,

b. Non-contact water recreation,

c. Commercial and sportfishing,

d. Wildlife habitat,

e. Rare, threatened or endangered species, and
f. Marine habitat.

The Nearshore Zone of the Pacific Ocean is within a zone bounded by the shoreline and a
distance of 1,000 feet from the shoreline or the 30-foot depth contour, whichever is
further from the shoreline. The existing or potential beneficial uses of the Nearshore
Zone include:

a. Industrial service supply,
b. Navigation,
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21.

22.

23.

Water contact recreation,

Non-contact water recreation,

Commercial and sportfishing,

Preservation of biological habitats of special significance,
Wildlife habitat,

Rare, threatened or endangered species,

5o om0 oo

—t

Spawning, reproduction, and development,
Marine habitat, and
Shellfish harvesting.

o

The Offshore Zone consists of waters between the Nearshore Zone and the limit of ocean
waters of the State. The existing or potential beneficial uses of the Offshore Zone of the
Pacific Ocean include:

Industrial service supply,

Navigation,

Water contact recreation,

Non-contact water recreation,
Commercial and sportfishing,

Wildlife habitat,

Rare, threatened or endangered species,

Bwmome Ao oo

Spawning, reproduction, and development, and
Marine habitat.

s

The requirements contained in this Order and permit are necessary to implement the
Basin Plan.

On July 19, 2002, the Regional Board determined, and EPA agreed, that it is appropriate
to apply water quality standards for bacterial indicators throughout the water column in
the offshore zone to assure that the OCSD discharge does not pose a threat to water
contact recreational uses in both nearshore and offshore waters. The discharger’s
NPDES permit and Waste Discharge Requirements were amended accordingly by the
Regional Board and EPA (Order No. R8-2002-0055). To meet this requirement, OCSD
has operated temporary chlorination/dechlorination facilities, using sodium hypochlorite
(chlorine bleach) and sodium bisulfite, since August 2002. Because wastewater
disinfection with chlorine usually produces a chlorine residual, and because chlorine and
its reaction byproducts are toxic to aquatic life, effluent limits for total chlorine residual
are included in this Order and permit. OCSD is conducting an investigation of alternative
long-term disinfection methods for the discharge as part of its Effluent Pathogen
Reduction Alternative Plan Study.
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24.

25.

26.

Effluent limitations for conventional, non-conventional, and toxic pollutant parameters
are established based on Table A effluent limitations and Table B water quality
objectives in the Ocean Plan. Mass emission rate effluent limitations for these pollutant
parameters are based on a projected end-of-permit influent flow of 278 MGD. The
minimum probable initial dilution (Dm) used to calculate effluent limitations for non-
conventional and toxic pollutant parameters based on Table B water quality objectives is
180:1. Dm 1s expressed as parts seawater per part wastewater.

The 1998 permit, as modified in 2002, contains effluent limitations for the following non-
conventional and toxic pollutant parameters in Table B of the Ocean Plan: total chlorine
residual, acute toxicity, chromic toxicity, aldrin, chlordane, bis(2-ethylhexyl)phthalate,
DDT, heptachlor, hexachlorobenzene, PAHs, and toxaphene. For the draft permit, the
need for effluent limitations based on water quality objectives in Table B of the Ocean
Plan was re-evaluated in accordance with 40 CFR 122.44(d) and EPA guidance for
statistically determining the “reasonable potential” for a discharged pollutant to exceed
an objective, as outlined in the revised Technical Support Document for Water Quality-
based Toxics Control (TSD; EPA/505/2-90-001, 1991). This statistical approach
combines knowledge of effluent variability (as estimated by a coefficient of variation)
with the uncertainty due to a limited number of effluent data to estimate a maximum
effluent value at a high level of confidence. This estimated maximum effluent value is
calculated as the 99 percent confidence level of the 99th percentile based on a lognormal
distribution of daily effluent values. Projected receiving water values (based on the
estimated maximum effluent value or the reported maximum efftuent value and Dm), can
then be compared to the appropriate objective to determine the potential for an
exceedance of that objective and the need for an effluent limitation.

The Regional Board and EPA examined effluent data provided by the discharger for
years 1998 - 2003. A reported maximum effluent value and reported maximum MDL
(minimum detection limit) were identified for each pollutant. These data were then used
to calculate pollutant-specific reasonable potential multipliers. After considering Dm,
projected receiving water concentrations were used to determine that: acute toxicity,
chronic toxicity, and 12 organic pollutants2 (i.e., aldrin, benzidine, chlordane, 3,3’-
dichlorobenzidine, dieldrin, heptachlor, heptachlor epoxide, hexachlorobenzene, PAHs,
PCBs, TCDD equivalents, and toxaphene) showed the potential to exceed their respective
objective, and required effluent limitations. Water quality based effluent limitations for
these pollutants were calculated using procedures outlined in the Ocean Plan.

Although 1998 - 2003 effluent concentrations for these organic constituents are at non-detect levels, their
projected receiving water values based on OCSD’s reported maximum MDLs are higher than Table B
water quality objectives in the Ocean Plan. These constituents are known to occur in POTW effluents.
Consequently, WQBELs are prescribed as conservative safeguards for protecting water quality.
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27.

28.

29.

30.

31.

32.

As previously described, OCSD has operated temporary chlorination/dechlorination
facilities, adding sodium hypochlorite (chlorine bleach) and sodium bisulfite to
wastestreams, since August 2002. Because wastewater disinfection with chlorine usually
produces a chlorine residual, and because chlorine and its reaction byproducts are highly
toxic to aquatic life, effluent limits for total chlorine residual based on Ocean Plan
requirements are included in this Order and permit.

The Regional Board and EPA have considered antidegradation pursuant to 40 CFR
131.12 and State Board Resolution No. 68-16, Statement of Policy with Respect to
Maintaining High Quality of Waters in California, (known collectively as
“antidegradation” policies) and find that the discharge is consistent with those provisions.

To address the uncertainty due to potential increases in toxic pollutant loadings from the
discharge to the marine environment during the five-year permit term, and to establish a
framework for evaluating the need for an antidegradation analysis to determine
compliance with State and federal antidegradation requirements at the time of permit
reissuance, 12-month average mass emission benchmarks have been established for
cffluent discharged through Discharge Serial No. 001 [see Monitoring and Reporting
Program (M&RP) No. R8-2004-0062.]. The mass emission benchmarks (in metric tons
per year; MT/yr) for the OCSD discharge were determined based on 1990 through 1994
effluent concentrations, using the concentration associated with the 95th percentile of the
4-day average distribution of daily effluent concentrations and the discharger’s projected
end-of-permit flow of 278 MGD. These mass emission benchmarks are not enforceable
water quality based effluent limitations. They may be re-evaluated and revised during the
five-year permit term.

Effluent limitations, national standards of performance, and toxic and pretreatment
effluent standards established pursuant to Sections 208(b), 301, 302, 303(d), 304, 306,
307, 403, 404, 405, and 501 of the CWA, and amendments thereto, are applicable to the
discharge. This permit contains requirements for the implementation of an effective
pretreatment program pursuant to Section 307 of the CWA,; 40 CFR 35 and 403); and/or
Section 2233, Title 23, CCR. The application states that 126 significant industrial users
and 243 categorical industrial users discharge to the treatment works. OCSD also
recelves treated waste from remedial activities at the Stringfellow Superfund Site.

On February 19, 1993, the EPA issued a final rule for the use and disposal of sewage
sludge (40 CFR 503). This rule requires that producers of sewage sludge meet certain
reporting, handling, and disposal requirements. The State has not been delegated the
authority to implement this program, therefore, EPA is the implementing agency.

Storm waler runoff is managed by internal drainage systems at Reclamation Plant No. 1
and Treatment Plant No. 2. Storm water is captured, treated, and discharged to the
Pacific Ocean with the treated wastewater and is regulated under this Order and permit.
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33.

34.

35.

36.

37.

The OCSD discharge is subject to the requirements of Section 403(c) of the CWA and its
implementing regulations at 40 CFR 125, Subpart M. These requirements apply to point
source discharges to territorial seas, the contiguous zone and oceans, and allow for more
stringent effiuent limitations or permit conditions when necessary to protect the marine
environment. The Regional Board and EPA have considered the impact of the discharge
pursuant to Section 403(c) and find that the discharge will not cause unreasonable
degradation of the marine environment.

Pursuant to 40 CFR 125.123(d)(2), the draft Order and permit include a monitoring and
reporting program which is sufficient to assess the impact of the discharge on water,
sediment, and biological quality, including analysis of the bioaccumulation and/or
persistent impact on aquatic life due to the discharge. In 1998, the receiving water
monitoring program was revised to reallocate the discharger’s monitoring effort into
three components (i.e., Core Monitoring, Strategic Process Studies, and Regional
Monitoring Activities) to address crucial physical, chemical, and biological processes not
addressed by carlier monitoring programs, and provide a regional framework for
interpreting discharge-related effects. These three components are retained from the
1998 permit and are necessary to evaluate compliance with this permit, federal ocean
discharge criteria and State water quality standards, and to assess the effects of the
discharge on the marine environment.

The EPA’s reissuance of the OCSD permit is subject to requirements of the Magnuson-
Stevens Fishery Conservation and Management Act (MSA) and Section 7 of the
Endangered Species Act (ESA). The EPA is reviewing information related to: (1)
essential fish habitat and managed and associated species, and (2) threatened and
endangered species and their designated critical habitats, in the vicinity of the OCSD
outfalls). Based on this and other relevant information, EPA is evaluating whether there
are effects on essential fish habitat and managed and associated species protected under
the MSA, or on threatened and endangered species and their designated critical habitats
protected under the ESA. (Previous determinations by the National Marine Fisheries
Service and U.S. Fish and Wildlife Service (collectively, the Services) have found the
discharge consistent with ESA requirements.) Based on the outcome of this analysis,
EPA may engage in consultation with the Services during, and subsequent to, this permit
reissuance. The EPA may decide that changes to this permit are warranted based on the
results of the completed consultation, and a reopener provision to this effect has been
included in this permit.

The California Coastal Commission has indicated that it is not necessary to obtain a
consistency certification pursuant to the Coastal Zone Management Act [16 U.S.C. 1451
et seq.] for the issuance of an NPDES permit containing secondary treatment
requirements,

The Regional Board has determined that its joint issuance of this NPDES permit with the
EPA serves as its certification under Section 401 of the CWA that any discharge pursuant
to this permit will comply with CWA provisions at 33 U.S.C. 1311, 1312, 1313, 1316,
and 1317.
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38.

39.

40.

41.

42.

43.

In accordance with Section 13389 of the Catifornia Water Code [CWC], the issuance of
waste discharge requirements for this discharge is exempt from those provisions of the
California Environmental Quality Act contained in Chapter 3 (commencing with Section
21100), Division 13 of the Public Resources Code.

On July 21, 2004, the Regional Board and EPA notified the discharger and other
interested agencies and persons of their intent to prescribe waste discharge requirements
and authorization to discharge under the National Pollutant Discharge Elimination
System (NPDES) for the discharge, and have provided them with an opportunity to
submit their written views and recommendations. A public comment period was held
from July 21, 2004 through September 17, 2004.

The Regional Board and EPA, at a public workshop on August 13, 2004 and a public
hearing on September 17, 2004, heard oral comments pertaining to the discharge.

The Regional Board and EPA have considered all written and oral comments submitted
during the public comment period pertaining to the discharge.

When a final NPDES permit is issued by the EPA, it will become effective 33 days
following the date it is mailed to the discharger, unless a request for review is filed. Ifa
request for review of the permit is filed, only those permit conditions which are
uncontested will go into effect pending disposition of the request for review. Requests
for review must be filed within 33 days following the date the final permit is mailed and
must meet the requirements of 40 CFR 124.19. All requests for review should be
addressed to the Environmental Appeals Board (EAB) as follows. Requests sent through
the U.S. Postal Service (except by Express Mail) must be addressed to the EAB’s mailing
address, which is: U.S. Environmental Protection Agency, Clerk of the Board;
Environmental Appeals Board (MC 1103B); Ariel Rios Building; 1200 Pennsylvania
Avenue, N.W.; Washington, D.C. 20460-0001. All filings delivered by hand or courier,
including Federal Express, UPS, and U.S. Postal Express Mail, should be directed to the
following address: Environmental Appeals Board; U.S. Environmental Protection
Agency; Colorado Building; 1341 G Street, N.W., Suite 600; Washington, D.C. 20460.
Those persons filing a request for review must have filed comments on the draft permit,
or participated in the public hearing. Otherwise, any such request for review may be filed
only to the extent of changes from the draft to the final permit decision.

This Order serves as an NPDES permit for the discharge of treated effluent by the
discharger to the Pacific Ocean pursuant to Section 402 of the CWA, and amendments
thereto. This Order is being issued simultaneously with Monitoring and Reporting
Program (M&RP) No. R8-2004-0062. This Order and M&RP are considered the NPDES
permit for this discharge.
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IT IS HEREBY ORDERED that the discharger, in order to meet the provisions contained in
Division 7 of the California Water Code and regulations adopted thereunder, and the provisions
of the Clean Water Act and regulations and guidelines adopted thereunder, shall comply with the

following:

A. DISCHARGE SPECIFICATIONS:

1. The discharge of wastes at Discharge Serial No. 001 in excess of the following

limitations® is prohibited:

a. Secondary Treatment Effluent Limitations:
Constituent Units JO-day Average 7-day Average
mg/l | 30. 45,
Biochemical Oxygen Demand Ibs/day | 69,555 104,333
4
(5-day) (BODs) The 30-day average percent removal
shall not be less than 85 percent.
mg/l | 25. 40.
Carbonaceous Biochemical Ibs/day | 57,963 92,740
Oxygen Demand (5-day) (CBOD:s) The 30-day average percent removal
shall not be less than 85 percent.
mg/l 30. 45.
Suspended Solids (SS) lbs/day | 69,555 104,333
The 30-day average percent removal
shall not be less than 85 percent.

influent flow of 278 MGD.

the discharger.

Mass emission rates in Section A.1 of this permit are based on a projected end-of-permit annual average

In lieu of the parameter BODs and the BODs levels specified for effluent quality in this table, the parameter
CBOD; and the CBOD:; levels specified for effluent quality in this table may be substituted and reported by
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b. Ocean Plan Table A Effluent Limitations:
Constituent Units JO0-day Average 7-day Average Maximum af
any time
. mg/1 25. 40. 75.
Grease and Oil Ibs/day | 57,963 92,740 173,889
. As 30-day average, 75 percent removal from
Suspended Solids n/a influent stream or 60 mg/l, whichever rate is higher.
Settleable Solids MIA 1.0 1.5 3.0
Turbidity NTU 75. 100. 225,
PH pH units | Within limit of 6.0 to 9.0 at all times.
c. Suspended Solids Limitations:

For effluent limitations 1.a and 1.b, the more stringent 30-day average suspended
solids limitation shall be controlling.

d. Ocean Plan Table B Effluent Limitations for Protection of Marine Aquatic Life:

Constituent Units o6-month Median Dzzly' Insta{)taneoas
Maximum Maximum
m—
Total Chlorine mg/l 0.36 1.45 10.86
Residual Ibs/day 834 3,361 25,179
Acute Toxicity TUa n/a 5.7 n/a
II Chronic Toxicity TUc n/a 181 n/a

Radioactivity

Not to exceed limits specified in Title 17, Division 1, Chapter 5,
Subchapter 4, Group 3, Article 3, Section 30253 of the California
Code of Regulations. Reference to Section 30253 is prospective,
including future changes to any incorporated provisions of federal law,
as the changes take effect.
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e. Ocean Plan Table B Effluent Limitations for Protection of Human Health:
1) Carcinogens

Constituent Units J0-day Average
Al owday | 00092
Benzidine Towday | 00290
Chiordane’ buday | 00097
3,3’-dichlorobenzidine lllbgsl /l day é;ggé
Heptaclr Ibadsy | 0.0210
Heptachlor epoxide ?bgs/ /l day 88832
Hexachlorobenzene ;Lgsl} day gggg?

PAHS’ }lbgs/}day ;gggg

PCBs® ug/l 0.0034

Ibs/day | 0.0080

Chlordane shall mean the sum of chlordane-alpha, chlordane-gamma, chlordene-alpha, chlordene-gamma,
nonachlor-alpha, nonachlor-gamma, and oxychlordane.

PAHs (polynuclear aromatic hydrocarbons} shall mean the sum of acenaphthylene, anthracene, 1,2-
benzanthracene, 3,4-benzofluoranthene, benzo[k]fluoroanthene, 1,12-benzoperylene, benzo[a]pyrene,
chrysene, dibenzo{ah]anthracene, fluorene, indeno[1,2,3-cd]pyrene, phenanthrene, and pyrene.

PCBs (polychlorinated biphenyls) shall mean the sum of chlorinated biphenyls whose analytical
characteristics resemble those of Aroclor-1016, Arocler-1221, Aroclor-1232, Aroclor-1242, Aroclor-1248,
Aroclor-1254, and Aroclor-1260.
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Constituent Units J0-day Average
. 7 ug/l 0.000000706
TCDD equivalents lbs/day | 0.000001637
ug/l 0.03801
Toxaphene lbs/day | 0.0881
2, The discharge of wastewater to other than Discharge Serial No. 001 is prohibited, except

in the event of an emergency.

An emergency is a circumstance that precludes

discharging all wastewater to Discharge Serial No. 001 despite proper operation and

maintenance of the discharger’s facilities.

Such emergencies are limited to situations

such as earthquake, flood, and acts of war or terrorism. In the event of an emergency, the
discharger may discharge other than as required by the terms of this permit provided:

a.

The Regional Board Executive Officer and the EPA Director are notified of the
pending discharge as soon as possible,

The Executive Officer and the Director agree that an emergency exists,

The discharger takes all steps required by the Executive Officer or the Director to
minimize any harm resulting from the discharge,

Discharges through Discharge Serial No. 002 (deactivated ocean outfall) will be
maximized before wastewater is discharged through Discharge Serial No. 003
(overflow point to the Santa Ana River), and

The discharger returns the discharge to compliance with the terms of this permit

without delay.

TCDD equivalents shall mean the sum of the concentrations of chlorinated dibenzodioxins (2,3,7,8-CDDs)

and chlorinated dibenzofurans (2,3,7,8-CDFs) multiplied by their respective toxicity factors, as shown in
the table below:

Isomer Group

2,3,7,8-tetra CDD
2,3,7,8-penta CDD
2.3,7.8-hexa CDDs
2,3,7,8-hepta CDD
octa CDD

2,3,7.8 tetra CDF
1,2,3,7,8 penta CDF
2,3,4,7,8 penta CDF
2,3,7,8 hexa CDFs
2,3,7.8 hepta CDFs
octa CDF

Toxicity Equivalence Factor

1.0
0.5
0.1
0.01
0.001
0.1
0.05
0.5
0.1
0.01
0.001
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3. Waste management systems that discharge to the ocean must be designed and operated in
a manner that will maintain the indigenous marine life and a healthy and diverse marine
community.

4. Waste discharged to the ocean must be essentially free of:

a. Material that is floatable or will become floatable upon discharge.

b. Settleable material or substances that may form sediments which will degrade
benthic communities or other aquatic life. .

c. Substances which will accumulate to toxic levels in marine waters, sediments or
biota.

d. Substances that significantly decrease the natural light to benthic communities
and other marine life.

€. Materials that result in aesthetically undesirable discoloration of the ocean
surface.

5. Waste effluents shall be discharged in a manner which provides sufficient initial dilution

to minimize the concentrations of substances not removed in the treatment.

6. Waste that contains pathogenic organisms or viruses should be discharged a sufficient
distance from shellfishing and water-contact sports areas to maintain applicable bacterial
standards without disinfection. Where conditions are such that an adequate distance
cannot be attained, reliable disinfection in conjunction with reasonable separation of the
discharge point from the area of use must be provided. Disinfection procedures that do
not increase effluent toxicity and that constitute the least environmental and human
hazard should be used.

B. TOXICITY REQUIREMENTS:

1. Acute Toxicity
a. Test Species and Methods

The discharger shall conduct quarterly acute toxicity tests on flow-weighted 24-
hour composite effluent samples. When conducting toxicity tests in accordance
with a specified chronic test methods manual, if daily observations of mortality
make it possible to also calculate acute toxicity for the desired exposure period
and the dilution series for the toxicity test includes the acute IWC, such method
may be used to estimate the 96-hour LC50. The presence of acute toxicity shall
be estimated as specified in Short Term Methods for Estimating the Chronic
Toxicity of Effluents and Receiving Waters to West Coast Marine and Estuarine
Organisms (EPA/600/R-95/136, 1995) using Atherinops affinis (topsmelt); and
Methods for Measuring the Acute Toxicity of Effluents and Receiving Waters to
Freshwater and Marine Organisms (EPA 821-R-02-012, 2002), or Short-Term
Methods for Estimating the Chronic Toxicity of Effluents and Receiving Waters to
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Marine and Estuarine Organisms (EPA 821-R-02-014, 2002) using Mysidopsis
bahia {(mysid).

If Atherinops affinis in the West Coast chronic test methods manual is not
available, the presence of acute toxicity shall be estimated as specified in Methods
Jor Measuring the Acute Toxicity of Effluents and Receiving Waters to Freshwater
and Marine Organisms (EPA 821-R-02-012, 2002), or Short-Term Methods fof
Estimating the Chronic Toxicity of Effluents and Receiving Waters to Marine and
Estuarine Organisms (EPA 821-R-02-014, 2002) using Menidia beryllina
(silversides).

The discharger shall conduct acute toxicity test screening with a marine vertebrate
species and a marine invertebrate species every 24 months for three consecutive
months. The first screening shall be conducted in 2004, and rescreening shall be
conducted at a different time of year from the previous year’s screening, After
each screening period, effluent monitoring shall be conducted using the most
sensitive test species.

Definition of Acute Toxicity

The acute toxicity of the effluent shall be expressed and reported in TUa, where,
TUa = 100/96-hour LC50. The Lethal Concentration, 50 Percent (LCS50) is the
estimate of the percent effluent concentration that causes death in 50 percent of
the test population, in the time period prescribed by the toxicity test. In addition,
LC50 and EC25 values in percent effluent shall also be reported. For this
discharge, acute toxicity is defined as an exceedance of the acute toxicity effluent
limitation specified in Discharge Specification A.1.d.

2. Chronic Toxicity

d.

Test Species and Methods

The discharger shall conduct monthly chronic toxicity tests on flow-weighted 24-
hour composite effluent samples. The presence of chronic toxicity shall be
estimated as specified in Short Term Methods for Estimating the Chronic Toxicity
of Effluents and Receiving Waters to West Coast Marine and Estuarine
Organisms (EPA/600/R-95/136, 1995). If test organisms specified in the West
Coast chronic test methods manual are not available, the presence of chronic
toxicity shall be estimated as specified in Short-Term Methods for Estimating the
Chronic Toxicity of Effluents and Receiving Waters to Marine and Estuarine
Organisms (EPA 821-R-02-014, 2002).
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The discharger shall conduct chronic toxicity test screening with a marine
vertebrate species, a marine invertebrate species, and a marine alga species, every
24 months for three consecutive months. The first screening shall be conducted in
2004, and rescreening shall be conductied at a different time of year from the
previous year’s screening. After each screening period, effluent monitoring shall
be conducted using the most sensitive test species.

Definition of Chronic Toxicity

The chronic toxicity of the effluent shall be expressed and reported in TU¢, where
TUc = 100/NOEC. The No Observed Effect Concentration (NOEC) is the highest
effluent concentration to which organisms are exposed in a chronic test, that
causes no observable adverse effect on the test organisms (e.g., the highest
concentration of toxicant to which the values for the observed responses are not
statistically significantly different from the controls). In addition, NOEC and
IC25/EC25 values in percent effluent shall also be reported. For this discharge,
chronic toxicity is defined as an exceedance of the chronic toxicity effluent
limitation specified in Discharge Specification A.1.d.

3. Quality Assurance

a.

A series of five dilutions and a control shall be tested. The series shall include the
instream waste concentration (IWC), two dilutions below the IWC, and two
dilutions above the IWC (e.g., 12.5, 25, 50, 75, and 100 percent effluent, where
IWC = 50). The acute IWC for this discharge is 17.5 percent effluent, and the
chronic IWC for this discharge is 0.55 percent effluent.

If test organisms are not cultured in-house, concurrent testing with reference
toxicants shall be conducted. If organisms are cultured in-house, monthly testing
with reference toxicants shall be conducted. Reference toxicant tests shall be
conducted using the same test conditions as effluent toxicity tests (i.e., same test
duration, etc.).

If either the reference toxicant test or the effluent test do not meet all test
acceptability criteria as specified in the test methods manual, then the discharger
must re-sample and re-test within approximately 14 days.

Chronic effluent and reference toxicant tests must meet the upper and lower
bounds on test sensitivity, as determined by calculating the Percent Minimum
Significant Difference (PMSD) for each test result. Test sensitivity bounds are
specified in Table 3-6 of Understanding and Accounting for Method Variability in
Whole Effluent Toxicity Applications Under the National Pollutant Discharge
Elimination System Program (EPA/833-R-00-003, June 2000). There are five
possible outcomes based on the PMSD result:
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1) Unqualified Pass: The test’s PMSD is within the bounds in Table 3-6 and
there is no significant difference between the means for the control and the
IWC treatment. The regulatory authority would conclude that there is no
toxicity at the IWC concentration.

2) Unqualified Fail: The test’s PMSD is larger than the lower bound (but not
greater than the upper bound) in Table 3-6 and there is a significant
difference between the means for the control and the IWC treatment. The
regulatory authority would conclude that there is toxicity at the IWC
concentration.

3) Lacks Test Sensitivity: The test’s PMSD exceeds the upper bound in
Table 3-6 and there is no significant difference between the means for the
control and the IWC treatment. The test is considered invalid. The
discharger must re-sample and re-test within approximately 14 days.

4) Lacks Test Sensitivity: The test’s PMSD exceeds the upper bound in
Table 3-6 and there is a significant difference between the means for the
control and the IWC treatment. The test is considered valid. The
regulatory authority would conclude that there is toxicity at the TWC
concentration.

5) Very Small but Significant Difference: The relative difference (see
Section 6.4.2 of EPA/833-R-00-003) between the means for the control
and the IWC treatment is smaller than the lower bound in Table 3-6 and
this difference is statistically significant. The test is acceptable. The
NOEC is determined as described in Sections 6.4.2 and 6.4.3 of EPA/833-
R-00-003.

€. Control and dilution water should be receiving water or lab water, as described in
the test methods manual. If dilution water is different from culture water, then a
second control using culture water shall also be tested.

4, Preparation of Initial Investigation Toxicity Reduction Evaluation (TRE) Workplan

The discharger shall submit to the Regional Board and EPA an initial investigation
toxicity reduction evaluation (TRE) workplan [approximately 1-2 pages] within 90 days
of the effective date of this permit. This workplan shall describe steps that the discharger
intends to follow in the event that toxicity {as defined) is detected, and should include at

minimum:

a. A description of the investigation and evaluation techniques that would be used to
identify potential causes/sources of toxicity, effluent variability, treatment system
efficiency;

b. A description of the facility’s method of maximizing in-house treatment

efficiency, good housekeeping practices, and a hist of all chemicals used in
operation of the facility;
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C.

If a toxicity identification evaluation (TIE) is necessary, who (e.g., contract
laboratory, etc.) will conduct the TIE.

5. Additional (Accelerated) Toxicity Testing

If toxicity (as defined) is detected, then the discharger shall conduct six additional
tests, approximately every 14 days, over a 12-week period. Effluent sampling for
the first test of the six additional tests shall commence within approximately 24
hours of receipt of the test results exceeding the acute and/or chronic effluent
limitation(s);

However, if implementation of the initial investigation TRE workplan indicates
the source of toxicity (e.g., a temporary plant upset), then the discharger shall
conduct only the first test of the six additional tests required above. If toxicity (as
defined) is not detected in this first test, the discharger may return to the normal
sampling frequency required in M&RP No. R8-2004-0062. If toxicity (as
defined) is detected in this first test, then Acute and Chronic Whole Effluent
Toxtcity Requirement B.6 shall apply.

If toxicity (as defined) is not detected in any of the six additional tests required
above, then the discharger may return to the normal sampling frequency required
in M&RP No. R8-2004-0062.

6. Toxicity Reduction Evaluation/Toxicity Identification Evaluation (TRE/TIE)

a.

If toxicity (as defined) is detected in any of the six additional tests, then, based on
an evaluation of the test resulis and additional available information, the
Executive Officer and/or the Director may determine that the discharger shall
initiate a TRE, in accordance with the discharger’s initial investigation TRE
workplan and Toxicity Reduction Evaluation Guidance for Municipal Wastewater
Treatment Plants (EPA 833-B-99-002, 1999). Morcover, the discharger shall
expeditiously develop a detailed TRE workplan which includes:

1) Further actions to investigate/identify the cause(s) of toxicity;

2) Actions the discharger has taken/will take to mitigate the impact of the
discharge, to correct the noncompliance, and to prevent the recurrence of
toxicity;

3) An expeditious schedule under which these actions will be implemented.

As part of this TRE process, the discharger may initiate a TIE using the test
methods manuals and TIE Phase 1 (EPA/600/R-96/054, 1996), Phase II
(EPA/600/R-92/080, 1993), and Phase 1II (EPA/600/R-92/081, 1993) manuals to
identify the cause(s) of toxicity.
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7.

C.

1.

C.

a.

If a TRE/TIE is initiated prior to completion of the accelerated testing schedule
required by Toxicity Requirement B.5, then the accelerated testing schedule may
be terminated, or used as necessary in performing the TRE/TIE.

Reporting

The discharger shall submit a full report of all toxicity test resuits, including any
toxicity testing required by Toxicity Requirements B.5 and B.6, with the
discharge monitoring report (DMR) for the month in which the toxicity tests are
conducted. A full report shall consist of: (1) toxicity test results; (2) dates of
sample collection and initiation of each toxicity test; (3) acute and/or chronic
toxicity effluent limitations. Toxicity test results shall be reported according to
the test methods manual chapter on Report Preparation. It is suggested that the
discharger submit the data on an electronic disk in the Toxicity Standardized
Electronic Reporting Form (TSERF) (Standardized Electronic Reporting Format
Jfor Monitoring Effluent Toxicity: October 1994 Format, State Water Resources
Control Board, 1995).

If the initial investigation TRE workplan is used to determine that additional
(accelerated) toxicity testing is unnecessary, these results shall be submitted with
the DMR for the month in which investigations conducted under the TRE
workplan occurred.

Within approximately 14 days of receipt of test results exceeding an acute and/or
chronic toxicity effluent limitation, the discharger shall provide written
notification to the Regional Board and EPA of:

1) Findings of the TRE or other investigation to identify the cause(s) of
toxicity;

2) Actions the discharger has taken/will take, to mitigate the impact of the
discharge and to prevent the recurrence of toxicity;

3) When corrective actions, including a TRE, have not been completed, an
expeditious schedule under which corrective actions will be implemented;
or

4) The reason for not taking corrective action, if no action has been taken.

RECEIVING WATER LIMITATIONS:

The discharge of waste by the discharger shall not cause a violation of the Ocean Plan
water quality objectives for ocean waters specified below. Compliance with these water
quality objectives shall be determined from samples collected at stations representative of
the area within the waste field where initial dilution 1s completed.
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2. Bacterial Characteristics
a. Water-Contact Standards

Within the Nearshore Zone (i.e., zone bounded by the shoreline and a distance of
1,000 fect from the shoreline or the 30-foot depth contour, whichever is further
from the shoreline) and Offshore Zone (i.e., waters between Nearshore Zone and
limit of State waters), including all kelp beds, the following bacterial objectives
shall be maintained throughout the water column;

1) Samples of water from each sampling station shall have a density of total
coliform organisms less than 1,000 per 100 ml (10 per ml); provided that
not more than 20 percent of the samples at any sampling station, in any
30-day period, may exceed 1,000 per 100 ml (10 per ml), and provided
further that no single sample when verified by a repeat sample taken
within 48 hours shall exceed 10,000 per 100 m1 (100 per ml).

2) The fecal coliform density based on a minimum of not less than five
samples for any 30-day period, shall not exceed a geometric mean of 200
per 100 ml nor shall more than 10 percent of the total samples during any
60-day period exceed 400 per 100 ml.

b. Shellfish Harvesting Standards

Within the Nearshore Zone, the following bacterial objectives shall be maintained
throughout the water column: The median total coliform density shall not exceed
70 per 100 ml, and not more than 10 percent of the samples shall exceed 230 per
100 ml.

c. Bacterial Assessment and Remedial Action Requirements

The requirements listed below shail be used to determine the occurrence and
extent of any impairment of a beneficial use due to bacterial contamination;
generate information which can be used in the development of an enterococcus
standard; and provide the basis for remedial actions necessary to minimize or
eliminate any impairment of a beneficial use.

Measurement of enterococcus density shall be conducted at all stations where
measurements of total and fecal coliforms are required. In addition to the
requirements of Receiving Water Limitation C.2.a, if a shore station consistently
exceeds a coliform objective or exceeds a geometric mean enterococcus density
of 24 organisms per 100 ml for a 30-day peniod or 12 organisms per 100 ml for a
six-month period, the Regional Board may require the discharger to conduct or
participate in a survey to determine if the discharge is the source of the
contamination. The geometric mean shall be a moving average based on no less
than five samples per month, spaced evenly over the time interval. When a
sanitary survey identifies a controllable source of indicator organisms associated
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with a discharge of sewage, the Regional Board may require the discharger and
any other responsible party identified by the Regional Board to control the source.

3. Physical Characteristics

a. Floating particulates and grease and oil shall not be visible.

b. The discharge of waste shall not cause aesthetically undesirable discoloration of
the ocean surface.

c. Natural light shall not be significantly reduced at any point outside the initial
dilution zone as a result of the discharge of waste.

d. The rate of deposition of inert solids and the characteristics of inert solids in
ocean sediments shall not be changed such that benthic communities are
degraded.

4. Chemical Characteristics

The dissolved oxygen concentration shall not at any time be depressed more than 10
percent from that which occurs naturally, as the result of the discharge of oxygen
demanding waste materials.

a. The pH shall not be changed at any time more than 0.2 units from that which
occurs naturally.

b. The dissolved sulfide concentration of waters in and near sediments shall not be
significantly increased above that present under natural conditions.

c. The concentration of substances, set forth in Table B of the Ocean Plan, in marine
sediments shall not be increased to levels which would degrade indigenous biota.

d. The concentration of organic materials in marine sediments shall not be increased
to levels which would degrade marine life.

€. Nutrient materials shall not cause objectionable aquatic growths or degrade
indigenous biota.

f. The concentrations of substances, set forth in Table B of the Ocean Plan, shall not
be exceeded in the area within the waste field where initial dilution is completed.

5. Biological Characteristics
a, Marine communities, including vertebrate, invertebrate, and plant species, shall

not be degraded.
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The natural taste, odor, and color of fish, shellfish, or other marine resources used
for human consumption shall not be altered.

The concentration of organic materials in fish, shellfish, or other marine resources

used for human consumption shall not bioaccumulate to levels that are harmful to
human health.

6. Radioactivity

Discharge of radioactive waste shall not degrade marine life.

D.  BIOSOLIDS/SLUDGE REQUIREMENTS:
1. General Requirements
a. All biosolids generated by the discharger shall be used or disposed of in

compliance with applicable portions of 40 CFR 257, 258, and 503, and any
applicable portions of the California Biosolids General Order (State Water
Resources Control Board Water Quality Order No. 2000-10-DWQ, General
Waste Discharge Requirements for the Discharge of Biosolids to Land for Use as
a Soil Amendment in Agricultural, Silvicultural, Horticultural, and Land
Reclamation Activities), or site-specific waste discharge requirements issued by
Regional Boards for land application sites in jurisdiction(s) in which biosolids
from OCSD’s treatment facilities are applied.

The discharger is responsible for assuring that all biosolids produced by OCSD’s
treatment facilities are used or disposed of in accordance with these rules, whether
the discharger uses or disposes of the biosolids, itself, or transfers them to another
party for further treatment, use, or disposal. The discharger is responsible for
informing subsequent preparers, appliers, and disposers of the requirements that
must be met under these rules.

Duty to mitigate: The discharger shall take all reasonable steps to prevent or
minimize any biosolids use or disposal which has a likelithood of adversely
affecting human health or the environment.

No biosolids shall be allowed to enter wetlands or other waters of the United
States.

Biosolids treatment, storage, and use or disposal shall not contaminate
groundwater. No biosolids, whether Class B or Class A, shall be land applied in
excess of the agronomic rate, except when authorized in writing by EPA for
specific land reclamation projects.

Biosolids treatment, storage, and use or disposal shall be performed in a manner
as to minimize nuisances, such as objectionable odors or flies.
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The discharger shall assure that haulers transporting biosolids off site for
treatment, storage, use, or disposal take all necessary measures to keep the
biosolids contained.

If biosolids are stored for over two years from the time they are generated, the
discharger must ensure compliance with all requirements for surface disposal
under 40 CFR 503 Subpart C, or must submit a written notification to EPA with
the information in 40 CFR 503.20(b) demonstrating the need for longer temporary
storage.

Any biosolids treatment, disposal, or storage site shall have facilities adequate to
divert surface runoff from adjacent areas, to protect the site boundaries from
erosion, and to prevent any conditions that would cause drainage from materials
in the site to escape from the site. Adequate protection is defined as protection
from at least a 100-year storm and from the highest tidal stage that may occur.

2. Inspection and Entry

The EPA, Regional Board, and other Regional Boards and State agencies where the
discharger’s biosolids are applied and/or treated, or an authorized representative thereof,
upon the presentation of credentials, shall be allowed by the discharger, directly or
through contractual arrangements with their biosolids management contractors, to:

d.

Enter upon all premises where biosolids produced by OCSD treatment facilities
are treated, stored, used, or disposed, either by the discharger or by another party
to whom OCSD transfers the biosolids for treatment, storage, use, or disposal;

Have access to and copy any records that must be kept under the conditions of
this permit or 40 CFR 503 by the discharger or by another party to whom OCSD
transfers the biosolids for further treatment, storage, use, or disposal;

Inspect any facilities, equipment (including monitoring and control equipment),
practices, or operations used in biosolids treatment, storage, use, or disposal by
the discharger, or by another party to whom OCSD transfers the biosolids for
treatment, use, or disposal.

3. Monitoring Requirements

a.

A representative sample shall be collected and analyzed on a monthly basis for
pollutants required under the applicable portions of 40 CFR 503, organic nitrogen,
and ammonium nitrogen. The results shall be reported on a 100% dry weight
basis.
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Prior to land application, the discharger shall demonstrate that the biosolids meet
Class A or Class B pathogen reduction levels by one of the methods listed in 40
CFR 503.32. If pathogen reduction is demonstrated using a Process to
Significantly/Further Reduce Pathogens, the discharger shall maintain daily
records of the operating parameters used to achieve this reduction.

For biosolids that are land applied or placed in a surface disposal site, the
discharger shall track and keep records of the operational parameters used to
achieve Vector Attraction Reduction requirements in 40 CFR 503.33(b).

Biosolids shall be monitored semi-annually for all pollutants listed under Section
307(a) of the CWA. Results shall be expressed in mg pollutant per kg biosolids
on a 100% dry weight basis.

For all Class B biosolids and all Class A biosolids except for composted Class A
biosolids, that are land-applied, plant available nitrogen (PAN) in biosolids shall
be calculated and field loadings of PAN calculated from this.

Notification Requirements

The discharger, either directly or through contractual arrangements with their biosolids
management contractors, shall comply with the following notification requirements:

a.

Notification of non-compliance: The discharger shall notify EPA and the
applicable Regional Board or State agency of any non-compliance within 24
hours, by phone or e-mail, if the non-compliance may seriously endanger public
health or the environment. A written report shall also be submitied within 5
working days of knowing the non-compliance. For other instances of non-
compliance, the discharger shall notify the EPA and Regional Board of the non-
compliance in writing within 5 working days of becoming aware of the non-
compliance. The discharger shall require their biosolids management contractors
to notify the EPA and Regional Board of any non-compliance within the same
timeframes.

The following is required for all Class B biosolids and Class A biosolids except
for composted Class A biosolids:

1) If biosolids are shipped to another State or to Indian Lands, the discharger
must send 30 days prior notice of the shipment to the EPA and permitting
authorities in the receiving State or Indian Land.

2) The discharger shall notify the EPA and applicable State agency by e-
mail, or have its contractors notify the EPA and applicable State agency, at
least 24 hours prior to changing the field being applied to, of the field
change, including location of new field, rate of application, and crop to be
planted on that field.
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3)

Following completion of application to any field, in the case where actual
plant available nitrogen (PAN) exceeds targeted PAN, the discharger shall
submit or have its contractor submit an explanation of the exceedance
within 7 days of completion of the field.

C. If the discharger or the persons it contracts with for biosolids use or disposal
receive complaints of health problems associated with biosolids treatment, use, or
disposal, the EPA and applicable County Public Health Department staff shall be
notified of complaints within 48 hours.

d. The discharger shall notify the EPA and applicable State agencies at least 60 days
prior to starting a new use or disposal practice.

5. Reporting Requirements
a. The discharger shall submit an annual biosolids report to the EPA, Regional

Board, and all other Regional Boards, State agencies, and Tribal agencies where
biosolids are applied, by February 19 of each year, for the period covering the
previous calendar year. The report shall include:

1)

2)

3)

4

The amount of biosolids generated that year, in dry metric tons, and the
amount used or disposed by each use/disposal practice. For contracted use
or disposal, the volume taken by each contractor shall be reported.

The results of all monitoring required under Monitoring Requirements,
above. All results must be reported on a 100% dry weight basis. Any
fecal coliform analyses shall include results of individual grab samples
and calculated geometric means (for Class B biosolids) for the sampling
period. Locations of sample collection shall be reported.

Documentation of those operational parameters used to demonstrate
compliance with pathogen reduction and vector attraction reduction, and
certifications.

For sites to which Class B biosolids or Class A biosolids (except for Class
A compost) have been applied: name of each field; location, ownership,
size in acres; actual dates of applications, seedings, harvesting; number of
truckloads to each field; actual tonnage applied to field, in actual and dry
weight; calculated Plant Available Nitrogen before and after application;
copies of applier’s certifications of management practices; copies of
applier’s certifications of site restrictions.
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5) Reports shall be submitted to:

Regional Biosolids Coordinator

U.S. Environmental Protection Agency
Region 9, WTR-7

75 Hawthorne Street

San Francisco, CA 94105-3901

California Regional Water Quality Control Board
Santa Ana Region

3737 Main Street, Suite 500

Riverside, CA 92501-3348

E. PRETREATMENT REQUIREMENTS:

1. The discharger shall be responsible and liable for the performance of all Control
Authority pretreatment requirements contained in 40 CFR 403, including any subsequent
regulatory revisions. Where 40 CFR 403 or subsequent revision places mandatory
actions upon the discharger as Control Authority but does not specify a timetable for
completion of the actions, the discharger shall complete the required actions within six
months from the issuance date of this permit or the effective date of the 40 CFR 403
revisions, whichever comes later. For violations of pretreatment requirements, the
discharger shall be subject to enforcement actions, penalties, fines and other remedies by
the EPA or other appropriate parties, as provided in the CWA, and by the State under the
Porter-Cologne Water Quality Control Act. The EPA and State may initiate enforcement
action against a nondomestic user for noncompliance with applicable standards and
requirements as provided in the CWA and the Porter-Cologne Water Quality Control Act.

2. The discharger shall enforce the requirements promulgated under Sections 307(b),
307(c), 307(d) and 402(b) of the CWA with timely, appropriate and effective
enforcement actions. The discharger shall require all nondomestic users to comply with
Federal Categorical Standards and shall take enforcement actions against those users who
do not comply with the standards. Such enforcement actions shall be consistent with an
enforcement response plan, developed pursuant to 40 CFR 403.8(f)(5). The discharger
shall ensure that all nondomestic users subject to the Federal Categorical Standards
achieve compliance no later than the date specified in those requirements or, in the case
of a new nondomestic user, upon commencement of the discharge.

3. The discharger shall perform the pretreatment functions as required in 40 CFR 403
including, but not limited to:

a. Implement the necessary legal authorities as provided in 40 CFR 403.8(f)(1);
b. Enforce the pretreatment requirements under 40 CFR 403.5 and 403.6;

c. Implement the programmatic functions as provided in 40 CFR 403.8(1)(2); and
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d. Provide the requisite funding and personnel to implement the pretreatment
program as provided in 40 CFR 403.8(f)(3).
4. The discharger shall submit annually to the EPA and Regional Board a report describing

its pretreatment activities over the previous year. In the event the discharger is not in
compliance with any conditions or requirements of this permit, then the discharger shall
also include the reasons for noncompliance and state how and when the discharger shall
comply with such conditions and requirements. This annual report shall cover operations
from July 1 through June 30 and is due on September 1 of each year. The report shall
contain, but not be limited to, the following information:

a.

A summary of analytical results from representative, flow proportioned, 24-hour
composite sampling of the discharger’s influent and effluent for those pollutants
the EPA has identified under Section 307(a) of the CWA which are known or
suspected to be discharged by nondomestic users. This will consist of wastewater
sampling and analysis in accordance with the minimum frequency of analysis
stated in M&RP No. R8-2004-0062. The discharger is not required to sample and
analyze for asbestos. The discharger shall also provide any influent or effluent
monitoring data for nonpriority pollutants which the discharger believes may be
causing or contributing to interference or pass through. Sampling and analysis
shall be performed with the techniques prescribed in 40 CFR 136.

A discussion of Upset, Interference or Pass Through incidents, if any, at
Reclamation Plant No. 1 and/or Treatment Plant No. 2, which the discharger
knows or suspects were caused by nondomestic users of the POTW system. The
discussion shall include the reasons why the incidents occurred, the corrective
actions taken and, if known, the name and address of the nondomestic user(s)
responsible. The discussion shall also include a review of the applicable pollutant
limitations to determine whether any additional limitations, or changes to existing
requirements, may be necessary to prevent pass through or interference;

An updated list of the discharger’s Significant Industrial Users (SIUs) including
their names and addresses, and a list of deletions, additions and SIU name
changes keyed to the previously submitted list. The discharger shall provide a
brief explanation for each change. The list shall identify the SIUs subject to
Federal Categorical Standards by specifying which set(s) of standards are
applicable to each STU. The list shall also indicate which SIUs are subject to local
limits;

The discharger shall characterize the compliance status of each SIU by providing
a list or table which includes the following information:

1) Name of the SIU;,

2) Category, if subject to Federal Categorical Standards;

3) The type of wastewater treatment or control processes in place;
4) The number of samples taken by the POTW during the year;
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5) The number of samples taken by the SIU during the year;

6) For an SIU subject to discharge requirements for total toxic organics,
whether all required certifications were provided;

7) A list of the standards violated during the year. Identify whether the
violations were for categorical standards or local limits;

8) Whether the facility is in significant noncompliance (SNC) as defined at
40 CFR 403.8(f)(2)(vii) at any time during the year; and

9) A summary of enforcement or other actions taken during the year to return
the SIU to compliance. Describe the type of action, final compliance date,
and the amount of fines and penalties collected, if any. Describe any
proposed actions for bringing the SIU into compliance;

A brief description of any programs the discharger implements to reduce
pollutants from nondomestic users that are not classified as SIUs;

A brief description of any significant changes in operating the pretreatment
program which differ from the previous year including, but not limited to,
changes concerning the program’s administrative structure, local limits,
monitoring program or monitoring frequencies, legal authority, enforcement
policy, funding levels, or staffing levels;

A summary of the annual pretreatment budget, including the cost of pretreatment
program functions and equipment purchases; and

A summary of activities to involve and inform the public of the program
including a copy of the newspaper notice, if any, required under 40 CFR
403.8(H)(2)(vii).

5. The discharger shall submit semi-annual SIU compliance status reports to the EPA and
Regional Board. The reports shall cover the periods from July 1 through December 31,
and January 1 through June 30. The report for the period from July 1 through December
31 shall be submitted by February 28. The report for the period from January 1 through
June 30 shall be submitted by September 1, or may be included in the annual report. The
reports shall contain:

a.

The name and address of all SIUs which violated any discharge or reporting
requirements during that reporting period,

A description of the violations including whether any discharge violations were
for categorical standards or local limits;

A description of the enforcement or other actions that were taken to remedy the
noncompliance; and

The status of active enforcement and other actions taken in response to SIU
noncompliance identified in previous reports.
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10.

COMPLIANCE DETERMINATION:

The 12-month average shall apply as a moving arithmetic mean of daily values for any
365-day period in which daily values represent grab or flow-weighted average
concentrations within a 24-hour period.

The 6-month median shall apply as a moving median of daily values for any 180-day

period in which daily values represent grab or flow-weighted average concentrations
within a 24-hour period.

The 30-day average shall apply as an arithmetic mean of daily values for any 30-day

period in which daily values represent grab or flow-weighted average concentrations
within a 24-hour period.

The 7-day average shall apply as an arithmetic mean of daily values for any 7-day period
in which daily values represent grab or flow-weighted average concentrations within a
24-hour period.

The daily maximum shall apply as a maximum of daily values for any 1-day period in
which daily values represent grab or flow-weighted average concentrations within a 24-
hour period.

The instantaneous maximum shall apply as a maximum of daily values for any 1-day
period in which daily values represent grab or flow-weighted average concentrations with
a 24-hour period.

If only one sample is collected during the time period associated with an effluent
limitation or water quality objective (e.g., 30-day average or 6-month median), the single
measurement shall be used to determine compliance for the entire time period.

Compliance with mass emission effluent limitations shall be obtained from the following
calculation for any calendar day: Mass Emission Rate (lbs/day) = 8.34 x C x Q; where C
and Q are the constituent concentration in mg/l and flow rate in MGD, respectively.

Compliance with Single-Constituent Effluent Limitations. The discharger is out of
compliance with an effluent limitation if the concentration of the pollutant in the
monitoring sample is greater than the effluent limitation and greater than or equal to the
reported Minimum Level.

Compliance with Effluent Limitations Expressed as a Sum of Several Constituents. The
discharger is out of compliance with an effluent limitation which applies to the sum of a
group of chemicals (e.g., PCBs) if the sum of the individual pollutant concentrations 1s
greater than the effluent limitation. Individual pollutants of the group will be considered
to have a concentration of zero if the constituent is reported as ND or DNQ.
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11.

12.

13.

14.

Multiple Sample Reduction. The concentration of the pollutant in the effluent may be
estimated from the result of a single sample analysis or by a measure of central tendency
(arithmetic mean, geometric mean, median, etc.) of multiple sample analyses when all
sample results are quantifiable (i.e., greater than or equal to the reported Minimum
Level). When one or more sample results are reported as ND or DNQ, the central
tendency concentration of the pollutant shall be the median {middle) value of the multiple
samples. If, in an even number of samples, one or both of the middle values is ND or
DNQ, the median will be the lower of the two middle values.

Pursuant to 40 CFR 401.17, the discharger shall be in compliance with the pH limitation
specified under Discharge Specification A.l1.b, provided that both of the following
conditions are satisfied: (1) the total time during which the pH values are outside the
required range of pH values shall not exceed 7 hours and 26 minutes in any calendar
month; and (2) no individual excursion from the range of pH values shall exceed 60
minutes.

For the Offshore Zone, compliance with Receiving Water Limitation C.2.a.2 shall be
determined by sampling and analyzing for Escherichia coli using the Colilert™ Method’.
When this method is used in lieu of a standard fecal coliform test, values for F. coli shall
be multiplied by 110% to determine compliance with fecal coliform receiving water
limitations.

[40 CFR 122.41(n)] Upset means an exceptional incident in which there is unintentional
and temporary noncompliance with technology based permit effluent limitations because
of factors beyond the reasonable control of the discharger. An upset does not include
noncompliance to the extent caused by operational error, improperly designed treatment
facilities, inadequate treatment facilities, lack of preventive maintenance, or careless or
improper operation. Effect of an upset. An upset constitutes an affirmative defense to an
action brought for noncompliance with such technology based permit effluent limitations
if the requirements of the conditions necessary for a demonstration of upset (see below)
are met. No determination made during administrative review of claims that
noncompliance was caused by upset, and before an action for noncompliance, is final
administrative action subject to judicial review.  Conditions necessary for a
demonstration of upset. A discharger who wishes to establish the affirmative defense of
an upset shall demonstrate, through properly signed, contemporaneous operating logs, or
other relevant evidence that:

a. An upset occurred and that the discharger can identify the cause(s) of the upset;

b. The permitted facility was at the time being properly operated, and

Because of sample holding time considerations, it is not practical to require a standard fecal coliform test

for samples collected in the Offshore Zone. Studies confirm that Colilert™ E. coli results are 90% of fecal
coliform densities measured using a standard fecal coliform test.



7/21/04 Draft Order No. R8-2004-, NPDES Permit No. CA0110604 Page 34 of 52
Orange County Sanitation District
Reclamation Plant No. I and Treatment Plant No. 2

c. The discharger submitted notice of the upset as required under Required Notices
and Reports provision G.5.£.2; and

d. The discharger complied with any remedial measures required under Provision
H.13.

Burden of proof. In any enforcement proceeding the discharger seeking to establish the
occurrence of upset has the burden of proof.

G. REQUIRED NOTICES AND REPORTS:

1. [40 CFR 122.41 (k))CWA (309(c)4)] Signatory requirement. All applications, reports,
or information submitted to the Executive Officer and/or Director shall be signed and
certified. The CWA provides that any person who knowingly makes any false statement,
representation, or certification in any record or other document submitted or required to
be maintained under this permit, including monitoring reports or reports of compliance or
non-compliance shall, upon conviction, be punished by a fine of not more than $10,000,
or by imprisonment for not more than 2 years, or by both. For the second conviction,
punishment shall be by a fine of not more than $20,000 per day of violation, or by
imprisonment of not more than 4 years, or by both. The requirements of 40 CFR 122.22
are incorporated into this permit by reference.

2. [40 CFR 122.41.(h)] Duty to provide information. The discharger shall furnish to the
Executive Officer and/or the Director, within a reasonable time, any information which
the Executive Officer and/or Director may request to determine whether cause exists for
modifying, revoking and reissuing, or terminating this permit or to determine compliance
with this permit. The discharger shall also furnish to the Executive Officer and/or
Director upon request, copies of records required to be kept by this permit.

3. Except for data determined to be confidential under Section 308 of the CWA, all reports
prepared in accordance with the terms of this permit shall be available for public
inspection at the offices of the Regional Board and EPA. As required by the CWA,
effluent data shall not be considered confidential. Knowingly making any false
statements on any such report may result in the imposition of criminal penalties as
provided for in Section 309 of the CWA and Section 13387 of the CWC.

4. [40 CFR 122.41()(5) Monitoring and records. The CWA provides that any person who
falsifies, tampers with, or knowingly renders inaccurate any monitoring devise or method
required to be maintained under this permit shall, upon conviction, be punished by a fine
of not more than $10,000, or by imprisonment for not more than 2 years, or both. If a
conviction of a person is for a violation committed after a first conviction of such person
under this paragraph, punishment is a fine of not more than $20,000 per day of violation,
or by imprisonment of not more than 4 years, or both.

5. {40 CFR 122.41(1}] Reporting requirements.
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a. Planned changes. The discharger shall give notice to the Executive Officer and
the Director as soon as possible of any planned physical alterations or additions to
the permitted facility. Notice is required only when:

1) The alteration or addition to a permitted facility may meet one of the

criteria for determining whether a facility is a new source in 40 CFR
122.29(b); or

2) The alteration or addition could significantly change the nature or increase
the quantity of pollutants discharged. This notification applies to
pollutants which are subject neither to effluent limitations in the permit,
nor to notification requirements under 40 CFR 122.42(a)(1).

3) The alteration or addition results in a significant change in the discharger’s
sludge use or disposal practices, and such alteration, addition, or change
may justify the application of permit conditions that are different from or
absent in the existing permit, including notification of additional use or
disposal sites not reported during the permit application process or not
reported pursuant to an approved land application plan.

b. Anticipated noncompliance. The discharger shall give advance notice to the
Executive Officer and the Director of any planned changes in the permitted
facility or activity which may result in noncompliance with permit requirements.

c. Transfers. This permit is not transferable to any person except after notice to the
Executive Officer and Director. The Executive Officer and Director may require
modification or revocation and reissuance of the permit to change the name of the
discharger and incorporate such other requirements as may be necessary under the
CWA. The provisions of 40 CFR 122.61 are incorporated into this permit by
reference.

d. Monitoring reports. Momnitoring results shall be reported at the intervals specified
clsewhere in this permit.

1) Monitoring results must be reported on a DMR or forms provided by the
Executive Officer and/or the Director for reporting results of monitoring
of sludge use or disposal practices.

2) If the discharger monitors any pollutant more frequently than required by
this permit using test procedures approved under 40 CFR 136 or, in the
case of sludge use or disposal, approved under 40 CFR 503, or as
specified in this permit, the results of this monitoring shall be included n
the calculation and reporting of the data submitted in the DMR or sludge
reporting form specified by the Executive Officer and/or the Director.
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3) Calculations for all limitations which require averaging of measurements
shall utilize an arithmetic mean unless otherwise specified by the
Executive Officer and the Director in this permit.

€. Compliance schedules. Reports of compliance or noncompliance with, or any
progress reports on, interim and final requirements contained in any compliance
schedule of this permit shall be submitted no later than 14 days following each
schedule date.

f. Twenty-four hour reporting. The discharger shall report any noncompliance
which may endanger health or the environment. Any information shall be
provided orally to the Executive Officer (951/782-4130), EPA (415/972-3505),
and, if appropriate, the Office of Emergency Services (800/852-7550), within 24
hours from the time the discharger becomes aware of the circumstances. A
written submission shall also be provided within 5 working days of the time the
discharger becomes aware of the circumstances. The written submission shall
contain a description of the noncompliance and its cause; the period of
noncompliance, including exact dates and times, and if the noncompliance has not
been corrected, the anticipated time it is expected to continue; and steps taken or
planned to reduce, eliminate, and prevent reoccurrence of the noncompliance.
The following information shall be included as information which must be
reported within 24 hours under this paragraph:

1) Any unanticipated bypass which exceeds any effluent limitation in this
permit [See 40 CFR 122.41(m)(3)(ii)];

2} Any upset which exceeds any effluent limitation in the permit;

3) Violation of a maximum daily discharge limitation for any of the
pollutants listed by the Executive Officer and the Director in the permit to
be reported with 24 hours [See 40 CFR 122.44(g))].

4) The Executive Officer and/or the Director may waive the written report on
a case-by-case basis for reports under Required Notices and Reports
provision G.5.f if the oral report has been received within 24 hours.

g. Other noncompliance. The discharger shall report all instances of noncompliance
not reported under Required Notices and Reports provision G.5.d-f, at the time
monitoring reports are submitted. The reports shall contain the information listed
in Required Notices and Reports provision G.5.1.

h. Other information. Where the discharger becomes aware that it failed to submit
any relevant facts in a permit application, or submitted incorrect information in a
permit application or in any report to the Executive Officer and/or Director, it
shall promptly submit such facts or information.
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6. [40 CFR 122.42(b)] Publicly owned treatment works. The discharger must provide
adequate notice to the Executive Officer and the Director of the following:

a.

Any new introduction of pollutants into the POTW from an indirect discharger
that would be subject to Section 301 or 306 of the CWA if it were directly
discharging those pollutants; and

Any substantial change in the volume or character of pollutants being introduced
into that POTW by a source introducing pollutants into the POTW at the time of
issuance of this permit.

For purposes of Required Notices and Reports provision G.6.a-b, adequate notice
shall include information on (1) the quality and quantity of effluent introduced
into the POTW, and (2) any anticipated impact of the change on the quantity or
quality of effluent to be discharged from the POTW.

7. The discharger shall file with the Regional Board within 120 days after the effective date
of this permit an updated technical report on the discharger’s preventive (failsafe) and
contingency (response and cleanup) plans for controlling accidental discharges and for
minimizing the effect of such events. This technical report shall:

a.

Identify the possible sources of accidental loss, untreated waste bypass, and
contaminated drainage. Loading and storage areas, power outage, waste
treatment outage, and failure of process equipment, tanks, and collection system
sewer pipes and pump stations should be considered;

Evaluate the effectiveness of present facilities and procedures and when they
become operational. Describe facilities and procedures needed for effective
preventive and contingency plans;

Describe any new facilitics and procedures needed. Predict the effectiveness of
the proposed facilities and procedures and provide an implementation schedule
containing interim and final dates when they will be constructed, implemented, or -
operational;

Describe proposed and completed training programs and schedules to train and
familiarize plant operating personnel with the discharger’s preventative (failsafe)
and contingency (response and cleanup) plans for controlling accidental
discharges and for minimizing the effects of such events. [Sections 13267(b) and
13268 of the CW(]

8. The discharger shall file with the Regional Board within 180 days of the effective date of
this permit an updated Storm Water Management Plan.
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10.

The discharger shall file a written report with the Regional Board within ninety (90) days
after the average dry-weather waste flow for any month equals or exceeds 75 percent of
the design capacity of waste treatment and/or disposal facilities. The discharger’s senior
administrative officer shall sign a letter which transmits that report and certifies that the
policy making body is adequately informed about it. The report shall include:

a. Average daily flow for the month, the date on which the instantaneous peak flow
occurred, the rate of that peak flow, and the total flow for the day;

b. The discharger’s best estimate of when the average daily dry-weather flow rate
will equal or exceed the design capacity of the facilities; and

C. The discharger’s intended schedule for studies, design, and other steps needed to
provide additional capacity for this waste treatment and/or disposal facilities
before the waste flow rate equals the capacity of present units. [Sections 13260,
13267(b), and 13268 of the CWC]

The discharger shall file with the Regional Board a Report of Waste Discharge at least
180 days before making any material change in the character, location, or volume of the
discharge. A material change includes, but is not limited to, the following:

a. Adding a major industrial waste discharge to a discharge of essentially domestic
sewage, or adding a new process or product by an industrial facility resulting in a

change in the character of the waste;

b. Significantly changing the disposal method or location, such as changing the
disposal to another drainage area or waterbody;

C. Significantly changing the method of treatment;

d. Increasing the treatment plant design capacity beyond that specified in this Order
and permit.

PROVISIONS:

This Order shall serve as an NPDES permit pursuant to Section 402 of the CWA, or

amendments thereto. This Order and NPDES permit shall become effective 33 days from

the date of signature by the EPA Director, on October DATE, 2004.

Order No. 98-5 and M&RP No. 98-5, as modified by Order No. R8-2002-0055, are
hereby rescinded.
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10.

11.

12

This permit expires November DATE, 2009. The discharger must file a Report of Waste
Discharge in accordance with Title 23, Division 3, Chapter 9 of the CCR not later than
180 days in advance of such expiration date. The Report of Waste Discharge shall serve
as the application for issuance of new waste discharge requirements. [40 CFR 122.41(b)]
Duty to reapply. If the discharger wishes to continue an activity regulated by this permit
after the expiration date of this permit, the discharger must apply for and obtain a new
permit.

The discharger shall provide safeguards to assure that, should there be reduction, loss, or
failure of electric power, the discharger shall comply with the terms and conditions of
this permit. Such safeguards may include alternate power sources, standby generators,
retention capacity, operating procedures, or other means.

The discharger shall comply with M&RP No. R8-2004-0062.

The discharger shall maintain a copy of this permit at the site so that it is available to site

operating personnel at all times. Key operating personnel shall be familiar with its
content.

[40 CFR 122.41(a)] Duty to comply. The discharger must comply with all conditions of
this permit. Any permit noncompliance constitutes a violation of the CWA and the CWC
and is grounds for enforcement action; for permit termination, revocation and reissuance,
or modification; or denial of a permit renewal application. Subparagraphs (1), (2), and
(3) of 40 CFR 122.41(a) are incorporated into this permit by reference.

The provisions of this permit are severable, and if any provision of this permit, or the
application of any provisions of this permit to any circumstance, is held invalid, the
application of such provision to other circumstances, and the remainder of this permit
shall not be affected thereby. [Section 512 of the CWA]

[40 CFR 122.41(g)] Property rights. This permit does not convey any property rights of
any sort, or any exclusive privilege.

The requirements prescribed herein do not authorize the commission of any act causing
injury to the property of another, nor protect the discharger from its liabilities under
federal, State, or local laws, nor guarantee the discharger a capacity right in the receiving
waters.

In the event of any change in control or ownership of land or waste discharge facility
presently owned or controlled by the discharger, the discharger shall notify the
succeeding owner or operator of the existence of this permit by letter, a copy of which
shall be forwarded to the Regional Board and EPA.

Neither the treatment nor the discharge of wastes shall cause a nuisance or pollution as
defined in Section 13050 of the CWC.
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13.

14.

15.

16.

17.

[40 CFR 122.41(d)] Duty to mitigate. The discharger shall take all reasonable steps to
minimize or prevent any discharge or sludge use or disposal in violation of this permit
which has a reasonable likelihood of adversely affecting human health or the
environment.

The discharger shall take all reasonable steps to minimize any adverse impact to
recelving waters resulting from noncompliance with any effluent limitations specified in
this permit, including such accelerated or additional monitoring as necessary to determine
the nature and impact of the noncomplying discharge.

[40 CFR 122.41(c)] Need to halt or reduce activity not a defense. Tt shall not be a
defense for a discharger in an enforcement action that it would have been necessary to
halt or reduce the permitted activity in order to maintain compliance with the conditions
of this permit.

The discharger’s wastewater treatment plants shall be supervised and operated by persons
possessing certificates of appropriate grade pursuant to Grade of Operator Certification,
Section 3680, Article 3, Chapter 26, Division 3, Title 23, CCR. The discharger shall
report annually to the Regional Board and EPA a roster of such plant personnel,
including job titles, duties, and level of State certification for each individual.

[40 CFR 122.41(m)] Bypass means the intentional diversion of waste streams from any
portion of a treatment facility. Severe property damage means substantial physical
damage to property, damage to the treatment facilities which causes them to become
inoperable, or substantial and permanent loss of natural resources which can reasonably
be expected to occur in the absence of a bypass. Severe property damage does not mean
economic loss caused by delays in production. Bypass not exceeding limitations. The
discharger may allow any bypass to occur which does not cause effluent limitations to be
exceeded, but only if it also is essential maintenance to assure efficient operation. These
bypasses are not subject to Provision H.17.a-b (see below).

a. Notice:

1} Anticipated bypass. If the discharger knows in advance of the need for a
bypass, it shall submit prior notice, if possible at least ten days before the
date of the bypass.

2) Unanticipated bypass. The discharger shall submit notice of an
unanticipated bypass as required in Required Notices and Reports
provision G.5.f.

b. Prohibition of bypass:

1) Bypass is prohibited, and the Executive Officer and the Director may take
enforcement action against the discharger for bypass, unless:
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18.

19.

a) Bypass was unavoidable to prevent loss of life, personal injury, or
severe property damage;

b} There were no feasible alternatives to the bypass, such as the use
of auxiliary treatment facilities, retention of untreated wastes, or
maintenance during normal periods of equipment downtime. This
condition is not satisfied if adequate back-up equipment should
have been installed in the exercise of reasonable engineering
judgment to prevent a bypass which occurred during normal
periods of equipment down time or preventive maintenance; and

C) The discharger submitted notices as required under Provision
H.17.a.
2) The Executive Officer and the Director may approve an anticipated

bypass, after considering its adverse effects, if the Executive Officer and
the Director determine that it will meet the three conditions listed in
Provision H.17.b.1.

[40 CFR 122.41(e)] Proper operation and maintenance. The discharger shall, at all times,
properly operate and maintain all facilities and systems of treatment and control (and
related appurtenances) which are installed or used by the discharger to achieve
compliance with the conditions of this permit. Proper operation and maintenance also
includes adequate laboratory controls and appropriate quality assurance procedures. This
provision requires the operation of back-up or auxiliary facilities or similar systems
which are installed by a discharger only when the operation is necessary to achieve
compliance with the conditions of this permit.

The discharger shall develop an “Operation and Maintenance Manual” (O&M Manual).
If an O&M Manual has been developed, the discharger shall update it as necessary to
conform with latest plant changes and requirements. The O&M Manual shall be readily
available to operating personnel onsite. The O&M Manual shall include the following:

a. Description of the treatment plant table of organization showing the number of
emplovees, duties and qualifications and plant attendance schedules (daily,
weekends and holidays, part-time, etc.). The description should include
documentation that the personnel are knowledgeable and quahified to operate the
treatment facility so as to achieve the required level of treatment at all times.

b. Detailed description of safe and effective operation and maintenance of treatment
processes, process control instrumentation and equipment.

c. Description of laboratory and quality assurance procedures.

d. Process and equipment inspection and maintenance schedules.
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20.

21.

22,

Description of safeguards to assure that, should there be reduction, loss, or failure
of elecinic power, the discharger will be able to comply with the terms and
conditions of this permit.

Description of preventive (fail-safe) and contingency (response and cleanup)
plans for controlling accidental discharges, and for minimizing the effect of such
events. These plans shall identify the possible sources (such as loading and
storage areas, power outage, waste treatment unit failure, process equipment
failure, tank and piping failure) of accidental discharges, untreated or partially
treated waste bypass, and polluted drainage.

Collected screenings, sludge, and other solids removed from liquid wastes shall be
disposed of in a manner approved by the Executive Officer and the Director.

[40 CFR 122.41(1)] Inspection and entry. The discharger shall allow the Executive
Officer and/or the Director, or an authorized representative (including an authorized
contractor acting as a representative of the Administrator), upon presentation of
credentials and other documents as may be required by law, to:

d.

Enter upon the discharger’s premises where a regulated facility or activity is
located or conducted, or where records must be kept under the conditions of this
permit;

Have access to and copy, at reasonable times, any records that must be kept under
the conditions of this permit;

Inspect at reasonable times any facilities, equipment (including monitoring and
control equipment), practices, or operations regulated or required under this
permit; and

Photograph, sample or monitor at reasonable times, for the purposes of assuring
permit compliance or as otherwise authorized by the CWA, any substances or
parameters at any location.

Pollutant Minimization Program

a.

Pollutant Minimization Program Goal

The goal of the Pollutant Minimization Program (PMP) is to reduce all potential
sources of a pollutant through pollutant minimization (control) strategies,
including pollution prevention measures, in order to maintain the effluent
concentration at or below the effluent limitation. Pollution prevention measures
may be particularly appropriate for persistent bioaccumulative priority pollutants
where there is evidence that beneficial uses are being impacted. The completion
and implementation of a PMP, required in accordance with Section 13263.3(d) of
the CWC will fulfill the PMP requirements of this permit provision.
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b. Determining the Need for a PMP

1)

2)

The discharger must develop and conduct a PMP if all of the following
conditions are true: (a) the calculated effluent limitation is less than the
reported ML; (b) the concentration of the pollutant is reported as DNQ;
and (c) there is evidence showing that the pollutant is present in the
effluent above the calculated effluent limitation.

Alternatively, the discharger must develop and conduct a PMP if all of the
following conditions are true: (a) the calculated effluent limitation is less
than the MDL; (b) the concentration of the pollutant is reported as ND;
and (c) there is evidence showing that the pollutant is present in the
effluent above the calculated effluent limitation.

C. Elements of a PMP

The PMP program shall include actions and submittals acceptable to the Regional
Board and EPA including, but not limited to, the following:

1)

2)

3)

4)

5)

An annual review and semi-annual monitoring of potential sources of the
reportable pollutant, which may include fish tissue monitoring and other
bio-uptake sampling;

Quarterly monitoring for the reportable pollutant in the influent to the
wastewater treatment system;

Submittal of a control strategy designed to proceed toward the goal of
maintaining concentrations of the reportable pollutant in the effluent at or
below the calculated effluent limitation;

Implementation of appropriate cost-effective control measures for the
pollutant, consistent with the control strategy; and

An annual status report that shall be sent to the Regional Board and EPA
including: (a) all PMP monitoring results for the previous year; (b) a list of
potential sources of the reportable pollutant; (c) a summary of all action
taken in accordance with the control strategy; and (d) a description of
actions to be taken in the following year.

23.  Any significant change in waste flow shall be cause for reevaluating effluent limitations.

24,  Qcean Plan Discharge Prohibitions:

a. The discharge of any radiological, chemical, or biological warfare agent or high-
level radioactive waste into the ocean is prohibited.
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b. Waste shall not be discharged to designated Areas of Special Biological
Significance.

c. Pipeline discharge of sludge to the ocean is prohibited by federal law; the
discharge of municipal and industrial waste sludge directly to the ocean, or into a
waste stream that discharges to the ocean is prohibited by the Ocean Plan. The
discharge of sludge digester supernatant directly to the ocean, or to a waste stream
that discharges to the ocean without further treatment, is prohibited. The
treatment, use and disposal of sewage sludge shall be carried out in the manner
found to have the least adverse impact on the total natural and human
environment.

d. The by-passing of untreated wastes containing concentrations of pollutants in
excess of those of Table A or Table B of the Ocean Plan to the ocean is
prohibited.

SPECIAL PROVISIONS:

The discharger will continue to implement its existing nonindustrial source control
program and public education program that have been in effect since 1986. The
nonindustrial source control program will be supplemented with an updated survey of
industrial and nonindustrial contaminant sources. These programs are described in
Nonindustrial Source Control Program - Final Report (CSDOC, 1987).

To address the uncertainty due to potential increases in toxic pollutant loadings from the
discharge to the marine environment during the five-year permit term, and to establish a
framework for cvaluating the need for an antidegradation analysis to determine
compliance with State and federal antidegradation requirements at the time of permit
reissuance, 12-month average mass emission benchmarks have been established for the
discharge (see M&RP No. R8-2004-0062). These mass emissions benchmarks are
calculated based on the EPA’s evaluation of 1990 through 1994 effluent concentrations,
using the concentration associated with the 95" percentile of the 4-day average
distribution of daily effluent concentrations and the discharger’s projected end-of-permit
flow of 278 MGD. These mass emission benchmarks are not enforceable water quality
based effluent limitations. They may be re-evaluated and revised during the five-year
permit term.

The discharger shall make monitoring data accessible to the public via the Internet. By
January 1, 2005, the discharger shall submit an updated report that identifies the
discharger’s plans and activities for making monitoring data accessible to the public via
the Internct. This report shall be updated as appropriate to include changes in
implementation schedules. The Regional Board shall be informed of any change, in
writing, within 30 days of the change.
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J. PERMIT RE-OPENING, REVISION, REVOCATION, AND REISSUANCE:

1. [40 CFR 122.41(f)] Permit actions. This permit may be modified, revoked and reissued,
or terminated for cause. The filing of a request by the discharger for a permit
modification, revocation and reissuance, or termination, or a notification of planned
changes or anticipated noncompliance does not stay any permit condition.

2. This permit may be reopened and modified in accordance with the requirements set forth
at 40 CFR 122 and 124 to:

a. Address any changes in State or federal plans, policies or regulations which
would affect the quality requirements for the discharges (e.g., Ocean Plan
updates, BEACH Act regulations, etc.);

b. Include effluent limitations for pollutants determined to be present in significant
amounts in the discharge;

C. Include appropriate conditions or limitations to address demonstrated effluent
toxicity based on newly available information;

d. Re-evaluate the need for Occan Plan Table B water quality based effluent
limitations for protection of human health based on newly available information.

e. Revise mass emission benchmarks contained in M&RP No. R8-2004-0062.

3. M&RP No. R8-2004-0062 may be modified by the Executive Officer and EPA to enable
the discharger to participate in comprehensive regional monitoring activities conducted in
the Southern California Bight during the term of this permit. The intent of regional
monitoring activities is to maximize the efforts of all monitoring partners using a cost-
effective monitoring design and to best utilize the pooled scientific resources of the
region. During these coordinated monitoring efforts, the discharger’s sampling and
analytical effort may be reallocated to provide a regional assessment of the impact of
wastewater discharges to the Southern California Bight. Anticipated modifications to the
monitoring program will be coordinated so as to provide a comprehensive picture of the
ecological and statistical significance of monitoring results and to determine cumulative
impacts of various pollutant sources. If predictable relationships among the biological,
water quality and effluent monitoring variables can be demonstrated, it may be
appropriate to decrease the discharger’s monitoring effort. Conversely, the monitoring
program may be intensified if it appears that the objectives cannot be achieved through
the discharger’s existing monitoring program. These changes will improve the overall
effectiveness of monitoring in the Southern California Bight. Minor changes may be
made without further public notice.

4. This permit may be modified, or revoked and reissued, based on the results of Magnuson-
Stevens Fishery Conservation and Management Act and/or Endangered Species Act
Section 7 consultation(s) with the National Marine Fisheries Service and/or U.S. Fish and
Wildlife Service.



7/21/04 Draft Order No. R8-2004-, NPDES Permit No. CA0110604 Page 46 of 52

Orange County Sanitation District
Reclamation Plant No. | and Treatment Plant No. 2

5. The Regional Board may reopen these Waste Discharge Requirements to consider
making conforming changes to Order No. R8-2004-0062 in the event the EPA issues,
after September 17, 2004, a version of NPDES Permit No. CA0110604 that contains
revisions based on its consideration of comments timely submitted.



7/21/04 Draft Order No. R8-2004-, NPDES Permit No. CA0110604
Orange County Sanitation District
Reclamation Plant No. | and Treatment Plant No. 2

ATTACHMENT “A”

LOS ANGELES COQUNTY

e Ty
LA HABRA ;f ’
Larsberl e

irperia, Howy

rats tinga i

ATON

Lhapinnn Ave

/” FULLE
A PLACENTIA

ol T

e
s | e %ﬁ k|
BUENA ; - b

CYPRESS

3

LOS 1o ISTANTON

ANAHEIM, ) EY

g {baunsn Ale

LAPALMA PARK | e
G e S
b b /ﬁ ]

&

iy GARDEN GROVE

)
SEAL BEACH | ‘ -1\—'—""-‘"‘

G natme A . ti

THca Ko

WESTMINSTER : '
B SANTA ANA
e Fadien &1 )

- T \ . /\*“';/
.[FOUNTA &

Pacific
(e

y
Beapanues o

L1is Aap

HUNTINGTON
BEAC : Asiwms Ao

QCS3D
Reclamation ™ «i=Ny |-l bt s
Piant No. 1 . "

.

o ?I \’ji
NEWRORT BEAGH
g, A

"

ocsD T N
Treatment
Plant No._ 2

k-

Ozean upaling
120 gy

Page 47 of 52

[ A



7/21/04 Draft Order No. R8-2004-, NPDES Permit No. CA(}110604

Orange County Sanitation District
Reclamation Plant No. I and Treatment Plani No. 2

ATTACHMENT “A”

Ellis Av

Garfield Av b Reclamation
- Plant No. 1
@O
<

Yorktown Av

Adams Av

Indianapolis Av

- )
v by
o |Atlantaay & 2
bS] & £
4 2 S
o @ o
= fust
= m va]
Hamilton Av
Banning Av

map not to scale

Page 48 of 52



7/21/04 Draft Order No. R§-2004-, NPDES Permit No. CA0110604

Orange County Sanitation District

Reclamation Plant No. I and Treatment Plant No. 2

ATTACHMENT “B”

Page 49 of 52

" Advanced Primary EHfluent 4
Influent e Farric
Metarin Foul Alr & Chigride Trickling Filter
u 9 =8 Anionic rioRn — Effluent
H,0, an Bar -] Polymer g Trickling Clarifier —
Rl ind Diversion Screens g Grit ] Filters Alr
Structure Chambers l ‘.-% g
= 8
Influent + § 4 Siudge
Wastewater ’ N
ry Bleach larifierg
L 2 ¢ A |c 1 ocwp
o - Brine
Advanced "
A 4 Primary Primary Effluent N RAS
SGm l:\d Basina Digestar Gas to WAS Bleach
craanings P G i
o Landfill 'owar Generalion Undarflow
Anaerobic
Sludge 'v Thickened
Ferric Studge
Fi
nl::;c;. | - Chiorida ‘ Skimmings
o Station ~ -
E Digested Filtrate Biosolids
- Shidge +
&
a Catlonic
g Polymar
- Beneficial
Lise
FLOW SCHEMATIC 120°
ELLIS AVE. Qcean
PUMP Qutfall
STATION FY g Line
- &
[-—n\
Foul Alr » <3 » § Advanced Primary Effluent +
Lfﬂ Ferric 55 > > >
Chiotlde Bleach 3 o, Secondary
H0, Bar Grit &, F § } Effluent [,
Sereens  apambers Qutfall Booster
l — > ;}xys‘a‘en Pump Stations
eration
A4 ry Bleach Bisulfite
Influent L | Anionle
H
Wastewater Polymer E’“‘“
> Skimmings
F 3 RAS
¥ /-‘
Grit and i Primary
1 »>
Sigrf::dr;ﬁls {228ins | Advanced Primary Efffuent Undertiow WAS
Digester Gas Y
o Power
D‘l Genarallon
rain y Anaerobic DAF ]
i Primary Dig 5 Thickened Drain
Sludge v Sludge
Farric Belt
Chloride Digested * Presses
Sludge Catlonic E
Palymer = Filtrate
Recycle F h 4 Y
Pump | h—]i:
Station
Baneliclal
Use
RIO




Page 50 of 52

7/21/04 Drafi Order No. R8-2004-, NPDES Permit No. CA0110604

Orange County Sanitation District

Reclamation Plant No. | and Treatment Plant No, 2

ATTACHMENT “C~”

WwIeduoT |0
sjuejnjjod
Alepuooag

BOA

A

uoljenjea]
aodv

SuOljRIePISUOD)
Byio

ety

80108 1|
uogoelep pue
uBaITs ()} Yoq
U popALY

oN
peley

eleq
Huyopuopy
euIsnpu| 10
suoyeoyddy M
uy persi

SOA

eley waley

LBUSuD
waniyg i
<
) vognelsg
[ TTE ]

L1ane
voRIQIYu) ¥/l
<
1) LORYeIB oN
angu|

ON

"uonen|eAa Jayuny pasu pue pajsiep
10u a1am Yoiym Bujuaaing Aewnd wolj sjueiniiod




Page 51 of 52

7/21/04 Draft Order No. R8-2004-, NPDES Permit No. CA01 10604

Orange County Sanitation District

Reclamation Plant No. | and Treatment Plant No. 2

)

{contd

ATTACHMENT “C”

—————— e~

waouon
jo
sjuenjjiod

q

‘xujew Buueaiss waouod jo sjuein|jod AIEpuodas ey) 10} 2 8inbi4 vag ‘Buiuaalos
u1a9u0d Jo sjuenjod Airepuooas ey 12aw Aay) )i 9as 0) pajen|ead aq (Im A1cBojeD sy 0jUl JB] YIIuym SIUeINOd I

-euaud Bujueaos renoued
8y} 10J WAL JO m_cm_z__on Jou a1E pue paudalos Apadord uaaq saey Aiobajed siyl OlU J[B) YDIYMm SjueIn|iod

Lo ¥/l

-

UVORBHUIIOD oN

Lenes
sbpris 211
<
UQGERUBIUDYD)
obpn|g

LBUBHID
ueniy3
<
UOgERHUBIUDT)
juanyuy

Lpeeieg
ON

¢persiag

Lpapelaq

ON ON

LpeReieq
oN

Anoixoy
swng -

AdjespiesH

uomgIyuy

{ze1) se1s -
T ogospad -

Anengy obpnig

B119}147 [BjusLIUONIAUT

Wewyoueg «
S34AdN -

Anjenp) 1oiepn

juounEaNOId -
ddN =

swesboiy AojenBay




7/21/04 Draft Order No. R§-2004-, NPDES Permit No. CA01 10604 Page 52 of 52
Orange County Sanitation District
Reclamation Plant No. ! and Treatment Plant No. 2

1, Gerard J. Thibeault, Executive Officer, do hereby certify that the foregoing is a full, true, and
correct copy of Order No. R8-2004-0062 adopted by the California Regional Water Quality
Control Board, Santa Ana Region, on , 2004.

Gerard J. Thibeault, Executive Officer
California Regional Water Quality Control Board
Santa Ana Region

I, Alexis Strauss, Director, do hereby certify that the foregoing is a full, true, and correct copy
NPDES Permit No. CA0110604 issued by the U.S. Environmental Protection Agency Region
IX, on , 2004.

Alexis Strauss, Director

Water Division

U.S. Environmental Protection Agency
Region IX

For the Regional Administrator



California Regional Water Quality Control Board
Santa Ana Region

Time Schedule Order No. R8-2004-0067

for
Orange County Sanitation District
Order No. R8-2004-0062, NPDES No. CA0110604

The California Regional Water Quality Control Board, Santa Ana Region (hereinafter Board)
finds that:

1.

The Orange County Sanitation District (hereinafter District) operates wastewater treatment
facilities in Fountain Valley and Huntington Beach that discharge approximately 234 million

gallons per day of a mixture secondary-treated and advanced primary-treated wastewater into
the Pacific Ocean.

The District’s discharge has been regulated under Order No. 98-5, NPDES No. CA01 19604

provisions requiring all discharges to waters of the Umted SHates to mect

s¢condary | treatnTentw —

which 1mplemented a waiver, pursuant to Clean Water Act Sectlogﬁi’:@l(h) from the--""

standards. ; o \

secondary- tréatment standardg. and chose not td s{ek antl ar%ce 0
when the apphcz{flon gor renewai of the permit W;as submltted

On July 17, 2002, thelDlStI'lCF a opled "1 p011¢y %0 }Teat 11 Lf 1t§ wastewatér fo ngeet

|

i,,,, s 5 |
On September 17, 2004 the Boc%rd I‘GISSLCC[ the waste discharge requirements for this
discharge throuéh’”thé] adoptlon f Order No. R8-2004-0062, NPDES No. CA0110604.
Discharge Specification "A.l.a. of Order No. R8-2004-0062 requires the District to achieve
compliance with secondary treatment standards forthwith.

The District cannot immediately comply with the secondary treatment standards contained in
Order No. R8-2004-0062. The District must first construct major improvements to existing
facilities and also construct many new facilities, in order to achieve secondary treatment
standards. A detailed time schedule listing the projects that must be completed before
compliance can be achieved has been submitted and is attached as Exhibit A of this order.

The District must be required to achieve compliance with the secondary treatment standards
contained in Order No. R8-2004-0062 within the shortest possible timeframe. Taking into
account the technological, operational, and economic factors that affect the design,
development, and implementation of the control measures that are necessary to comply with
the standards, it is appropriate to require compliance with the effluent limitations contained
in Discharge Specification A.1.a. of Order No. R8-2004-0062 by December 31, 2012.



California Regional Water Quality Control Board
Santa Ana Region

Time Schedule Order No. R8-2004-0067

for
Orange County Sanitation District
Order No. R8-2004-0062, NPDES No. CA0110604

The California Regional Water Quality Control Board, Santa Ana Region (hereinafter Board)
finds that:

1.

The Orange County Sanitation District (hereinafter District) operates wastewater treatment
facilities in Fountain Valley and Huntington Beach that discharge approximately 234 million
gallons per day of a mixture secondary-treated and advanced primary-treated wastewater into
the Pacific Ocean.

The District’s discharge has been regulated under Order No. 98-5, NPDES No. CA0110604,
which implemented a waiver, pursuant to Clean Water Act Section 301(h), from the
provisions requiring all discharges to waters of the United States to meet secondary treatment
standards.

On July 17, 2002, the District adopted a policy to treat all of its wastewater to meet
secondary treatment standards and chose not to seek continuance of the “301(h) waiver”
when the application for renewal of the permit was submitted.

On September 17, 2004, the Board reissued the waste discharge requirements for this
discharge through the adoption of Order No. R8-2004-0062, NPDES No. CA0110604.
Discharge Specification A.l.a. of Order No. R8-2004-0062 requires the District to achieve
compliance with secondary treatment standards forthwith.

The District cannot immediately comply with the secondary treatment standards contained in
Order No. R8-2004-0062. The District must first construct major improvements to existing
facilities and also construct many new facilities, in order to achieve secondary treatment
standards. A detailed time schedule listing the projects that must be completed before
compliance can be achieved has been submitted and is attached as Exhibit A of this order.

The District must be required to achieve compliance with the secondary treatment standards
contained in Order No. R8-2004-0062 within the shortest possible timeframe. Taking into
account the technological, operational, and economic factors that affect the design,
development, and implementation of the control measures that are necessary to comply with
the standards, it is appropriate to require compliance with the effluent limitations contained
in Discharge Specification A.1.a. of Order No. R8-2004-0062 by December 31, 2012.
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7. Pursuant to Section 13385(j)(3)(B)(iv) of the California Water Code, violations of effluent
limits contained in Discharge Specification A.1.a. of Order No. R8-2004-0062 are not subject
to mandatory penalties specified in subsections (h) and (i) of Section 13385, provided the
District complies with the provisions of this time schedule order.

8. The Board has notified the District and interested parties of its intent to adopt this time schedule
order.

9. The Board, at a public hearing held on September 17, 2004, received evidence and considered
all relevant information pertaining to this order.

10. This enforcement action is being taken for the protection of the environment and, as such, is
exempt from the California Environmental Quality Act (Public Resources Code, Section 21100
et. seq.) in accordance with Section 15321, Chapter 3, Title 14, California Code of Regulations.

IT IS HEREBY ORDERED that, in accordance with Section 13300 of the Catifornia Water
Code, the Orange County Sanitation District shall:

1. Conform with the following time schedule to achieve compliance with the effluent
limitations contained in Discharge Specification A.1.a. of Order No. R8-2004-0062:

REPORT OF
COMPLIANCE
TASK COMPLIANCE DATE DUE DATE
Complete construction of trickling filters February 15, 2006 March 1, 2006

at Plant 1

Advertise for construction bids for Plant November 15, 2006 December 1, 2006
1 secondary treatment facilities

Advertise for construction bids for Plant January 15, 2007 February 1, 2007
2 secondary treatment facilities

Complete construction of Plant 2 January 15, 2009 February 1, 2009
existing secondary treatment

rehabilitation

Complete construction of Plant 1 November 15, 2012 December 1, 2012

secondary treatment expansion

Achieve full compliance December 31, 2012 January 15, 2013
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2. Comply with the following effluent limitations from the effective date of Order No. R§-
2004-0062 through February 15, 2011:

Constituent 30-day Average Concentration Monthly Mass Loading
Biochemical Oxygen 100 mg/1 2,750 metric tons
Demand (5-day)(BODs)
Total Suspended Solids 55 mg/l 1,420 metric tons

3. Comply with the following efftuent limitations from February 16, 2011 to December 30,
2012:

Constituent 30-day Average Concentration Monthly Mass Loading
Biochemical Oxygen 70 mg/1 1,500 metric tons
Demand (5-day)(BODs)
Total Suspended Solids 45 mg/1 1,000 metric tons

I, Gerard J. Thibeault, Executive Officer, do hereby certify that the foregoing is a full, true, and
correct copy of an order adopted by the California Regional Water Quality Control Board, Santa
Ana Region, on September 17, 2004.

Gerard J. Thibeault
Executive Officer



